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10	使用終了時
この章で説明する各種作業を行うのは、作業に
応じた適切な技能や資格が認められている要員
のみに限定してください。

圧力装置や部品での誤った開き方による、破
裂の危険。
制御弁と配管は圧力機器に該当し、取扱いを
誤ると破裂する可能性があります。破片が飛来
したり、加圧されたプロセス流体が放出されたりす
ると、重傷や死亡の原因になることがあります。
作業前に制御弁で以下の操作を行ってくださ
い。

	Î 装置で関係する全区間と制御弁を無圧の
状態にしてください。

	Î 装置に関係する全区間と弁からプロセス流
体を排出して、空の状態にしてください。

高温または低温の部品や配管による火傷や凍
傷の危険。
制御弁の部品および配管は非常に高温または
低温になる場合があります。火傷の危険。

	Î 部品や配管は、周辺温度まで冷却や加熱
ができるようにしてください。

	Î 防護服と保護手袋を着用してください。

危険!

警告!

加圧されている部品や加圧により放出されるプ
ロセス流体による負傷の危険。
圧力装置を不適切に開いたり、部品の取り付け
が不十分な場合、プロセス流体が大気に漏れ出
る場合があります。

	Î 制御弁の内部が加圧されている間に、導圧
管を緩めて外すことはおやめください。

	Î 全部品を取り付けるまで制御弁の運転を立
上げないでください。

騒音による難聴や聴覚障害の危険。
運転中は、プロセス流体や装置の操業条件が
原因で、騒音が発生する可能性があります
（キャビテーションなど）。

	Î 弁近くでの作業では、聴覚保護具を着用し
てください。装置の運転者による指示に従っ
てください。

可動部品による挟まれの危険。
	Î 制御弁作動中は、手や指を設定圧力スプ
リング間に差し込まないでください。

	Î 制御弁作動中は、手や指を支柱と設定圧
力スプリングの間に差し込まないでください。

	Î 制御弁作動中は、手や指をスプリングプレー
トとブラケットの間に差し込まないでください。

	Î 制御弁での作業は、装置区間と制御弁の
それぞれを無圧の状態にしてから開始してく
ださい。

警告!

警告!

警告! 警告!
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制御弁内に残留するプロセス流体による負傷
の危険があります。
制御弁での作業時は、残留しているプロセス流
体が漏出する可能性があり、その流体の物性に
よっては、負傷（例：化学熱傷）の原因にな
ることがあります。

	Î 防護服、保護手袋、保護眼鏡を着用してく
ださい。

整備作業や取外しで制御弁の運転を停止する
ときは、以下の手順で進めてください。
1.	制御弁一次側の閉止弁（1）を閉じます。
2.	制御弁二次側の閉止弁（6）を閉じます。
3.	装置を無圧の状態にします。
4.	配管と調節弁からプロセス流体を全量、排
出して空にします。

5.	必要な場合は、配管と制御弁を周辺温度
まで冷却または加温します。

警告! 警告!
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11	取り外し
この章で説明する各種作業を行うのは、作業に
応じた適切な技能や資格が認められている要員
のみに限定してください。

高温または低温の部品や配管による火傷や凍
傷の危険。
制御弁の部品および配管は非常に高温または
低温になる場合があります。火傷の危険。

	Î 部品や配管は、周辺温度まで冷却や加熱
ができるようにしてください。

	Î 防護服と保護手袋を着用してください。

制御弁内に残留するプロセス流体による負傷
の危険があります。
制御弁での作業時は、残留しているプロセス流
体が漏出する可能性があり、その流体の物性に
よっては、負傷（例：化学熱傷）の原因にな
ることがあります。

	Î 防護服、保護手袋、保護眼鏡を着用してく
ださい。

弁の取り外しは、事前に以下の条件が満たされ
ていることを確認してから行ってください。
−	 制御弁の運転を停止させてある（「使用終
了時」の章をご覧ください）。

警告!

警告! 警告!

11.1	 �配管からの制御弁の取外し
1.	配管から切り離すときは、制御弁を支持して
その箇所に保持します（「納品、事業所内
での輸送」の章をご覧ください）。

2.	 フランジでの接合部のボルトを緩めて外しま
す。

3.	配管から制御弁を取り外します（「納品、
事業所内での輸送」の章をご覧ください）。

11.2	 �配管からのアクチュエータの
取り外し

「整備」の章をご覧ください。
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12	修理
制御弁が当初のサイジング仕様に準じた正常な
動作をしなくなったか、または動作を一切しなく
なった場合は、制御弁が不良ですので、修理か
交換を行ってください。

不適切な整備または修理作業による、制御弁
を損傷する危険。

	Î メンテナンスと修理作業につきましては、
SAMSON のアフターセルサービスにご相談く
ださい。

12.1	 �機器を SAMSON  
へ返送する

不良の機器は修理を承りますので、SAMSON 
までご返送ください。
機器は、以下の手順に沿って返送してください。
1.	 機器によっては、例外的な規定を適用する

型式がありますので、こちらをご覧ください。
u www.samsongroup.com > 
Service > After-sales Service.

2.	 以下の内容を含めた電子メールを 
u retouren@samsongroup.com に
宛てて送信していただき、返送品の発送をご
登録いただきます。
	– タイプ
	– 材質番号
	– 付属品の品番
	– 発注番号

注意! 注意!

	– 所定の事項を記入した汚染除去宣言
書。様式は、次の Web サイトからダ
ウンロードしてください。u www.
samsongroup.com > Service  > 
After-sales Service

ご登録いただいた内容を確認後、返送品
承諾書（RMA）を SAMSON よりご送
付いたします。

3.	 返送する梱包物の外面で、明瞭に識別でき
る位置に（汚染除去宣言書と併せて）返
送品承諾書（RMA）を貼り付けます。

4.	 返送品承諾書（RMA）上に記載されてい
る住所宛てに返送品を発送します。

返送する機器や取扱いの手順につきましては、
詳細なご案内をこちらのリンクからご覧ください。
u www.samsongroup.com > Service 
> After-sales Service

注記

https://www.samsongroup.com/en/service/after-sales-service/
https://www.samsongroup.com/en/service/after-sales-service/
mailto:retouren%40samsongroup.com?subject=
https://www.samsongroup.com/en/service/after-sales-service/
https://www.samsongroup.com/en/service/after-sales-service/
https://www.samsongroup.com/en/service/after-sales-service/
https://www.samsongroup.com/en/service-support/after-sales-service/
https://www.samsongroup.com/en/service-support/after-sales-service/
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	Î 地域、国、世界の廃棄物規制に従ってくださ
い。

	Î コンポーネントを他の一般家庭ごみと一緒に
廃棄しないでください。

13	廃棄
SAMSON は以下の欧州機関に登
録している製造者です。 
u https://www.
samsongroup.com/en/about-
samson/environment-social-
governance/material-
compliance/waste-electrical-
and-electronic-equipment-
weee-and-its-safe-disposal/ 
WEEE 登録番号：
DE 62194439

REACH 規則の候補リストに高懸念物質
（SVHC）として掲載されている物質に関する情
報は、 該当する場合に注文明細書に添付され
る 「お問い合わせ / ご注文に関する追加情報」
の文書に記載されています。 この文書には、 当
該機器に割り当てられている SCIP 番号が含ま
れています。 この番号は、 欧州化学機関

（ECHA）の Web サイト（u https://www.
echa.europa.eu/scip-database）のデー
タベースに入力することで、 機器に含まれる 
SVHC に関する詳細情報を確認できます。

SAMSON では、ご請求に応じてリサイクルパス
ポートを提供しています。貴社の詳細な住所を
明記の上、
aftersalesservice@samsongroup.com 
まで電子メールをお送りください。

ご要望に応じて、SAMSON では、販売業者の
回収スキームの一環として、サービス提供事業
者に製品の撤去やリサイクルを依頼します。

注記

ヒント

https://www.samsongroup.com/en/about-samson/environment-social-governance/material-compliance/waste-electrical-and-electronic-equipment-weee-and-its-safe-disposal/
https://www.samsongroup.com/en/about-samson/environment-social-governance/material-compliance/waste-electrical-and-electronic-equipment-weee-and-its-safe-disposal/
https://www.samsongroup.com/en/about-samson/environment-social-governance/material-compliance/waste-electrical-and-electronic-equipment-weee-and-its-safe-disposal/
https://www.samsongroup.com/en/about-samson/environment-social-governance/material-compliance/waste-electrical-and-electronic-equipment-weee-and-its-safe-disposal/
https://www.samsongroup.com/en/about-samson/environment-social-governance/material-compliance/waste-electrical-and-electronic-equipment-weee-and-its-safe-disposal/
https://www.samsongroup.com/en/about-samson/environment-social-governance/material-compliance/waste-electrical-and-electronic-equipment-weee-and-its-safe-disposal/
https://www.samsongroup.com/en/about-samson/environment-social-governance/material-compliance/waste-electrical-and-electronic-equipment-weee-and-its-safe-disposal/
https://www.echa.europa.eu/scip-database
https://www.echa.europa.eu/scip-database
mailto:aftersalesservice%40samsongroup.com?subject=
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14	証明書
EU 適合宣言書は次のページに付属しています。
−	 欧州連合の圧力機器指令 2014/68/EU 

に適合する旨の EU 適合宣言書（14-2 
ページをご覧ください）。

−	 制御弁 タイプ 42-24 とタイプ 42-28 が欧
州連合の機械指令 2006/42/EC に適合
する旨の適合宣言書（14-8 ページをご覧
ください）。

−	 制御弁 タイプ 2422 とアクチュエータ タイ
プ 2424 およびタイプ 2428 が欧州連合の
機械指令 2006/42/EC に適合する旨の組
込宣言書（14-9 ページをご覧ください）。
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Module A 
For the following products, SAMSON hereby declares under its sole responsibility: 

Devices Series Type Version 

Self-operated Regulators 

43 2432 DIN EN, body, CC499K and EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

43 2436 DIN EN, body, CC499K and EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

43 2437 DIN EN, body, CC499K and EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

--- 2111 
DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 40-50, PN 40, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 300, fluids G2, L2, L11) 

Three-way valve --- 2119 

DIN EN, body, EN-GJL-250 and 1.0619, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, 1.0619, DN 50-80, PN 25, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 40-50, PN 40, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-4, Class 150, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½, Class 300, fluids G2, L2, L11) 

Control valve --- 3222 
DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 
DIN EN, body, CC499K, DN 32-40, PN 25, all fluids 

Three-way valve --- 3226 DIN EN, body, CC499K, DN 50, PN 25, fluids G2, L22) 

Three-way valve --- 3260 DIN EN, body, EN-GJL-250, DN 65-200, PN 16, fluids G2, L22) 

Globe valve 
Three-way valve V2001 3531 

3535 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 32-40, PN 25, all fluids  

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

Control valve --- 3214 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 
ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

Self-operated Regulators 

42 2423 

DIN EN, body, EN-GJL-250 and EN-GJS-400-18-LT, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-418-LT, DN 50-80, PN 25, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 32-50, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 32-40, PN 25, all fluids  

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

42 2422 

DIN EN, body, EN-GJL-250 and EN-GJS-400-18-LT, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619, 1.4408 and 1.6220+QT, DN 32-50, PN 16, all fluids  

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 
ANSI, body, A216 WCC, A351 CF8M and A352 LCC, NPS 1½-2, Class 150, all fluids  

Strainers 1N/1NI 2601 DIN EN, body, CB752S, G 2 (DN50), PN25, fluids G2, L22) 

Strainers 2N/2NI 2602 

DIN EN, body, EN-GJL-250, DN 200-250, PN 10, fluids G2, L2, L11) 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 100-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.4408, DN 32-50, PN 16, all fluids 

Self-operated Regulators 

--- 2373/2375 ANSI, body, A995 4A and A995 5A, NPS 1½-2, Class 150, all fluids 

44 

2440 (44-0B) 
2441 (44-1B) 
2446 (44-6B) 

DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

2442 (44-2) 
2443 (44-3) 
2444 (44-4) 
2447 (44-7) 
2449 (44-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

1
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Devices Series Type Version 

Self-operated Regulators 

45 

2451 (45-1) 
2452 (45-2) 
2453 (45-3) 
2454 (45-4) 
2456 (45-6) 
2459 (45-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

46 

2465 (46-5) 
2466 (46-6) 
2467 (46-7) 
2469 (46-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

47 

2471 (47-1) 
2474 (47-4) 
2475 (47-5) 
2479 (47-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

48 2488 
2489 DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

40 

2405 
DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids 

2406 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

41 2412 
2417 

DIN EN, body, EN-GJL-250, DN 65-100, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

ANSI body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids 

42 2421 RS 

DIN EN, body, 1.0619, 1.4408, 1.4571 and 1.4401/1.4404, DN 32-50, PN 16, all fluids  

DIN EN, body, 1.0619, 1.4408, 1.4571 and 1.4401/1.4404, DN 32-40, PN 25, all fluids 
ANSI, body, A216 WCC, A351 CF8M and A182 F316/A182 F316L, NPS 1½-2, Class 150,  
all fluids  

--- 2331 

DIN EN, body, EN-GJL-250, DN 65-200, PN 16, fluids G2, L22) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-150, PN 16, fluids G2, L22) 
DIN EN, body, EN-GJS-400-18-LT, DN 65-125, PN 25, fluids G2, L22) 

DIN EN, body 1.0619, DN 65-200, PN 16, fluids G2, L22) 

DIN EN, body 1.0619, DN 65-100, PN 40, fluids G2, L22) 

--- 2337 
DIN EN, body 1.0619, DN 250, PN 25, fluids L11) 
DIN EN, body 1.0619, DN 250, PN 40, fluids L11) 

--- 2333 
2335 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-80, PN 25, fluids G2, L2, L11) 

ANSI body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

--- 2334 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-80, PN 25, fluids G2, L2, L11) 

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

--- 2404-1 

DIN EN, body, EN-GJL-250, DN 65-125, PN16, fluids G2, L2, L11) 

ANSI body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC und A351 CF8M, NPS 1½-2, Class 150, all fluids  

--- 2404-2 
DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 
ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

1) Gases according to Article 4(1)(c.i), second indent 
   Liquids according to Article 4(1)(c.ii) 

2) Gases according to Article 4(1)(c.i), second indent 
   Liquids according to Article 4(1)(c.ii), second indent 
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That the products mentioned above comply with the requirements of the following standards:

Directive of the European Parliament and of the Council on the harmonization of the laws of the 
Member States relating to the making available on the market of pressure equipment 2014/68/EU of 15. May 2014

Applied conformity assessment procedure for fluids according to Article 4(1) Module A

Technical standards applied: DIN EN 12516-2, DIN EN 12516-3, ASME B16.34

Manufacturer: SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany

Frankfurt am Main, 05. June 2024

ppa. Norbert Tollas
Senior Vice President
Global Operations

i.V. Peter Scheermesser
Director
Product Maintenance & Engineered Products
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Module H / N° CE-0062-PED-H-SAM 001-22-DEU-rev-A 
For the following products, SAMSON hereby declares under its sole responsibility: 

Devices Series Type Version 

Three-way valve --- 2119 

DIN EN, body, EN-GJL-250 and 1.0619, DN 150, PN 16, fluids G2, L2, L11) 

DIN EN, body, 1.0619, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-150, PN 40, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 6, Class 150, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 2-6, Class 300, fluids G2, L2, L11) 

Self-operated Regulators --- 3222 DIN EN, body, CC499K, DN 50, PN 25, all fluids 

Three-way valve --- 3260 DIN EN, body, EN-GJL-250, DN 250-300, PN 16, fluids G2, L21) 

Globe valve 
Three-way valve V2001 3531 

3535 
DIN EN, body, 1.0619 and 1.4408, DN 50-80, PN 25, all fluids 
ANSI, body, A216 WCC and A351 CF8M, NPS 2½-3, Class 150, all fluids 

Control valve --- 3214 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619, DN 32-400, PN 40, all fluids 
ANSI, body, A126 B, NPS 6-10, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC, NPS 2½-10, Class 150, all fluids 

ANSI, body, A216 WCC, NPS 1½-10, Class 300, all fluids 

Self-operated Regulators 

42 2423 

DIN EN, body, EN-GJL-250, DN 150-250, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 150, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-250, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 50-250, PN 25, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 32-250, PN 40, all fluids 

ANSI, body, A126 B, NPS 6-10, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-10, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-10, Class 300, all fluids 

42 2422 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 200-400, PN 25, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 32-400, PN 40, all fluids 

DIN EN, body, 1.0460, DN 40-50, PN 40, all Fluids 

DIN EN, body, 1.6220+QT, DN 65-250, PN 16, all fluids 

DIN EN, body, 1.6220+QT, DN 200-250, PN 25, all fluids 
DIN EN, body, 1.6220+QT, DN 32-250, PN 40, all fluids 

ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351CF8M, NPS 2½-16, Class 150, all fluids 

ANSI, body, A216 WCC and A351CF8M, NPS 1½-16, Class 300, all fluids 
ANSI, body, A105, NPS 1½-2, Class 300, all fluids 

ANSI, body, A352 LCC, NPS 2½-10, Class 150, all fluids 

ANSI, body, A352 LCC, NPS 1½-10, Class 300, all fluids 

42 2421RS 

DIN EN, body, 1.0619 and 1.4408, DN 65-150, PN 16, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 50-150, PN 25, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 32-150, PN 40, all fluids 

DIN EN, body, 1.4571 and 1.4401/1.4404, DN 50, PN 25, all fluids 

DIN EN, body, 1.4571 and 1.4401/1.4404, DN 32-50, PN 40, all fluids 
ANSI, body, A216 WCC and A351 CF8M, NPS 2½-6, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-6, Class 300, all fluids 
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Self-operated Regulators 

40 

2405 
DIN EN, body, 1.0619, 1.4571, 1.4404, 1.4408, 1.0460, DN 32-50, PN40, all fluids 

ANSI, body, A105, A182 F316L, A351 CF8M, A216 WCC, NPS 1½-2, Class 300, all fluids 

2406 

DIN EN, body, EN-GJL-250, DN 150, PN 16, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 32-150, PN 40, all fluids 

DIN EN, body, 1.0460 and 1.4404, DN 32-50, PN 40, all fluids 

ANSI, body, A126 B, NPS 6, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-6, Class 150, all fluids 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-6, Class 300, all fluids 

ANSI, body, A105 and A182 F316L, NPS 1½-2, Class 300, all fluids 

41 2412 
2417 

DIN EN, body, EN-GJS-400-18-LT, DN 100, PN25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 32-100, PN 40, all fluids 
DIN EN, body, 1.0460, 1.4571 and 1.4404, DN 32-80, PN 40, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-4, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-4, Class 300, all fluids 

ANSI, body, A105 and A182 F316L, NPS 1½-3, Class 300, all fluids 

--- 2404-1 

DIN EN, body, EN-GJL-250, DN 150, PN16, fluids G2, L2, L11) 

DIN EN, body, 1.0619 und 1.4408, DN 32-150, PN 40, all fluids 

ANSI, body, A126 B, NPS 6, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC und A351 CF8M, NPS 2½-6, Class 150, all fluids 
ANSI, body, A216 WCC und A351 CF8M, NPS 1½-6, Class 300, all fluids 

--- 2404-2 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, 1.0619 und 1.4408, DN 65-400, PN 16, all fluids 

DIN EN, body, 1.0619 und 1.4408, DN 65-400, PN 40, all fluids 
ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC und A351 CF8M, NPS 2½-16, Class 150, all fluids 

ANSI, body, A216 WCC und A351 CF8M, NPS 2½-10, Class 300, all fluids 

--- 2331 

DIN EN, body, EN-GJL-250, DN 250, PN 16, fluids G2, L21) 
DIN EN, body, 1.0619, DN 250, PN 16, fluids G2, L21) 

DIN EN, body, 1.0619, DN 200-250, PN 25, fluids G2, L21) 

DIN EN, body, 1.0619, DN 125-250, PN 40, fluids G2, L21) 

--- 2333 
2335 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 200-400, PN 25, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 40, all fluids 
ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 300, all fluids 

--- 2334 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 150, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 200-400, PN 25, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 40, all fluids 

ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 300, all fluids 

--- 2373 
2375 

DIN EN, body, 1.4469 and 1.4470, DN 32-50, PN 40, all fluids 

ANSI, body, A995 5A and A995 4A, NPS 1½-2, Class 300, all fluids 

Strainers 2N/2NI 2602 

DIN EN, body, EN-GJL-250, DN 150-250, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 150, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619, DN 100-250, PN 16, all fluids 
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Strainers 2N/2NI 2602

DIN EN, body, 1.0619, DN 200-250, PN 25, all fluids

DIN EN, body, 1.0619, DN 32-250, PN 40, all fluids

DIN EN, body, 1.4408, DN 65-100, PN 16, all fluids
DIN EN, body, 1.4408, DN 32-100, PN 40, all fluids

1) Gases according to Article 4(1)(c.i), second indent
Liquids according to Article 4(1)(c.ii)

That the products mentioned above comply with the requirements of the following standards:

Directive of the European Parliament and of the Council on the harmonization of the laws of the 
Member States relating to the making available on the market of pressure equipment 2014/68/EU of 15. May 2014

Applied conformity assessment procedure for fluids according to Article 4(1) Module H by Bureau Veritas 0062

The manufafacturer’s quality management system is monitored by the following notified body:
Bureau Veritas Services SAS, 4 place des Saisons, 92400 Courbevoie, France
Technical standards applied: DIN EN 12516-2, DIN EN 12516-3, ASME B16.34

Manufacturer: SAMSON AG, Weismuellerstrasse 3, 60314 Frankfurt am Main, Germany

Frankfurt am Main, 05. June 2024

ppa. Norbert Tollas
Senior Vice President
Global Operations

i.V. Peter Scheermesser
Director
Product Maintenance & Engineered Products
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Declaration of Incorporation in Compliance with Machinery Directive 2006/42/EC 
 
For the following product: Type 2422 Valve 
 
We certify that the Type 2422 Valve is partly completed machinery as defined in the Machinery Directive 
2006/42/EC and that the safety requirements stipulated in Annex I, 1.1.2, 1.1.3, 1.1.5, 1.3.2, 1.3.4 and 1.3.7 are 
observed. The relevant technical documentation described in Annex VII, part B has been compiled. 
 
Products we supply must not be put into service until the final machinery into which it is to be incorporated has 
been declared in conformity with the provisions of the Machinery Directive 2006/42/EC. 
 
Operators are obliged to install the products observing the accepted industry codes and practices (good 
engineering practice) as well as the mounting and operating instructions. Operators must take appropriate 
precautions to prevent hazards that could be caused by the process medium and operating pressure in the valve 
as well as by the signal pressure and moving parts. 
 
The permissible limits of application and mounting instructions for the products are specified in the associated 
mounting and operating instructions; the documents are available in electronic form on the Internet at 
www.samsongroup.com. 
 
For product descriptions refer to: 
- Types 1, 4 and 4u Temperature Regulators: Mounting and Operating Instructions EB 2111/2121/2123 
- Type 2404-2 Excess Pressure Valve with pilot valve: Mounting and Operating Instructions EB 2540 
- Type 2422/2424 Pressure Reducing Valve: Mounting and Operating Instructions EB 2547 
- Type 2422/2425 Excess Pressure Valve: Mounting and Operating Instructions EB 2549 
- Type 2333 Pressure Reducing Valve with pilot valve: Mounting and Operating Instructions EB 2552-1 
- Type 2335 Excess Pressure Valve with pilot valve: Mounting and Operating Instructions EB 2552-2 
- Type 2334 Universal Regulator with pilot valve: Mounting and Operating Instructions EB 3210 
- Type 42-20, Type 42-25 Differential Pressure Regulators: Mounting and Operating Instructions EB 3007 
- Type 42-24, Type 42-28 Differential Pressure Regulators: Mounting and Operating Instructions EB 3003 
- Safety Temperature Limiters (STL) with Type 2212 Safety Thermostat: 
 Mounting and Operating Instructions EB 2046 
- Type 2213 Safety Temperature Monitor (STM): Mounting and Operating Instructions EB 2043 
 
Referenced technical standards and/or specifications: 
- VCI, VDMA, VGB: "Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen, Mai 2018" [German 

only] 
- VCI, VDMA, VGB: "Zusatzdokument zum Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen 

vom Mai 2018" [German only], based on DIN EN ISO 12100:2011-03 
 
 
Comments: 
- See mounting and operating instructions for residual hazards. 
- Also observe the referenced documents listed in the mounting and operating instructions. 
 
Persons authorized to compile the technical file: 
 
SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany 
Frankfurt am Main, 10 November 2021 

 

 
Stephan Giesen 
Director 
Product Management 

 

 
Peter Scheermesser 
Director 
Product Life Cycle Management and ETO 
Development for Valves and Actuators 
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Declaration of Incorporation in Compliance with Machinery Directive 2006/42/EC 
 
For the following product: 
Type 2428 Actuators 
 
We certify that the Type 2428 Actuator is partly completed machine as defined in the Machinery Directive 
2006/42/EC and that the safety requirements stipulated in Annex I, 1.1.2, 1.1.3, 1.1.5, 1.3.2, 1.3.4 and 1.3.7 are 
observed. The relevant technical documentation described in Annex VII, part B has been compiled. 
 
Products we supply must not be put into service until the final machinery into which it is to be incorporated has 
been declared in conformity with the provisions of the Machinery Directive 2006/42/EC. 
 
Operators are obliged to install the products observing the accepted industry codes and practices (good 
engineering practice) as well as the mounting and operating instructions. Operators must take appropriate 
precautions to prevent hazards that could be caused by the process medium and operating pressure in the valve 
as well as by the signal pressure and moving parts. 
 
The permissible limits of application and mounting instructions for the products are specified in the associated 
data sheets as well as the mounting and operating instructions; the documents are available in electronic form 
on the Internet at www.samsongroup.com. 
 
For product descriptions refer to: 
- Type 42-28 Differential Pressure Regulator: Mounting and Operating Instructions EB 3003 
- Type 42-38 Differential Pressure Limiter with Flow Limitation: 
 Mounting and Operating Instructions EB 3013 

 
Referenced technical standards and/or specifications: 
- VCI, VDMA, VGB: "Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen, Mai 2018" 

[German only] 
- VCI, VDMA, VGB: "Zusatzdokument zum Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für 

Armaturen vom Mai 2018" [German only], based on DIN EN ISO 12100:2011-03 
 
Comments: 
- See mounting and operating instructions for residual hazards. 
- Also observe the referenced documents listed in the mounting and operating instructions. 
 
 
 
 
 
 
 
Persons authorized to compile the technical file: 
 
SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany 
Frankfurt am Main, 7 February 2022 

 
 
Stephan Giesen 
Director 
Product Management 

 

 
Peter Scheermesser 
Director 
Product Life Cycle Management and ETO 
Development for Valves and Actuators 
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15	 付録

15.1	 締め付けトルク
表 15-1: 締め付けトルク

部品 スパナ溝幅 呼径または操作部面積 締め付けトルク（Nm）

カップリングナット（11） A/F 36 すべて 120

ナットおよびボルト（15） – 40 ～ 640 cm² 25

ナット（18） A/F 12 40 ～ 640 cm² 40

導圧管接続部（20） – 40 ～ 640 cm² 22

15.2	 潤滑剤
SAMSON が承認した潤滑剤とシール材につい
ては、SAMSON のアフターセールスサービスがサ
ポートいたします。

15.3	 工具
SAMSON が承認した工具については、
SAMSON のアフターセールスサービスがサポート
いたします。

15.4	 付属品
ご要望に応じて、導圧管キット、ニードル弁、凝
縮チャンバー、圧縮タイプねじフィッティングを提供
いたします。これらの付属品については以下をご
覧ください。u T 3095

https://www.samsongroup.com/document/t30950en.pdf
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15.5	 スペアパーツ

図. 15-1 と 図. 15-2 の凡例

1 弁ボディ
2 底部
4 弁座
5 弁体
12 ワッシャ
13 ボルト
14 ナット
18 ガイドブッシュ
19 ガイドチューブ
36 ニップル

97 フランジ
109 銘板
500 ベローズ
502 バランスネジ
506 接続ニップル
507 ガイドキャップ
525 圧縮スプリング
558 ワッシャ
596 リテーナ

558

525

506

36

図. 15-1:	 弁 タイプ 2422、DN 65 ～ 250（ダイアフラムバランス型）
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図. 15-5 の凡例

1 ダイヤフラム軸
2 ダイヤフラムプレート
3 ダイヤフラム

4 ワッシャ
5 スプリングプレート
6 ナット

 17 ±0,5 

1
5

4

2

3

6

(30 Nm) 6

図. 15-5:	 タイプ 2424（DN 15 ～ 250）、ダイアフラム軸、加圧リミッタおよびダイアフラム


