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Info menu
� � �

---------------- ----------------

� � �

Operating level Info menu Contr. [1] 1) Set point

Input variable PV, … 2)

Output 2)

Contr. [2] See Controller [1]

Inputs/
outputs Analog inputs AI1…4

Analog inputs [%] AI1…4

Analog outputs AO1…3

Switching outputs SO1…2

Digital inputs DI1…4

Digital outputs DO1…4

Digital outputs DO5…7

Last events Event 1/x

Event x/x

Diagnostics Diagnosis - 1 (operating time)

Diagnosis - 2 (device temperature)

Diagnosis - 3 (cycle times)

Diagnosis - 4 (system-internal events)

Diagnosis - 5 (system-internal events)

Diagnosis - 6 (telegram counter)

Versions Firmware

1)	 If an error message exists, the 
corresponding menu item is 
added to the info menu. The 
Error message submenu 
appears directly after entering 
the info level (on top of the 
Controller [1] submenu).

2)	 Only assigned input and 
output variables are displayed.
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Notes concerning the readings in the info menu
	− Inputs/outputs menu item

Directly after the digital inputs and outputs, the state of the input/output is indicated: (0) 
or (1)
In the case of a reversed digital input or output, the state of the input/output in reversed 
form is additionally indicated: inv.(1) or inv.(0)

The controller assigned to the input/output is 
indicated on the right of the display ([1] or [2]) 
in the reading of analog inputs, digital inputs, 
analog outputs, switching outputs and digital 
outputs. If the input/output is assigned to both 
controllers, both controller numbers ([1; 2]) are 
indicated.
Additional readings apply to the digital inputs 
(separate or combined with the controller num-
ber):
	− [O] indicates that the digital input is as-

signed to an output.
	− [X] indicates that the digital input activates 

the key locking.

Additional readings apply to the digital outputs 
(separate or combined with the controller num-
ber):
	− [I] indicates that the digital output is activat-

ed by a digital input.
	− [O] indicates that another digital output has 

been assigned as the source to the digital 
output.

	− Last events menu item
Any events that occur are logged and time-
stamped. The last event is always listed first.
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The current value of the reset time is 
highlighted: 120 s.

… Keep pressed and change the reset 
time TN to 100 s.

1x Confirm the reset time.

Return to the operating level

3x Return to the operating level.

8.3.3	 Switching over internal/
external set point

If the external set point SPE (C.2.1.2-1) is 
configured, the set point SP is equal to SPE. 
The switchover to an internal set point SPI is 
performed in the operating menu.
The controller is currently in the operating 
level:

	Î Enter the operating menu (see sec-
tion 8.3.1).

Switchover to the internal set point SPI

1x Select Set point menu item.

1x Activate Set point menu item.

The current set point is displayed: SP = 
SPE.

1x Activate the set point SP.

The current set point is highlighted: 
SPE.

1x Select internal set point SPI.

1x Confirm setting.
SPI is now the active set point.
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Determining and changing the internal set 
point is described in section 8.3.4.

Cascade control
For cascade control (M.1-3) the cascade 
can also be opened and closed by switching 
over the set point.
	− The cascade is opened if the following 

applies in the slave controller [2]: SP = 
SPI.

	− The cascade is closed if the following ap-
plies in the slave controller [2]: SP = 
SPM.

8.3.4	 Switching over and 
changing internal set 
points

In the operating menu, one of the set points 
SP1, SP2, SP3 or SP4 can be assigned to the 
internal set points SPI, depending on the 
configuration.

Required configuration for determining the set 
point

SP1 C.2.1.1-1/-2/-3/-4

SP2 C.2.1.1-2/-3/-4

SP3 C.2.1.1-3/-4

SP4 C.2.1.1-4

Example: The controller [1] has two internal 
set points SP1 and SP2 (configured with 
1C.2.1.1-2).

	− The set point SP1 is to be switched over 
to set point SP2.

	− The set point SP1 is to be kept at 70 
while the set point SP2 is to be changed 
to 100.

The controller is currently in the operating 
level:

	Î Enter the operating menu (see sec-
tion 8.3.1).

Switchover between internal set points

1x Select Set point menu item.

1x Activate Set point menu item.

Note
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The actual value at the comparator 
PV0 ( ), the set point at the compara-
tor SP0 ( ) and the manipulated vari-
able Y ( ) are indicated on the left 
(for ratio control: Actual ratio PVR, ra-
tio set point SPR and manipulated vari-
able Y).
Their course within the last minute in 
the 0 to 100 % range of the measuring 
range is plotted on the right.

The assignment of the internal set point 
(in this case: SPI = SP1) is indicated be-
low.

1x Activate the internal set point.
The current internal set point is high-
lighted: SP1.

1x Set the internal set point SPI = SP2.

1x Confirm setting.
SP2 is now the active set point.

Change set points SP1 and SP2

1x Select the set point SP1.

The set point SP1 has the required val-
ue of 70.0 and therefore does not need 
to be changed.

1x Select the set point SP2.

1x Activate the set point setting SP2.
The current set point is highlighted: 
90.0.

… Keep pressed and change the set point 
to 100.0.

1x Confirm the set point.
The set point is adopted.

Return to the operating level

3x Return to the operating level.

In firmware version 1.21 and higher, swi-
tchover to internal set points released with 
C.2.1.1 can be performed over Modbus 

Note
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with holding register 55 (Controller [1]) and 
115 (Controller [2]) u KH 6495-2.
	− Value 1 = Set point SP1 active
	− Value 2 = Set point SP2 active
	− Value 3 = Set point SP3 active
	− Value 4 = Set point SP4 active

The switchover over Modbus has the same 
priority as switchover using the keys.
The set point switchover cannot be per-
formed either using the keys or over Modbus 
if the set point switchover over the digital in-
puts is configured.

8.4	 Locking the controller
The controller can be protected against un-
authorized access. There are three ways to 
implement the locking of the controller:
	− Locking the operating level

	Î See section 8.4.1.
	− Locking all keys over a digital input

	Î See section 8.4.2.
	− Activating key number operation

	Î See section 8.4.3.

8.4.1	 Locking the operating 
level

Switchover between manual and automatic 
mode as well as changes to the set point for 
both Controller [1] and Controller [2] can be 
locked independently from one another.
Locking is performed in the C.7 Operator 
keys submenu of either Controller [1] or [2] 
by setting the configuration items C.7.2-1 
Lock manual/auto key = On and/or 
C.7.3-1 Lock set point keys = On.
Example: The set point adjustment of Con-
troller [1] is to be locked.
The controller is currently in the operating 
level.

	Î Enter the configuration menu (see the 
'Start-up and configuration' section).

https://www.samsongroup.com/document/e6495ben.pdf
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Activate locking

2x Select 1C Controller [1] menu.

1x Activate 1C Controller [1] menu.
The 1C.1 Input variables submenu 
is highlighted.

6x Select 1C.7 Operator keys sub-
menu.

1x Enter 1C.7 Operator keys submenu.
The 1C.7.1 Invert manual output 
value configuration item is displayed 
together with its currently active setting.

2x Select 1C.7.3 Lock set point keys 
configuration item.

1x Activate 1C.7.3 Lock set point 
keys configuration item.
The currently active setting is highlight-
ed: Off.

1x Change setting to 1C.7.3-1 (On).

1x Confirm setting.

4x Return to the operating level.
Set point adjustment is locked in auto-
matic mode in the operating level.

The operating menu Controller [1] is not af-
fected by the locking function. The set point 
can still be changed (see section 8.3.4).

8.4.2	 Locking all keys over a 
digital input

The operator keys are locked when the se-
lected digital input is active.
The key locking is set in A General set-
tings menu in A.3.1 configuration item.
Example: The operator keys are to be locked 
by the active digital input DI2.
The controller is currently in the operating 
level.

	Î Enter the configuration menu (see the 
'Start-up and configuration' section).

Activate locking

6x Select A General settings menu.

Note



8-16 	 EB 6495-2 EN

Operation

1x Enter A General settings menu.

The A.1 Language / Sprache 
submenu is highlighted.

2x Select A.3 Operator keys submenu.

1x Enter A.3 Operator keys submenu.

The A.3.1 Lock all keys 
configuration item is displayed together 
with the current setting: Off

1x Activate A.3.1 Lock all keys 
configuration item.
The currently active setting is 
highlighted: Off.

2x Change setting to A.3.1-2 (With 
digital input DI2).

1x Confirm setting.

4x Return to the operating level.
The operator keys are locked when the 
digital input DI2 is active. Settings 
cannot be changed.

8.4.3	 Activating key number 
operation

When key number operation is activated, 
control parameter settings in the operating 
menu as well as settings in the configuration 
menu can only be changed after entering a 
key number. The activation of the key 
number operation remains effective until the 
configuration menu is left.

The key number can be entered in the range 
between 0 and 9999.

We recommend noting down the key num-
ber as it is needed to deactivate the key 
number operation as well.

Key number operation is activated in the 
configuration menu in A.4.1 configuration 
item:

Note

Tip
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The controller is currently in the operating 
level.

	Î Enter the configuration menu (see the 
'Start-up and configuration' section).

Activating key number operation

5x
6x

(control modes with one controller)
(control modes with two controllers)
Select A General settings menu.

1x Enter A General settings menu.

The A.1 Language / Sprache sub-
menu is highlighted.

3x Select A.4 Key number submenu.

1x Enter A.4 Key number submenu.

The A.4.1 Key number operation 
configuration item is displayed togeth-
er with the currently active setting: 
A.4.1-0 = Off

1x Activate A.4.1 Key number opera-
tion configuration item.
The currently active setting is highlight-
ed: Off.

1x Change setting to A.4.1-1 (On).

1x Confirm setting.

1x Select Key number parameter.

1x Activate Key number parameter.
The current user key number (0 = de-
fault) is highlighted.
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… Change the key number as required 
(ranging from 0 to 9999).

1x Confirm key number.

4x Return to the operating level.
From now on, changes to control pa-
rameter settings in the operating menu 
and changes in the configuration menu 
can only be performed after the key 
number has been entered 
using the cursor key ( ) and confirmed 
by pressing the enter key ( ).

Deactivate key number operation
Key number operation is deactivated by set-
ting A.4.1-0.

The overriding service key number is speci-
fied at the back of the printed mounting and 
operating instructions as well as in the 
printed document IP 6493 (Important Prod-
uct Information), which is supplied with the 
device. This service key number allows con-
figuration settings and parameters to be 
changed regardless of user key number op-
eration.

Note

To avoid the unauthorized use of the service 
key number, we recommend removing it 
from the mounting and operating instructions 
or IP 6495-2 and kept in a safe place

8.5	 Data transmission
Data are transferred between the controller 
and the TROVIS-VIEW software using an in-
frared interface or RS-232/USB or RS-485/
USB interface boards included in the acces-
sories (see the 'Operation' section).

8.5.1	 TROVIS-VIEW
TROVIS-VIEW provides a uniform user 
interface that allows users to configure and 
parameterize various SAMSON devices 
using device-specific database modules. The 
TROVIS 6495-2 device module can be 
downloaded free of charge from our website 
at u www.samsongroup.com > SERVICE & 
SUPPORT > Downloads > TROVIS-VIEW. 
Further information on TROVIS-VIEW (e.g. 
system requirements) is available on our 
website and in the Data Sheet u T 6661.

USB driver
A driver is required for direct communication 
with the controller over a USB port or using 
a USB to RS-232 adapter. Depending on the 
computer used, the USB to RS-232 adapter 
is additionally required for the infrared 
adapter, connecting cable RJ-12/D-sub 9 
pin or modular adapter for memory pen-64.

https://www.samsongroup.com/de/service-support/downloads/trovis-view/
https://www.samsongroup.com/de/service-support/downloads/trovis-view/
https://www.samsongroup.com/document/t66610en.pdf
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	− USB interface 
The driver for the USB port is included in 
the TROVIS-VIEW installation file for 
TROVIS-VIEW version 4.42 and higher. 
It is automatically installed on installing 
the TROVIS-VIEW software under Win-
dows® 8 and higher. Users are automati-
cally prompted to install a driver after 
connection to the USB port of a computer 
for the first time when the software runs 
under Windows® 7. In this case, the 
driver must be installed manually. The 
driver can be downloaded from our 
website at u www.samsongroup.com > 
SERVICE & SUPPORT > Downloads > 
TROVIS-VIEW.

	− USB to RS-232 adapter
The first time the USB to RS-232 adapter 
is connected to a computer, users are 
automatically prompted to install a 
driver. In this case, the driver must be 
installed manually. The driver can be 
downloaded from our website at 
u www.samsongroup.com > SERVICE & 
SUPPORT > Downloads > TROVIS-VIEW.

8.5.2	 Infrared interface
The infrared interface allows the industrial 
controller to be configured and operated us-
ing the TROVIS-VIEW software. It can be ac-
cessed from the front of the controller. It is lo-
cated above the SAMSON logo (see 
Fig. 6-1).

Further information on configuration and op-
eration using the TROVIS-VIEW software is 
available in u EB 6661.

An infrared interface is required for data 
transmission between the serial RS-232 port 
of the computer and the infrared interface on 
the controller (see Fig. 6-2).
A bracket ensures that the adapter is 
properly aligned in front of the controller. 
The infra-red adapter can be connected to 
the USB port of the computer using the USB 
to RS-232 adapter. A driver must be 
installed to use the adapter (see Annex B).

	Î Proceed as described in u EB 6661.
The infrared adapter is only necessary for 
computers with a COM port (RS-232).

	Î To ensure data transmission functions 
properly, place the infrared adapter so 
that the distance to the infrared interface 
does not exceed 0.7 m and that the max. 
angle 25° is kept (see Fig. 6-2).

8.5.3	 RS-232/USB interface 
board

Upgrading the controller with the optional 
RS-232/USB interface board (see Annex B) 
allows data transmission over the RJ-12 jack 
or over the USB port. In addition, a memory 
pen (see Annex B) can be inserted into the 
RJ-12 jack.

Note

https://www.samsongroup.com/de/service-support/downloads/trovis-view/
https://www.samsongroup.com/de/service-support/downloads/trovis-view/
https://www.samsongroup.com/de/service-support/downloads/trovis-view/
https://www.samsongroup.com/de/service-support/downloads/trovis-view/
https://www.samsongroup.com/de/service-support/downloads/trovis-view/
https://www.samsongroup.com/document/e66610en.pdf
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USB

RS-232

RS-232 DTR
TX
DCD
RX

1
6

GND

+5V

Fig. 8-1:	 RS-232/USB interface board

The RS-232/USB interface board includes 
one of the following interfaces:
	− RS-232 interface (RJ-12 jack)
	− USB interface (5-pin mini-B port) (slave)

The RS-485 data transfer uses an SSP or 
Modbus RTU protocol. The protocol of the 
RS-232 interface is set at the controller in the 
D.2.1 configuration item.
A USB cable (see the 'Operation' section) is 
used for data transmission between the USB 
interface and the USB port of the computer.
A connecting cable RJ-12/D-sub 9 pin (see 
the 'Operation' section) is used for data 

transmission between the RS-232 interface 
and the COM port of the computer.
A connecting cable RJ-12/D-sub 9 pin and 
the USB to RS-232 adapter (see the 'Opera-
tion' section) are required for data transmis-
sion between the RS-232 interface and the 
USB port of the computer.
A driver must be installed to use the USB 
interface and the USB to RS-232 adapter 
(see the 'Start-up and configuration' section).
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8.5.3.1	 Memory pen

The memory pen-64 can only be used when 
the controller is fitted with a RS-232/USB in-
terface board.

The memory pen-64 (see Fig. 8-2) serves as 
a data carrier and is able to load and save 
data (configuration, parameters) in its 
non-volatile memory.
The memory pen can be loaded with data 
configured in TROVIS-VIEW and the settings 
transferred to one or several controllers of 
the same type and version. In the same way, 
the memory pen can be used to upload data 
from the controller allowing you to simply 
copy the configuration data from one con-
troller to another controller of the same type 
and version. Fig. 8-2:	 Memory pen-64

Note
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8.5.3.2	 Data transmission 
between the 
controller and 
memory pen

1.	 Insert the memory pen into the RJ-12 
jack at the RS-232/USB board of the 
controller.
The following appears on the display 
when the controller recognizes the mem-
ory pen:

In the top row of the display, the device 
type assigned to the data contained on 
the memory pen is indicated. You can se-
lect whether the data from the controller 
are to be uploaded to the memory pen 
or whether the data from the memory 
pen are to be downloaded to the control-
ler.
If the memory pen contains, for example, 
data from another device type, the op-
tion to download from the pen does not 
appear.
If the memory pen is write-protected, the 
option to upload data does not appear.

2.	 Select option ( , ):
6495 >> Memory pen: Data are upload-
ed from the controller to the memory 
pen.

Memory pen >> 6495: Data are down-
loaded from the memory pen to the con-
troller.

3.	 Confirm setting ( ).
Data transmission starts.
The following display appears when da-
ta transmission is completed:

The memory pen can be removed.

8.5.4	 RS-485/USB interface 
board

To integrate the controller into a 
communications network, the controller can 
be fitted with an optional RS-485/USB 
interface board (see Annex B). The USB 
connection can be used to transfer data 
using TROVIS-VIEW.
The RS-485/USB interface board includes 
one of the following interfaces:
	− RS-485 interface (4 terminals)
	− USB interface (5-pin mini-B port) (slave)

The RS-485 data transfer uses an SSP or 
Modbus RTU protocol. Slide switches are 
used to set the two-/four-wire operation and 
to activate bus termination.
The protocol and the parameters of the RS-
485 interface is set at the controller in the 
D.3.1 configuration item.
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A USB cable (see the 'Operation' section) is 
used for data transmission between the USB 
interface and the USB port of the computer.
A two-pin or four-pin shielded cable is used 
for data transmission between the RS-485 
interface and a RS-485 port of a computer.
A driver must be installed to use the USB in-
terface (u EB 6661).

The A/B naming of the RS-485 connectors 
corresponds to the naming used by various 
RS-485 chip manufacturers. Although this 
naming is in widespread use, it is in conflict 
with the naming used in the interface stan-
dard EIA-485, which specifies A as the in-
verting pin and B as the non-inverting pin.

TROVIS 6495-2 EIA-485 standard Signal
AR RB Rx+
BR RA Rx–
BTR TA Tx–
ATR TB Tx+

Note

USB

RS-485

RS-485:
AR

ATR

BTR

BR

Rx+

Tx– Rx/Tx–

Rx–

Tx+ Rx/Tx+

Two-wire

Four-wire Bus termination 
slide switch

Two/four-wire operation 
slide switch

RX

TX

OFF ON 4 2

OFF ON

Fig. 8-3:	 RS-485/USB interface board

https://www.samsongroup.com/document/e66610en.pdf


8-24 	 EB 6495-2 EN

Operation

1

TROVIS 6495

2

3

8 9

7

6

4

10

5

USB to RS232 adapter

1 RJ-12 jack (RS-232/USB interface board)
2 Infrared interface
3 USB port (RS-232/USB and RS-485/USB inter-

face boards)
4 USB cable (mini-B, 5-pin USB type A)
5 Infrared adapter (RS-232)
6 Connecting cable RJ-12/D-sub, 9 pin (RS-232)
7 Memory pen-64, RJ-12 connector (only with RS-

232/USB interface board)
8 Modular adapter RJ-12/D-sub 9 pin (RS-232)
9 COM port (RS-232) on computer

10 USB port on computer

Fig. 8-4:	 Overview of data transmission

	− The associated ordering numbers are listed in the annex.
	− By using the USB to RS-232 adapter, the USB port of the computer can be used in place of 
the COM port (RS-232) when Windows® is installed on the computer.

Note
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Network structure
Fig. 8-5 shows an example for the setup of 
an automation system with data exchange 
using Modbus protocol. A maximum of 246 
devices can be addressed.

	Î Connect a converter to the computer to 
convert the RS-232 signal issued by the 
computer into a RS-485 signal.

	Î A repeater must be used if the line ex-
ceeds a length of 1200 m or if more than 
32 participants are connected to the bus.

We recommend not to connect more than 
three repeaters in series. As a result, 
lines of 4800 m can be achieved. Ten of 
such lines can be connected in parallel 
on setting up the network.

	Î Bus terminators must be fitted at the be-
ginning and end of every section, e.g. 
between the converter and repeater.

RS-232
RS-232

RS-485

RS-485

RS-485

RS-485

3

3

1

2

RS-485

RS-485

2

max.
30

3

3

max.
30

RS-485

RS-485

3

3

2

max.
30

3

3

max.
31

1 Converter
2 Repeater
3 Modbus device, e.g. TROVIS 6495-2

Fig. 8-5:	 Network structure with converters and repeaters
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9	 Malfunctions

Risk of electric shock while performing electrical connection.
For electrical installation, you are required to observe the relevant electrotechnical regula-
tions of the country of use as well as the regulations of the local power suppliers.

	Î Only allow properly trained and qualified personnel to perform the work.

Risk of damage to the industrial controller due to incorrectly performed work.
	Î Only properly trained personnel appropriately qualified to carry out such tasks must be 
allowed to perform corrective action.

9.1	 Troubleshooting
The fault alarm icon  is displayed and the digital output DO7 is activated when a fault 
alarm has been registered.

Possible sources of error are displayed in the info menu on selecting the Error messages 
menu item. If several errors exist, use the cursor keys ( , ) to browse through the errors.
As soon as an error has been corrected, it is removed from the list of errors and is no longer 
displayed.
Incoming and outgoing error messages are time-stamped and saved in the last events list 
(see the 'Operation' section for the info menu).
The following list (see Table 9-1) contains error messages, possible causes and the recom-
mended action.

DANGER!

NOTICE!
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	− We recommend for any errors not described in detail to switch off the power supply and to 
wait approx. five seconds before switching it on again.
	− Contact SAMSON's After-sales Service for malfunctions not listed in the table.

The digital outputs DO5 and DO6 can be configured so that they are activated when a sen-
sor/signal error or communication failure occurs. See O.10.1 or O.11.1 configuration item 
in Annex A.

Table 9-1:  Error list

Error Possible reasons Recommended action
AI1(2, 3, 4) Wrong switch 
position

The position of the two DIP 
switches for the analog input 
configuration is not identical.

	Î Re-position DIP switches (see 
the 'Operation' section).

AI1(2, 3, 4) below range The input signal is 5 % below the 
lower value of the nominal sig-
nal range.

	Î Check input signal setting.
	Î Check the sensor lead for 

sensor/wire breakage or for 
a short circuit.

	Î Check electrical connection 
to terminal strip 1 (analog 
inputs). See the 'Installation' 
section.

AI1(2, 3, 4) above range The input signal is 5 % above the 
upper value of the nominal sig-
nal range.

C1(2)–SPC below range The given set point is lower than 
the lower measuring range value 
AI1(2, 3, 4).MIN of the ana-
log input assigned to the con-
trolled variable PV.

	Î Check value.

C1(2)–SPC above range The given set point is higher than 
the upper measuring range val-
ue AI1(2, 3, 4).MAX of the 
analog input assigned to the 
controlled variable PV.

	Î Check value.

Internal temperature
Sensor defective

The sensor for monitoring the 
temperature inside the controller 
is defective.

	Î Replace the device.

Note
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Error Possible reasons Recommended action
Internal temperature
Temperature too low 
(–5 °C)

The permissible ambient tem-
perature range between 0 and 
50 °C has not been kept.

	Î Check the ambient tempera-
ture.

	Î Check location of installa-
tion.Internal temperature

Temperature too high 
(65 °C)

Communication failure 
AI1(2, 3, 4) timeout

No write access given within the 
timeout for the signal monitoring 
of the interface assigned to an 
analog input.

	Î Check timeout setting 
(AI1(2, 3, 4).TOUT pa-
rameter in I.1(2, 3, 4).1) 
configuration item.

	Î Check interface (see the 
'Operation' section).

Communication failure 
C1(2)-SPC timeout

No write access given within the 
timeout for the signal monitoring 
of the interface assigned to Con-
troller [1] or [2].

	Î Check timeout setting (SPC.
TOUT parameter in 
C.2.1.6 configuration item).

	Î Check interface (see the 
'Operation' section).

9.2	 Emergency action
The control function no longer works after device failure. In this case, isolate and shut-off 
valves.
Plant operators are responsible for emergency action to be taken in the plant.

Emergency action in the event of valve failure is described in the associated valve documen-
tation.

Tip
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10	Servicing
The work described in this section is only to be performed by personnel appropriately quali-
fied to carry out such tasks.
We recommend inspection and testing according to Table 10-1.

The industrial controller was checked by SAMSON before delivery.
	− The product warranty becomes void if service or repair work not described in these instruc-
tions is performed without prior agreement by SAMSON's After-sales Service.
	− Only use original spare parts by SAMSON, which comply with the original specifications.

Table 10-1:  Recommended inspection and testing

Inspection and testing Action to be taken in the event of a negative 
result

Check the markings, labels and nameplates on 
the industrial controller for their readability and 
completeness.

	Î Immediately renew damaged, missing or 
incorrect nameplates or labels.

	Î Clean any inscriptions that are covered with 
dirt and are illegible.

Check the connecting cables. 	Î If lines are loose, tighten the screws at the 
terminal (see the 'Installation' section).

	Î Renew damaged lines.

Check the plug-on screw terminals to ensure they 
are correctly inserted.

	Î Insert plug-on screw terminals that are not 
correctly inserted (see the 'Installation' 
section).

Check panel mounting. 	Î If the device is mounted too loosely or too 
tightly, adjust the threaded rods (see the 
'Installation' section).

	Î Replace a defective seal.

Note



10-2 	 EB 6495-2 EN



EB 6495-2 EN	  11-1

Decommissioning

11	Decommissioning
The work described in this section is only to 
be performed by personnel appropriately 
qualified to carry out such tasks.

Risk of electric shock while performing 
electrical connection.
For electrical installation, you are required to 
observe the relevant electrotechnical 
regulations of the country of use as well as 
the regulations of the local power suppliers.

	Î Before connecting wiring, performing 
any work on the industrial controller or 
opening the controller, disconnect the 
supply voltage and protect it against un-
intentional reconnection.

	Î Only use power interruption devices that 
can be protected against unintentional 
reconnection of the power supply.

	Î Do not remove any covers to perform 
adjustment work on live parts.

To put the industrial controller out of opera-
tion, the controller must be disconnected 
from the electrical power supply:

	Î Disconnect the supply voltage and pro-
tect it against unintentional reconnection.

	Î Make sure that the terminals of the inputs 
and outputs are de-energized.

DANGER!
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Removal

12	Removal
The work described in this section is only to 
be performed by personnel appropriately 
qualified to carry out such tasks.
1.	 Pull off terminal strips.
2.	 Unscrew the threaded rods of the mount-

ing clamps using a screwdriver.
3.	 Remove the mounting clamps.
4.	 Pull the controller out of the panel cut-

out.
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Repairs

13	Repairs
A defective industrial controller must be re-
paired or replaced.

Risk of controller damage due to incorrect 
service or repair work.

	Î Do not perform any repair work on your 
own.

	Î Contact SAMSON's After-sales Service 
for service and repair work.

13.1	Returning devices to 
SAMSON

Defective industrial controllers can be re-
turned to SAMSON for repair.
Proceed as follows to return devices to 
SAMSON:
1.	 Put the industrial controller out of opera-

tion (see the 'Decommissioning' section).
2.	 Remove the industrial controller (see the 

'Removal' section).
3.	 Proceed as described on the Returning 

goods page of our website 
u www.samsongroup.com > Service > 
After-sales Service > Returning goods

NOTICE! NOTICE!

https://www.samsongroup.com/en/service/after-sales-service/returnin
https://www.samsongroup.com/en/service/after-sales-service/returnin
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14	Disposal
SAMSON is a producer 
registered at the following 
European institution  
u https://www.ewrn.org/
national-registers/national-
registers. 
WEEE reg. no.: 
DE 62194439/FR 025665

	Î Observe local, national and internation-
al refuse regulations.

	Î Do not dispose of components, lubricants 
and hazardous substances together with 
your other household waste.

We can provide you with a recycling 
passport according to PAS 1049 
on request. Simply e-mail us at 
aftersalesservice@samsongroup.com giving 
details of your company address.

On request, we can appoint a service pro-
vider to dismantle and recycle the product as 
part of a distributor take-back scheme.

Note

Tip

https://www.ewrn.org/national-registers/national-registers
https://www.ewrn.org/national-registers/national-registers
https://www.ewrn.org/national-registers/national-registers
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15	Certificates
The following certificates are included on the next pages:
−	 EU declaration of conformity
The certificates shown were up to date at the time of publishing. The latest certificates can be 
found on our website:
u www.samsongroup.com > Products > Automation Systems > 6495-2

https://www.samsongroup.com/en/products/automation-systems/6495-2/
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EU declaration of conformity
  

SAMSON AKTIENGESELLSCHAFT 
Weismüllerstraße 3   60314 Frankfurt am Main 
 

Telefon: 069 4009-0 · Telefax: 069 4009-1507  
E-Mail: samson@samson.de 

Revison 07 

 

 
 
 
 
 
 
 
 

 
EU Konformitätserklärung/EU Declaration of Conformity/  

Déclaration UE de conformité 
 

Die alleinige Verantwortung für die Ausstellung dieser Konformitätserklärung trägt der Hersteller/ 
This declaration of conformity is issued under the sole responsibility of the manufacturer/ 
La présente déclaration de conformité est établie sous la seule responsabilité du fabricant. 
Für das folgende Produkt / For the following product / Nous certifions que le produit 
 

 
 

Industrieregler / Industrial Controller / Régulateur industriel 
Typ/Type/Type TROVIS 6495 

 
 

 
 

wird die Konformität mit den einschlägigen Harmonisierungsrechtsvorschriften der Union bestätigt /  
the conformity with the relevant Union harmonisation legislation is declared with/  
est conforme à la législation d'harmonisation de l'Union applicable selon les normes: 
 

 
 
 

 

EMC 2014/30/EU EN 61000-6-2:2005, EN 61000-6-3:2010 
+A1:2011, EN 61326:2013 

LVD 2014/35/EU EN 60730-1:2016, EN 61010-1:2010 

RoHS 2011/65/EU 
 

EN 50581:2012 
 

 
 
Hersteller / Manufacturer / Fabricant: 

 
 

SAMSON AKTIENGESELLSCHAFT 
Weismüllerstraße 3 

D-60314 Frankfurt am Main 
Deutschland/Germany/Allemagne 

 
 

Frankfurt / Francfort, 2017-07-29 
Im Namen des Herstellers/ On behalf of the Manufacturer/ Au nom du fabricant. 
 
 

                           
 
                        Gert Nahler           Hanno Zager 
Zentralabteilungsleiter/Head of Department/Chef du département      Leiter Qualitätssicherung/Head of Quality Managment/ 
      Entwicklung Automation und Integrationstechnologien/                Responsable de l'assurance de la qualité 
     Development Automation and Integration Technologies 
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Annex A (configuration guide)

16	Annex A (configuration guide)

16.1	Abbreviations
Abbreviation Meaning
AI Analogeingang (Analog Input)
AO Analogausgang (Analog Output)
DI Digitaleingang (Digital Input)
DO Digitalausgang (Digital Output)
DV Auxiliary variable, disturbance variable or leading process variable in ratio control
e Error
FB Position feedback
KP Proportional-action coefficient
PV Process variable
PV0 Actual value at comparator
PVR Process Variable Ratio
PWM Pulse width modulation
SO Switching output
SP Set point
SP1…4 Set point 1…4
SPI Internal set point
SP0 Set point at comparator
SPC Set point via interface
SPE External set point, auxiliary variable, disturbance variable
SPM Set point of slave controller (cascade control) (Set Point from Master)
SPR Set Point Ratio
TN Reset time
TR Input variable for output tracking, auxiliary variable, disturbance variable
TRC Output tracking via interface
TV Derivative-action time
TV.K Derivative-action gain
Y Manipulated variable
Y0 Operating point
YM Output variable of master controller (cascade control)
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16.2	Configuration list · Functions and parameters
Information on the configuration list
Some functions and parameters can only be selected after certain initial settings have been 
made beforehand. The initial settings required are specified in angle brackets in the follow-
ing list. A comma represents “and” and a slash represents “or” in the following list.
Example: <M.1-5/-6, I.3.50>: Either the configuration M.1-5 and I.3.50 or the configu-
ration M.1-6 and I.3.50 must initially be set.

M Control mode
NOTICE!
Changing the control mode causes the controller to be reset to its default settings.

Default setting Setting

M.1 Control mode M.1.1-1
-1 1x Fixed set point/follow-up control
-2 Ratio control
-3 Cascade control
-4 Override control
-5 2x Fixed set point/follow-up control
-6 Ratio control + Controller

I Input
I.1 Analog input AI1 Default 

setting
Setting

I.1.1 Input signal I.1.1-6
-1 4–20 mA <both DIP switches on right: mA/V>
-2 0–20 mA <both DIP switches on right: mA/V>
-3 0–10 V <both DIP switches on right: mA/V>
-4 2–10 V <both DIP switches on right: mA/V>
-5 Via interface
-6 Pt 100 <both DIP switches on left: Pt 100/Pt 1000>
-7 Pt 1000 <both DIP switches on left: Pt 100/Pt 1000>

AI1.MIN Lower measuring range value [–999.0…9999.0] 0.0

AI1.MAX Upper measuring range value [–999.0…9999.0] 100.0

AI1.K1 Initial value <I.1.1-5> · Default value 
<I.1.5-2>

[–999.0…9999.0] 0.0
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I.1 Analog input AI1 Default 
setting

Setting

I.1.2 Decimal point I.1.2-1
-0 XXXX No decimal place
-1 XXX.X 1 decimal place
-2 XX.XX 2 decimal places
-3 X.XXX 3 decimal places

I.1.3 Physical unit I.1.3-1
-0 Off <not with I.1.1-6/-7>
-1 °C Temperature
-2 °F Temperature
-3 K Temperature <not with I.1.1-6/-7>
-4 bar Pressure <not with I.1.1-6/-7>
-5 mbar Pressure <not with I.1.1-6/-7>
-6 psi Pressure <not with I.1.1-6/-7>
-7 kPa Pressure <not with I.1.1-6/-7>
-8 m³/h Flow rate <not with I.1.1-6/-7>
-9 l/h Flow rate <not with I.1.1-6/-7>

-10 ft³/h Flow rate <not with I.1.1-6/-7>
-11 kg/h Mass flow <not with I.1.1-6/-7>
-12 t/h Mass flow <not with I.1.1-6/-7>
-13 lb/h Mass flow <not with I.1.1-6/-7>
-14 % <not with I.1.1-6/-7>
-15 mFS Filling level <not with I.1.1-6/-7>
-16 mmFS Filling level <not with I.1.1-6/-7>
-17 inH2O Filling level (inch water 

column)
<not with I.1.1-6/-7>

-18 %rF Relative humidity <not with I.1.1-6/-7>
-19 kg/m³ Density <not with I.1.1-6/-7>
-20 pH pH <not with I.1.1-6/-7>

I.1.4 Input signal increase/decrease I.1.4-0
-0 Off
-1 On

AI1.COR Correction value <I.1.4-1> [–999.0…9999.0] 0.0
I.1.5 Signal monitoring I.1.5-0

-0 Off
-1 On
-2 On (with default value)

AI1.K1 Default value <I.1.5-2> · Initial value 
<I.1.1-5>

[–999.0…9999.0]

AI1.TOUT Timeout interface<I.1.1-5, I.1.5≠0> [1…99999 s]



16-4 	 EB 6495-2 EN

Annex A (configuration guide)

I.1 Analog input AI1 Default 
setting

Setting

I.1.6 Manual mode Controller [1] upon signal failure <I.1.5≠0> I.1.6-0
-0 Off
-1 Constant output value at AO1 <O.1.1-1>
-2 Constant output value at AO2 <O.2.1-1>
-3 Constant output value at AO3 <O.3.1-1>
-4 Constant output value at AO1 <O.4.1-1>
-5 Constant output value at SO2 <O.5.1-1>
-6 With last output value <O.1.1-1/O.2.1-1/O.3.1-1/

O.4.1-1/O.5.1-1>
AO1.K1 Constant output value at AO1 <I.1.6-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.1.6-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.1.6-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.1.6-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.1.6-5> [–10.0 ... 110.0 %] 0.0 %
I.1.7 Manual mode Controller [2] upon signal failure

<M.1-5/-6, I.1.5≠0> I.1.7-0
-0 Off
-1 Constant output value at AO1 <O.1.1-2>
-2 Constant output value at AO2 <O.2.1-2>
-3 Constant output value at AO3 <O.3.1-2>
-4 Constant output value at AO1 <O.4.1-2>
-5 Constant output value at SO2 <O.5.1-2>
-6 With last output value <O.1.1-2/O.2.1-2/O.3.1-2/

O.4.1-2/O.5.1-2>
AO1.K1 Constant output value at AO1 <I.1.7-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.1.7-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.1.7-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.1.7-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.1.7-5> [–10.0 ... 110.0 %] 0.0 %
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I.2 Analog input AI2 Default 
setting

Setting

I.2.1 Input signal I.2.1-6
-1 4–20 mA <both DIP switches on right: mA/V>
-2 0–20 mA <both DIP switches on right: mA/V>
-3 0–10 V <both DIP switches on right: mA/V>
-4 2–10 V <both DIP switches on right: mA/V>
-5 Via interface
-6 Pt 100 <both DIP switches on left: Pt 100/Pt 1000/potentiometer>
-7 Pt 1000 <both DIP switches on left: Pt 100/Pt 1000/potentiometer>
-8 Potentiometer 100 Ω <both DIP switches on left: Pt 100/Pt 1000/potentiometer>
-9 Potentiometer 200 Ω <both DIP switches on left: Pt 100/Pt 1000/potentiometer>

-10 Potentiometer 500 Ω <both DIP switches on left: Pt 100/Pt 1000/potentiometer>
-11 Potentiometer 1000 Ω <both DIP switches on left: Pt 100/Pt 1000/potentiometer>

AI2.MIN Lower measuring range value [–999.0... 9999.0] 0.0
AI2.MAX Upper measuring range value [–999.0... 9999.0] 100.0
AI2.K1 Initial value <I.2.1-5> · Default value <I.2.5-

2>
[–999.0... 9999.0] 0.0

I.2.2 Decimal point I.2.2-1
-0 XXXX No decimal place
-1 XXX.X 1 decimal place
-2 XX.XX 2 decimal places
-3 X.XXX 3 decimal places

I.2.3 Physical unit I.2.3-1
-0 Off <not with I.2.1-6/-7>
-1 °C Temperature
-2 °F Temperature
-3 K Temperature <not with I.2.1-6/-7>
-4 bar Pressure <not with I.2.1-6/-7>
-5 mbar Pressure <not with I.2.1-6/-7>
-6 psi Pressure <not with I.2.1-6/-7>
-7 kPa Pressure <not with I.2.1-6/-7>
-8 m³/h Flow rate <not with I.2.1-6/-7>
-9 l/h Flow rate <not with I.2.1-6/-7>

-10 ft³/h Flow rate <not with I.2.1-6/-7>
-11 kg/h Mass flow <not with I.2.1-6/-7>
-12 t/h Mass flow <not with I.2.1-6/-7>
-13 lb/h Mass flow <not with I.2.1-6/-7>
-14 % <not with I.2.1-6/-7>
-15 mFS Filling level <not with I.2.1-6/-7>
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I.2 Analog input AI2 Default 
setting

Setting

-16 mmFS Filling level <not with I.2.1-6/-7>
-17 inH2O Filling level (inch water 

column)
<not with I.2.1-6/-7>

-18 %rF Relative humidity <not with I.2.1-6/-7>
-19 kg/m³ Density <not with I.2.1-6/-7>
-20 pH pH <not with I.2.1-6/-7>

I.2.4 Input signal increase/decrease I.2.4-0
-0 Off
-1 On

AI2.COR Correction value <I.2.4-1> [–999.0…9999.0] 0.0
I.2.5 Signal monitoring I.2.5-0

-0 Off
-1 On
-2 On (with default value)

AI2.K1 Default value <I.2.5-2> · Initial value <I.2.1-
5>

[–999.0…9999.0] 0.0

AI2.TOUT Timeout interface <I.2.1-5, I.2.5≠0> [1…99999 s] 60 s
I.2.6 Manual mode Controller [1] upon signal failure <I.2.5≠0> I.2.6-0

-0 Off
-1 Constant output value at AO1 <O.1.1-1>
-2 Constant output value at AO2 <O.2.1-1>
-3 Constant output value at AO3 <O.3.1-1>
-4 Constant output value at AO1 <O.4.1-1>
-5 Constant output value at SO2 <O.5.1-1>
-6 With last output value <O.1.1-1/O.2.1-1/O.3.1-1/

O.4.1-1/O.5.1-1>
AO1.K1 Constant output value at AO1 <I.2.6-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.2.6-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.2.6-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.2.6-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.2.6-5> [–10.0 ... 110.0 %] 0.0 %
I.2.7 Manual mode Controller [2] upon signal failure

<M.1-5/-6, I.2.5≠0> I.2.7-0
-0 Off
-1 Constant output value at AO1 <O.1.1-2>
-2 Constant output value at AO2 <O.2.1-2>
-3 Constant output value at AO3 <O.3.1-2>
-4 Constant output value at AO1 <O.4.1-2>
-5 Constant output value at SO2 <O.5.1-2>
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I.2 Analog input AI2 Default 
setting

Setting

-6 With last output value <O.1.1-2/O.2.1-2/O.3.1-2/
O.4.1-2/O.5.1-2>

AO1.K1 Constant output value at AO1 <I.2.7-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.2.7-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.2.7-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.2.7-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.2.7-5> [–10.0 ... 110.0 %] 0.0 %

I.3 Analog input AI3 Default 
setting

Setting

I.3.1 Input signal I.3.1-1
-1 4–20 mA <both DIP switches on right: mA/V>
-2 0–20 mA <both DIP switches on right: mA/V>
-3 0–10 V <both DIP switches on right: mA/V>
-4 2–10 V <both DIP switches on right: mA/V>
-5 Via interface
-6 Pt 100 <both DIP switches on left: Pt 100/Pt 1000>
-7 Pt 1000 <both DIP switches on left: Pt 100/Pt 1000>

AI3.MIN Lower measuring range value [–999.0... 9999.0] 0.0
AI3.MAX Upper measuring range value [–999.0... 9999.0] 100.0
AI3.K1 Initial value <I.3.1-5> · Default value <I.3.5-

2>
[–999.0... 9999.0] 0.0

I.3.2 Decimal point I.3.2-1
-0 XXXX No decimal place
-1 XXX.X 1 decimal place
-2 XX.XX 2 decimal places
-3 X.XXX 3 decimal places

I.3.3 Physical unit I.3.3-0
-0 Off <not with I.3.1-6/-7>
-1 °C Temperature
-2 °F Temperature
-3 K Temperature <not with I.3.1-6/-7>
-4 bar Pressure <not with I.3.1-6/-7>
-5 mbar Pressure <not with I.3.1-6/-7>
-6 psi Pressure <not with I.3.1-6/-7>
-7 kPa Pressure <not with I.3.1-6/-7>
-8 m³/h Flow rate <not with I.3.1-6/-7>
-9 l/h Flow rate <not with I.3.1-6/-7>

-10 ft³/h Flow rate <not with I.3.1-6/-7>
-11 kg/h Mass flow <not with I.3.1-6/-7>
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I.3 Analog input AI3 Default 
setting

Setting

-12 t/h Mass flow <not with I.3.1-6/-7>
-13 lb/h Mass flow <not with I.3.1-6/-7>
-14 % <not with I.3.1-6/-7>
-15 mFS Filling level <not with I.3.1-6/-7>
-16 mmFS Filling level <not with I.3.1-6/-7>
-17 inH2O Filling level (inch water 

column)
<not with I.3.1-6/-7>

-18 %rF Relative humidity <not with I.3.1-6/-7>
-19 kg/m³ Density <not with I.3.1-6/-7>
-20 pH pH <not with I.3.1-6/-7>

I.3.4 Input signal increase/decrease I.3.4-0
-0 Off
-1 On

AI3.COR Correction value <I.3.4-1> [–999.0…9999.0] 0.0
I.3.5 Signal monitoring I.3.5-0

-0 Off
-1 On
-2 On (with default value)

AI3.K1 Default value <I.3.5-2> · Initial value <I.3.1-
5>

[–999.0…9999.0] 0.0

AI3.TOUT Timeout interface <I.3.1-5, I.3.5≠0> [1…99999 s] 60 s
I.3.6 Manual mode Controller [1] upon signal failure <I.3.5≠0> I.3.6-0

-0 Off
-1 Constant output value at AO1 <O.1.1-1>
-2 Constant output value at AO2 <O.2.1-1>
-3 Constant output value at AO3 <O.3.1-1>
-4 Constant output value at AO1 <O.4.1-1>
-5 Constant output value at SO2 <O.5.1-1>
-6 With last output value <O.1.1-1/O.2.1-1/O.3.1-1/

O.4.1-1/O.5.1-1>
AO1.K1 Constant output value at AO1 <I.3.6-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.3.6-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.3.6-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.3.6-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.3.6-5> [–10.0 ... 110.0 %] 0.0 %
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I.3 Analog input AI3 Default 
setting

Setting

I.3.7 Manual mode Controller [2] upon signal failure I.3.7-0
<M.1-5/-6, I.3.5≠0>

-0 Off
-1 Constant output value at AO1 <O.1.1-2>
-2 Constant output value at AO2 <O.2.1-2>
-3 Constant output value at AO3 <O.3.1-2>
-4 Constant output value at AO1 <O.4.1-2>
-5 Constant output value at SO2 <O.5.1-2>
-6 With last output value <O.1.1-2/O.2.1-2/O.3.1-2/

O.4.1-2/O.5.1-2>
AO1.K1 Constant output value at AO1 <I.3.7-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.3.7-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.3.7-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.3.7-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.3.7-5> [–10.0 ... 110.0 %] 0.0 %

I.4 Analog input AI4 Default 
setting

Setting

I.4.1 Input signal I.4.1-1
-1 4–20 mA <both DIP switches on right: mA/V>
-2 0–20 mA <both DIP switches on right: mA/V>
-3 0–10 V <both DIP switches on right: mA/V>
-4 2–10 V <both DIP switches on right: mA/V>
-5 Via interface
-6 Pt 100 <both DIP switches on left: Pt 100/Pt 1000>
-7 Pt 1000 <both DIP switches on left: Pt 100/Pt 1000>

AI4.MIN Lower measuring range value [–999.0... 9999.0] 0.0
AI4.MAX Upper measuring range value [–999.0... 9999.0] 100.0
AI4.K1 Initial value <I.4.1-5> · Default value <I.4.5-

2>
[–999.0... 9999.0] 0.0

I.4.2 Decimal point I.4.2-1
-0 XXXX No decimal place
-1 XXX.X 1 decimal place
-2 XX.XX 2 decimal places
-3 X.XXX 3 decimal places
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I.4 Analog input AI4 Default 
setting

Setting

I.4.3 Physical unit I.4.3-0
-0 Off <not with I.4.1-6/-7>
-1 °C Temperature
-2 °F Temperature
-3 K Temperature <not with I.4.1-6/-7>
-4 bar Pressure <not with I.4.1-6/-7>
-5 mbar Pressure <not with I.4.1-6/-7>
-6 psi Pressure <not with I.4.1-6/-7>
-7 kPa Pressure <not with I.4.1-6/-7>
-8 m³/h Flow rate <not with I.4.1-6/-7>
-9 l/h Flow rate <not with I.4.1-6/-7>

-10 ft³/h Flow rate <not with I.4.1-6/-7>
-11 kg/h Mass flow <not with I.4.1-6/-7>
-12 t/h Mass flow <not with I.4.1-6/-7>
-13 lb/h Mass flow <not with I.4.1-6/-7>
-14 % <not with I.4.1-6/-7>
-15 mFS Filling level <not with I.4.1-6/-7>
-16 mmFS Filling level <not with I.4.1-6/-7>
-17 inH2O Filling level (inch water 

column)
<not with I.4.1-6/-7>

-18 %rF Relative humidity <not with I.4.1-6/-7>
-19 kg/m³ Density <not with I.4.1-6/-7>
-20 pH pH <not with I.4.1-6/-7>

I.4.4 Input signal increase/decrease I.4.4-0
-0 Off
-1 On

AI4.COR Correction value <I.4.4-1> [–999.0…9999.0] 0.0
I.4.5 Signal monitoring I.4.5-0

-0 Off
-1 On
-2 On (with default value)

AI4.K1 Default value <I.4.5-2> · Initial value <I.4.1-
5>

[–999.0…9999.0] 0.0

AI4.TOUT Timeout interface<I.4.1-5, I.4.5≠0> [1…99999 s] 60 s
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I.4 Analog input AI4 Default 
setting

Setting

I.4.6 Manual mode Controller [1] upon signal failure <I.4.5≠0> I.4.6-0
-0 Off
-1 Constant output value at AO1 <O.1.1-1>
-2 Constant output value at AO2 <O.2.1-1>
-3 Constant output value at AO3 <O.3.1-1>
-4 Constant output value at AO1 <O.4.1-1>
-5 Constant output value at SO2 <O.5.1-1>
-6 With last output value <O.1.1-1/O.2.1-1/O.3.1-1/

O.4.1-1/O.5.1-1>
AO1.K1 Constant output value at AO1 <I.4.6-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.4.6-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.4.6-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.4.6-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.4.6-5> [–10.0 ... 110.0 %] 0.0 %
I.4.7 Manual mode Controller [2] upon signal failure

<M.1-5/-6, I.4.5≠0> I.4.7-0
-0 Off
-1 Constant output value at AO1 <O.1.1-2>
-2 Constant output value at AO2 <O.2.1-2>
-3 Constant output value at AO3 <O.3.1-2>
-4 Constant output value at AO1 <O.4.1-2>
-5 Constant output value at SO2 <O.5.1-2>
-6 With last output value <O.1.1-2/O.2.1-2/O.3.1-2/

O.4.1-2/O.5.1-2>
AO1.K1 Constant output value at AO1 <I.4.7-1> [–10.0 ... 110.0 %] 0.0 %
AO2.K1 Constant output value at AO2 <I.4.7-2> [–10.0 ... 110.0 %] 0.0 %
AO3.K1 Constant output value at AO3 <I.4.7-3> [–10.0 ... 110.0 %] 0.0 %
SO1.K1 Constant output value at SO1 <I.4.7-4> [–10.0 ... 110.0 %] 0.0 %
SO2.K1 Constant output value at SO2 <I.4.7-5> [–10.0 ... 110.0 %] 0.0 %

I.5 Digital input DI1 Default 
setting

Setting

I.5.1 Invert I.5.1-0
-0 Off
-1 On
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I.6 Digital input DI2 Default 
setting

Setting

I.6.1 Invert I.6.1-0
-0 Off
-1 On

I.7 Digital input DI3 Default 
setting

Setting

I.7.1 Invert I.7.1-0
-0 Off
-1 On

I.8 Digital input DI4 Default 
setting

Setting

I.8.1 Invert I.8.1-0
-0 Off
-1 On

C Controller

Controller [2] can only be selected with M.1-3/-4/-5/-6.

C.1 Input variables

Con-
troller

C.1.1 Input variable PV Default 
setting

Setting
[1] [2]

C.1.1.1 Assign source C.1.1.1-1

[1] [2] -0 Off
[1] [2] -1 Analog input AI1
[1] [2] -2 Analog input AI2
[1] [2] -3 Analog input AI3
[1] [2] -4 Analog input AI4

C.1.1.2 Filter <C.1.1.1≠0> C.1.1.2-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] PV.T Time constant <C.1.1.2-1> [0.1 ... 100.0 s] 1.0 s

C.1.1.3 Root extraction <C.1.1.1≠0> C.1.1.3-0

[1] [2] -0 Off
[1] [2] -1 On

Note
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Con-
troller

C.1.1 Input variable PV Default 
setting

Setting
[1] [2]

C.1.1.4 Function generation <C.1.1.1≠0> C.1.1.4-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] PV.MIN Lower range value output func-

tion generation <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.MAX Upper range value output func-

tion generation <C.1.1.4-1> [–999.0 ... 9999.0] 100.0
[1] [2] PV.I1 Input value 1 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.O1 Output value 1 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.I2 Input value 2 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.O2 Output value 2 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.I3 Input value 3 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.O3 Output value 3 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.I4 Input value 4 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.O4 Output value 4 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.I5 Input value 5 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.O5 Output value 5 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.I6 Input value 6 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] PV.O6 Output value 6 <C.1.1.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] PV.I7 Input value 7 <C.1.1.4-1> [–999.0 ... 9999.0] 100.0

[1] [2] PV.O7 Output value 7 <C.1.1.4-1> [–999.0 ... 9999.0] 100.0
C.1.1.5 Physical unit after function generation <C.1.1.4-

1>
C.1.1.5-0

[1] [2] -0 Off
[1] [2] -1 °C Temperature
[1] [2] -2 °F Temperature
[1] [2] -3 K Temperature
[1] [2] -4 bar Pressure
[1] [2] -5 mbar Pressure
[1] [2] -6 psi Pressure
[1] [2] -7 kPa Pressure
[1] [2] -8 m³/h Flow rate
[1] [2] -9 l/h Flow rate
[1] [2] -10 ft³/h Flow rate
[1] [2] -11 kg/h Mass flow
[1] [2] -12 t/h Mass flow
[1] [2] -13 lb/h Mass flow
[1] [2] -14 %
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Con-
troller

C.1.1 Input variable PV Default 
setting

Setting
[1] [2]

[1] [2] -15 mFS Filling level
[1] [2] -16 mmFS Filling level
[1] [2] -17 inH2O Filling level (inch water column)
[1] [2] -18 %rF Relative humidity
[1] [2] -19 kg/m³ Density
[1] [2] -20 pH pH

Con-
troller

C.1.2 Input variable SPE Default 
setting

Setting
[1] [2]

C.1.2.1 Assign source C.1.2.1-0

[1] [2] -0 Off
[1] [2] -1 Analog input AI1
[1] [2] -2 Analog input AI2
[1] [2] -3 Analog input AI3
[1] [2] -4 Analog input AI4

C.1.2.2 Filter <C.1.2.1≠0> C.1.2.2-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] SPE.T Time constant <C.1.2.2-1> [0.1 ... 100.0 s] 1.0 s

C.1.2.3 Root extraction <C.1.2.1≠0> C.1.2.3-0

[1] [2] -0 Off
[1] [2] -1 On

C.1.2.4 Function generation <C.1.2.1≠0> C.1.2.4-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] SPE.MIN Lower range value output func-

tion generation <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.MAX Upper range value output func-

tion generation <C.1.2.4-1> [–999.0 ... 9999.0] 100.0
[1] [2] SPE.I1 Input value 1 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.O1 Output value 1 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.I2 Input value 2 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.O2 Output value 2 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.I3 Input value 3 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.O3 Output value 3 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.I4 Input value 4 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.O4 Output value 4 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.I5 Input value 5 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
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Con-
troller

C.1.2 Input variable SPE Default 
setting

Setting
[1] [2]

[1] [2] SPE.O5 Output value 5 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.I6 Input value 6 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.O6 Output value 6 <C.1.2.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] SPE.I7 Input value 7 <C.1.2.4-1> [–999.0 ... 9999.0] 100.0
[1] [2] SPE.O7 Output value 7 <C.1.2.4-1> [–999.0 ... 9999.0] 100.0

C.1.2.5 Physical unit after function generation <C.1.2.4-
1>

C.1.2.5-0

[1] [2] -0 Off
[1] [2] -1 °C Temperature
[1] [2] -2 °F Temperature
[1] [2] -3 K Temperature
[1] [2] -4 bar Pressure
[1] [2] -5 mbar Pressure
[1] [2] -6 psi Pressure
[1] [2] -7 kPa Pressure
[1] [2] -8 m³/h Flow rate
[1] [2] -9 l/h Flow rate
[1] [2] -10 ft³/h Flow rate
[1] [2] -11 kg/h Mass flow
[1] [2] -12 t/h Mass flow
[1] [2] -13 lb/h Mass flow
[1] [2] -14 %
[1] [2] -15 mFS Filling level
[1] [2] -16 mmFS Filling level
[1] [2] -17 inH2O Filling level (inch water column)
[1] [2] -18 %rF Relative humidity
[1] [2] -19 kg/m³ Density
[1] [2] -20 pH pH

Con-
troller

C.1.3 Input variable DV Default 
setting

Setting
[1] [2]

C.1.3.1 Assign source C.1.3.1-0

[1] [2] -0 Off
[1] [2] -1 Analog input AI1
[1] [2] -2 Analog input AI2
[1] [2] -3 Analog input AI3
[1] [2] -4 Analog input AI4
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Con-
troller

C.1.3 Input variable DV Default 
setting

Setting
[1] [2]

C.1.3.2 Filter <C.1.3.1≠0> C.1.3.2-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] DV.T Time constant <C.1.3.2-1> [0.1 ... 100.0 s] 1.0 s

C.1.3.3 Root extraction <C.1.3.1≠0> C.1.3.3-0

[1] [2] -0 Off
[1] [2] -1 On

C.1.3.4 Function generation <C.1.3.1≠0> C.1.3.4-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] DV.MIN Lower range value output func-

tion generation <C.1.3.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] DV.MAX Upper range value output func-

tion generation <C.1.3.4-1> [–999.0 ... 9999.0] 100.0
[1] [2] DV.I1 Input value 1 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] DV.O1 Output value 1 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] DV.I2 Input value 2 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.O2 Output value 2 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.I3 Input value 3 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.O3 Output value 3 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.I4 Input value 4 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.O4 Output value 4 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.I5 Input value 5 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.O5 Output value 5 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.I6 Input value 6 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.O6 Output value 6 <C.1.3.4-1> [–999.0 ... 9999.0] 0.0

[1] [2] DV.I7 Input value 7 <C.1.3.4-1> [–999.0 ... 9999.0] 100.0

[1] [2] DV.O7 Output value 7 <C.1.3.4-1> [–999.0 ... 9999.0] 100.0
C.1.3.5 Physical unit after function generation <C.1.3.4-

1>
C.1.3.5-0

[1] [2] -0 Off
[1] [2] -1 °C Temperature
[1] [2] -2 °F Temperature
[1] [2] -3 K Temperature
[1] [2] -4 bar Pressure
[1] [2] -5 mbar Pressure
[1] [2] -6 psi Pressure
[1] [2] -7 kPa Pressure
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Con-
troller

C.1.3 Input variable DV Default 
setting

Setting
[1] [2]

[1] [2] -8 m³/h Flow rate
[1] [2] -9 l/h Flow rate
[1] [2] -10 ft³/h Flow rate
[1] [2] -11 kg/h Mass flow
[1] [2] -12 t/h Mass flow
[1] [2] -13 lb/h Mass flow
[1] [2] -14 %
[1] [2] -15 mFS Filling level
[1] [2] -16 mmFS Filling level
[1] [2] -17 inH2O Filling level (inch water column)
[1] [2] -18 %rF Relative humidity
[1] [2] -19 kg/m³ Density
[1] [2] -20 pH pH

Con-
troller

C.1.4 Input variable TR Default 
setting

Setting
[1] [2]

C.1.4.1 Assign source C.1.4.1-0

[1] [2] -0 Off
[1] [2] -1 Analog input AI1
[1] [2] -2 Analog input AI2
[1] [2] -3 Analog input AI3
[1] [2] -4 Analog input AI4

C.1.4.2 Filter <C.1.4.1≠0> C.1.4.2-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] TR.T Time constant <C.1.4.2-1> [0.1 ... 100.0 s] 1.0 s

C.1.4.3 Root extraction <C.1.4.1≠0> C.1.4.3-0

[1] [2] -0 Off
[1] [2] -1 On

C.1.4.4 Function generation <C.1.4.1≠0> C.1.4.4-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] TR.MIN Lower range value output func-

tion generation <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.MAX Upper range value output func-

tion generation <C.1.4.4-1> [–999.0 ... 9999.0] 100.0
[1] [2] TR.I1 Input value 1 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.O1 Output value 1 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
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Con-
troller

C.1.4 Input variable TR Default 
setting

Setting
[1] [2]

[1] [2] TR.I2 Input value 2 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.O2 Output value 2 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.I3 Input value 3 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.O3 Output value 3 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.I4 Input value 4 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.O4 Output value 4 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.I5 Input value 5 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.O5 Output value 5 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.I6 Input value 6 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.O6 Output value 6 <C.1.4.4-1> [–999.0 ... 9999.0] 0.0
[1] [2] TR.I7 Input value 7 <C.1.4.4-1> [–999.0 ... 9999.0] 100.0
[1] [2] TR.O7 Output value 7 <C.1.4.4-1> [–999.0 ... 9999.0] 100.0

C.1.4.5 Physical unit after function generation <C.1.4.4-
1>

C.1.4.5-0

[1] [2] -0 Off
[1] [2] -1 °C Temperature
[1] [2] -2 °F Temperature
[1] [2] -3 K Temperature
[1] [2] -4 bar Pressure
[1] [2] -5 mbar Pressure
[1] [2] -6 psi Pressure
[1] [2] -7 kPa Pressure
[1] [2] -8 m³/h Flow rate
[1] [2] -9 l/h Flow rate
[1] [2] -10 ft³/h Flow rate
[1] [2] -11 kg/h Mass flow
[1] [2] -12 t/h Mass flow
[1] [2] -13 lb/h Mass flow
[1] [2] -14 %
[1] [2] -15 mFS Filling level
[1] [2] -16 mmFS Filling level
[1] [2] -17 inH2O Filling level (inch water column)
[1] [2] -18 %rF Relative humidity
[1] [2] -19 kg/m³ Density
[1] [2] -20 pH pH
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Con-
troller

C.1.5 Input variable FB Default 
setting

Setting
[1] [2]

C.1.5.1 Assign source C.1.5.1-0

[1] [2] -0 Off
[1] [2] -1 Analog input AI1
[1] [2] -2 Analog input AI2
[1] [2] -3 Analog input AI3
[1] [2] -4 Analog input AI4

C.1.5.2 Filter <C.1.5.1≠0> C.1.5.2-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] FB.T Time constant <C.1.5.2-1> [0.1 ... 100.0 s] 1.0 s

C.2 Set point

Con-
troller

C.2.1 Set point adjustment Default 
setting

Setting
[1] [2]

C.2.1.1 Number of internal set points C.2.1.1-1

[1] [2] -1 1
[1] [2] -2 2
[1] [2] -3 3
[1] [2] -4 4
[1] [2] SP1 Set point [–999.0 ... 9999.0] 0.0

[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP1.MIN Lower adjustment limit [–999.0 ... 9999.0] 0.0
[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP1.MAX Upper adjustment limit [–999.0 ... 9999.0] 100.0
[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP2 Set point <C.2.1.1-2/-3/-4> [–999.0 ... 9999.0] 0.0
[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP2.MIN Lower adjustment limit [–999.0 ... 9999.0] 0.0
<C.2.1.1≠1> [1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP2.MAX Upper adjustment limit [–999.0 ... 9999.0] 100.0
<C.2.1.1≠1> [1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP3 Set point <C.2.1.1-3/-4> [–999.0 ... 9999.0] 0.0
[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP3.MIN Lower adjustment limit
<C.2.1.1-3/-4> [–999.0 ... 9999.0] 0.0

[1]<M.1-2/-6>: [0.0 ... 9999.0]
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C.2.1 Set point adjustment Default 
setting

Setting
[1] [2]

[1] [2] SP3.MAX Upper adjustment limit
<C.2.1.1-3/-4> [–999.0 ... 9999.0] 100.0

[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP4 Set point <C.2.1.1-4> [–999.0 ... 9999.0] 0.0
[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP4.MIN Lower adjustment limit
<C.2.1.1-4> [–999.0 ... 9999.0] 0.0

[1]<M.1-2/-6>: [0.0 ... 9999.0]

[1] [2] SP4.MAX Upper adjustment limit
<C.2.1.1-4> [–999.0 ... 9999.0] 100.0

[1]<M.1-2/-6>: [0.0 ... 9999.0]
C.2.1.2 External set point C.2.1.2-0

[1] [2] -0 Off
[1] [2] -1 Via input variable SPE <C.1.2.1≠0>
[1] [2] -2 Via interface SPC; only with M.1-3 Controller [2]
[1] SPC.K1 Initial value <C.2.1.2-2> [–999.0 ... 9999.0] 0.0

Default value <C.2.1.6-2>
C.2.1.3 Ratio formula <M.1-2/-6> C.2.1.3-1

[1] -1 (PV/DV)*K11

[1] -2 (PV/(PV+DV*K13))*K11

[1] -3 ((PV+DV*K13)/PV)*K11

[1] -4 Universal formula
(PV*K12+DV*K13+TR*K14)

*K11
(PV*K22+DV*K23+TR*K24)

[1] K11 Factor [0.0 ... 9999.0] 1.0

[1] K12 Factor for PV <C.2.1.3-4> [–999.0 ... 9999.0] 1.00

[1] K13 Factor for DV <C.2.1.3≠1> [–999.0 ... 9999.0] 1.00

[1] K14 Factor for TR <C.2.1.3-4> [–999.0 ... 9999.0] 1.00

[1] K22 Factor for PV <C.2.1.3-4> [–999.0 ... 9999.0] 1.00

[1] K23 Factor for DV <C.2.1.3-4> [–999.0 ... 9999.0] 0.00

[1] K24 Factor for TR <C.2.1.3-4> [–999.0 ... 9999.0] 0.00
C.2.1.4 Decimal point for set points C.2.1.4-1

[1] [2] -0 XXXX No decimal place
[1] [2] -1 XXX.X 1 decimal place
[1] [2] -2 XX.XX 2 decimal places
[1] [2] -3 X.XXX 3 decimal places
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C.2.1 Set point adjustment Default 
setting

Setting
[1] [2]

C.2.1.5 Physical unit for set points C.2.1.5-1

[1] [2] -0 Off The unit is 
already set 
depending 

on PV.

Ratio con-
troller:

C.2.1.5-0

[1] [2] -1 °C Temperature
[1] [2] -2 °F Temperature
[1] [2] -3 K Temperature
[1] [2] -4 bar Pressure
[1] [2] -5 mbar Pressure
[1] [2] -6 psi Pressure
[1] [2] -7 kPa Pressure
[1] [2] -8 m³/h Flow rate
[1] [2] -9 l/h Flow rate
[1] [2] -10 ft³/h Flow rate
[1] [2] -11 kg/h Mass flow
[1] [2] -12 t/h Mass flow
[1] [2] -13 lb/h Mass flow
[1] [2] -14 %
[1] [2] -15 mFS Filling level
[1] [2] -16 mmFS Filling level
[1] [2] -17 inH2O Filling level (inch water column)
[1] [2] -18 %rF Relative humidity
[1] [2] -19 kg/m³ Density
[1] [2] -20 pH pH

C.2.1.6 Signal monitoring SPC <C.2.1.2-2> C.2.1.6-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] -2 On (with default value)
[1] [2] SPC.K1 Default value <C.2.1.6-1/-2> [–999.0 ... 9999.0] 0.0

Initial value <C.2.1.2-2>

[1] [2] SPC.TOUT Timeout interface
<C.2.1.6-1/-2> [1 ... 99999 s] 60 s

C.2.1.7 Manual mode controller at signal error SPC 
<C.2.1.6≠0>

C.2.1.7-0

[1] [2] -0 Off

[1] -1 Constant output value at AO1 <O.1.1-1/-38/-39>

[1] -2 Constant output value at AO2 <O.1.2-1/-38/-39>

[1] -3 Constant output value at AO3 <O.1.3-1/-38/-39>

[1] -4 Constant output value at SO1 <O.1.4-1/-38/-39>
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troller

C.2.1 Set point adjustment Default 
setting

Setting
[1] [2]

[1] -5 Constant output value at SO2 <O.1.5-1/-38/-39>

[1] -6 With last output value 
<O.1.1-1/-38/-39/O.2.1-1/-38/-39/O.3.1-1/-38/-39/
O.4.1-1/-38/-39/O.5.1-1/-38/-39>

[2] -1 Constant output value at AO1 <O.1.1-2/-38/-39>

[2] -2 Constant output value at AO2 <O.1.2-2/-38/-39>

[2] -3 Constant output value at AO3 <O.1.3-2/-38/-39>

[2] -4 Constant output value at SO1 <O.1.4-2/-38/-39>

[2] -5 Constant output value at SO2 <O.1.5-2/-38/-39>

[2] -6 With last output value 
<O.1.1-2/-38/-39/O.2.1-2/-38/-39/O.3.1-2/-38/-39/
O.4.1-2/-38/-39/O.5.1-2/-38/-39>

[1] [2] AO1.K1 Constant output value at AO1
<C.2.1.7-1> [–10.0 ... 110.0 %] 0.0 %

[1] [2] AO2.K1 Constant output value at AO2
<C.2.1.7-2> [–10.0 ... 110.0 %] 0.0 %

[1] [2] AO3.K1 Constant output value at AO3
<C.2.1.7-3> [–10.0 ... 110.0 %] 0.0 %

[1] [2] SO1.K1 Constant output value at AO1
<C.2.1.7-4> [–10.0 ... 110.0 %] 0.0 %

[1] [2] SO2.K1 Constant output value at SO2
<C.2.1.7-5> [–10.0 ... 110.0 %] 0.0 %

Con-
troller

C.2.2 Set point switchover Default 
setting

Setting
[1] [2]

C.2.2.1 Changeover internal set points with DI C.2.2.1-0

[1] [2] -0 Off
[1] [2] -1 SP1/SP2 with DI1 <C.2.1.1-2>
[1] [2] -2 SP1/SP2 with DI2 <C.2.1.1-2>
[1] [2] -3 SP1/SP2 with DI3 <C.2.1.1-2>
[1] [2] -4 SP1/SP2 with DI4 <C.2.1.1-2>
[1] [2] -5 SP1...SP4 with DI1, DI2 <C.2.1.1-4>
[1] [2] -6 SP1...SP4 with DI3, DI4 <C.2.1.1-4>
[1] [2] -7 SP1...SP3 with DI2, DI3 <C.2.1.1-3>
[1] [2] -8 SP1...SP4 with DI2, 3, 4 <C.2.1.1-4>
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troller

C.2.2 Set point switchover Default 
setting

Setting
[1] [2]

C.2.2.2 Changeover to external set point with DI 
<C.2.1.2≠0>; M.1-3: Controller [2] only

C.2.2.2-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4

C.2.2.3 Open cascade with DI <M.1-3> C.2.2.3-0

[1] -0 Off
[1] -1 With digital input DI1
[1] -2 With digital input DI2
[1] -3 With digital input DI3
[1] -4 With digital input DI4

C.2.2.4 Tracking SPI to SPE/SPC <C.2.1.2≠0> C.2.2.4-0

[1] [2] -0 Off
[1] [2] -1 On

C.2.2.5 Incremental/decremental set point change 
<M.1-3>

C.2.2.5-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1, 2
[1] [2] -2 With digital input DI3, 4
[1] [2] K10.A Incremental value 

<C.2.2.4≠0>
[–999.0 ... 9999.0] 0.0

[1] [2] K10.B Decremental value 
<C.2.2.4≠0>

[–999.0 ... 9999.0] 0.0

C.2.2.6 Set point increase/decrease by constant C.2.2.6-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4
[1] [2] K10 Incremental/decremental value <C.2.2.6≠0>

[–999.0 ... 9999.0] 0.0
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C.2.3 Set point ramp function Default 
setting

Setting
[1] [2]

C.2.3.1 Set point ramp C.2.3.1-0

[1] [2] -0 Off
[1] [2] -1 Start with DI1, SP=PV
[1] [2] -2 Start with DI2, SP=PV
[1] [2] -3 Start with DI3, SP=PV
[1] [2] -4 Start with DI4, SP=PV
[1] [2] -5 Start with DI1, SP=SP.ST
[1] [2] -6 Start with DI2, SP=SP.ST
[1] [2] -7 Start with DI3, SP=SP.ST
[1] [2] -8 Start with DI4, SP=SP.ST
[1] [2] -9 Continuously active
[1] [2] SP.GD Gradient <C.2.3.1≠0> [0.0 ... 9999.0] 1.0

[1] [2] SP.TB Time base <C.2.3.1≠0> [s, min, h] s

[1] [2] SP.ST Initial set point
<C.2.3.1-5/-6/-7/-8> [–999.0 ... 9999.0] 0.0

[1] [2] SP.RH Hold set point ramp at devia-
tion band <C.2.3.1≠0> [0.1 ... 1000.0 %] 1000.0 %
Firmware version 1.11 and lower: [0.1 ... 100.0 %] 100.0 %

C.2.3.2 Hold set point ramp with DI <C.2.3.1≠0> C.2.3.2-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4

Con-
troller

C.2.4 Additional set point functions Default 
setting

Setting
[1] [2]

C.2.4.1 Valuate external set point SPE <C.2.1.2≠0> C.2.3.2-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] K1 Valuation: SPE′ = SPE*K1+K2

<C.2.4.1-1> [–100.00 ... 100.00] 1.00

[1] [2] K2 Valuation: SPE′ = SPE*K1+K2
<C.2.4.1-1> [–9999.0 ... 9999.0] 0.0
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C.2.4 Additional set point functions Default 
setting

Setting
[1] [2]

C.2.4.2 Linking up external/internal set point 
<C.2.1.2≠0>

C.2.4.2-0

[1] [2] -0 Off
[1] [2] -1 Min. selection (SPI, SPE)
[1] [2] -2 Max. selection (SPI, SPE)
[1] [2] -3 SPI + SPE
[1] [2] -4 SPI – SPE
[1] [2] -5 SPE – SPI

C.2.4.3 Function generation set point SPM at slave con-
troller <M.1-3>

C.2.4.3-0

[1] -0 Off
[1] -1 On
[1] SPM.I1 Input value 1 <C.2.4.3-1> [0.0 ... 100.0 %] 0.0 %

[1] SPM.O1 Output value 1 <C.2.4.3-1> [–999.0 ... 9999.0] 0.0

[1] SPM.I2 Input value 2 <C.2.4.3-1> [0.0 ... 100.0 %] 0.0 %

[1] SPM.O2 Output value 2 <C.2.4.3-1> [–999.0 ... 9999.0] 0.0

[1] SPM.I3 Input value 3 <C.2.4.3-1> [0.0 ... 100.0 %] 0.0 %

[1] SPM.O3 Output value 3 <C.2.4.3-1> [–999.0 ... 9999.0] 0.0

[1] SPM.I4 Input value 4 <C.2.4.3-1> [0.0 ... 100.0 %] 0.0 %

[1] SPM.O4 Output value 4 <C.2.4.3-1> [–999.0 ... 9999.0] 0.0

[1] SPM.I5 Input value 5 <C.2.4.3-1> [0.0 ... 100.0 %] 0.0 %

[1] SPM.O5 Output value 5 <C.2.4.3-1> [–999.0 ... 9999.0] 0.0

[1] SPM.I6 Input value 6 <C.2.4.3-1> [0.0 ... 100.0 %] 0.0 %

[1] SPM.O6 Output value 6 <C.2.4.3-1> [–999.0 ... 9999.0] 0.0

[1] SPM.I7 Input value 7 <C.2.4.3-1> [0.0 ... 100.0 %] 0.0 %

[1] SPM.O7 Output value 7 <C.2.4.3-1> [–999.0 ... 9999.0] 100.0

C.3 Control function

Con-
troller

C.3.1 Control response Default 
setting

Setting
[1] [2]

C.3.1.1 Control algorithm C.3.1.1-1

[1] [2] -1 PI
[1] [2] -2 P
[1] [2] -3 PD
[1] [2] -4 PID
[1] [2] -5 I
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C.3.1 Control response Default 
setting

Setting
[1] [2]

[1] [2] KP Proportional-action coefficient [0.01 ... 100.0] 1.00

[1] [2] TN Reset time <C.3.1.1-1/-4/-5> [1 ... 9999 s] 120 s

[1] [2] TV Derivative-action time 
<C.3.1.1-3/-4>

[1 ... 9999 s] 10 s

[1] [2] Y0 Operating point [–10.0 ... 110.0 %] 0.0 %

[1] [2] TV.K Derivative-action gain
<C.3.1.1-3/-4> [0.00 ... 10.00] 1.00

C.3.1.2 Limit I-component <C.3.1.1-1/-4/-5> C.3.1.2-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] I.MIN Minimum I-component 

<C.3.1.2-1>
[–120.0 ... 0.0 %] –100.0 %

[1] [2] I.MAX Maximum I-component 
<C.3.1.2-1>

[0.0 ... 120.0 %] 100.0 %

C.3.1.3 Error C.3.1.3-1

[1] [2] -1 Not inverted
[1] [2] -2 Inverted
[1] [2] -3 Inverted via DI1
[1] [2] -4 Inverted via DI2
[1] [2] -5 Inverted via DI3
[1] [2] -6 Inverted via DI4
[1] [2] E.TZ Dead band [0.00 ... 110.00 %]

Firmware version 1.11 and lower [0.0 ... 110.0 %]

[1] [2] E.MIN Min. effective error signal [–110.0 ... 110.0 %]

[1] [2] E.MAX Max. effective error signal [–110.0 ... 110.0 %]
C.3.1.4 Assign D-component <C.3.1.1-3/-4> C.3.1.4-1

[1] [2] -1 To error signal
[1] [2] -2 To controlled variable

C.3.1.5 Control mode changeover P(D)/PI(D) 
<C.3.1.1-1/-4>

C.3.1.5-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4
[1] [2] -5 By error
[1] [2] E.SMIN Min. limit for PI(D) behavior 

<C.3.1.5-5> [–999.0 ... 999.0 %]
–10.0 %
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C.3.1 Control response Default 
setting

Setting
[1] [2]

[1] [2] E.SMAX Max. limit for PI(D) behavior 
<C.3.1.5-5> [–999.0 ... 999.0 %]

10.0 %

[1] [2] KP.S Prop.-action coefficient for 
P(D) behavior <C.3.1.5≠0> [0.01 ... 100.0]

1.00

C.3.1.6 Function generation KP C.3.1.6-0

[1] [2] -0 Off
[1] [2] -1 With set point SP0
[1] [2] -2 With actual value PV0
[1] [2] -3 With error signal +/–e
[1] [2] -4 With output AO1
[1] [2] -5 With output AO2
[1] [2] -6 With output AO3
[1] [2] -7 With output SO1
[1] [2] -8 With output SO2
[1] [2] FKP.I1 Input value 1 <C.3.1.6≠0> [–999.0 ... 9999.0] 0.00

[1] [2] FKP.O1 Output value 1 <C.3.1.6≠0> [0.01 ... 100.0] 1.00

[1] [2] FKP.I2 Input value 2 <C.3.1.6≠0> [–999.0 ... 9999.0] 0.00

[1] [2] FKP.O2 Output value 2 <C.3.1.6≠0> [0.01 ... 100.0] 1.00

[1] [2] FKP.I3 Input value 3 <C.3.1.6≠0> [–999.0 ... 9999.0] 0.00

[1] [2] FKP.O3 Output value 3 <C.3.1.6≠0> [0.01 ... 100.0] 1.00

[1] [2] FKP.I4 Input value 4 <C.3.1.6≠0> [–999.0 ... 9999.0] 0.00

[1] [2] FKP.O4 Output value 4 <C.3.1.6≠0> [0.01 ... 100.0] 1.00

[1] [2] FKP.I5 Input value 5 <C.3.1.6≠0> [–999.0 ... 9999.0] 0.00

[1] [2] FKP.O5 Output value 5 <C.3.1.6≠0> [0.01 ... 100.0] 1.00

[1] [2] FKP.I6 Input value 6 <C.3.1.6≠0> [–999.0 ... 9999.0] 0.00

[1] [2] FKP.O6 Output value 6 <C.3.1.6≠0> [0.01 ... 100.0] 1.00

[1] [2] FKP.I7 Input value 7 <C.3.1.6≠0> [–999.0 ... 9999.0] 0.00

[1] [2] FKP.O7 Output value 7 <C.3.1.6≠0> [0.01 ... 100.0] 1.00
C.3.1.7 Function generation TN <C.3.1.1-1/-4/-5> C.3.1.7-0

[1] [2] -0 Off
[1] [2] -1 With set point SP0
[1] [2] -2 With actual value PV0
[1] [2] -3 With error signal +/–e
[1] [2] -4 With output AO1
[1] [2] -5 With output AO2
[1] [2] -6 With output AO3
[1] [2] -7 With output SO1
[1] [2] -8 With output SO2
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C.3.1 Control response Default 
setting

Setting
[1] [2]

[1] [2] FTN.I1 Input value 1 <C.3.1.7≠0> [–999.0 … 9999.0] 0.00

[1] [2] FTN.O1 Output value 1 <C.3.1.7≠0> [0.01 … 100.0] 1.00

[1] [2] FTN.I2 Input value 2 <C.3.1.7≠0> [–999.0 … 9999.0] 0.00

[1] [2] FTN.O2 Output value 2 <C.3.1.7≠0> [0.01 … 100.0] 1.00

[1] [2] FTN.I3 Input value 3 <C.3.1.7≠0> [–999.0 … 9999.0] 0.00

[1] [2] FTN.O3 Output value 3 <C.3.1.7≠0> [0.01 … 100.0] 1.00

[1] [2] FTN.I4 Input value 4 <C.3.1.7≠0> [–999.0 … 9999.0] 0.00

[1] [2] FTN.O4 Output value 4 <C.3.1.7≠0> [0.01 … 100.0] 1.00

[1] [2] FTN.I5 Input value 5 <C.3.1.7≠0> [–999.0 … 9999.0] 0.00

[1] [2] FTN.O5 Output value 5 <C.3.1.7≠0> [0.01 … 100.0] 1.00

[1] [2] FTN.I6 Input value 6 <C.3.1.7≠0> [–999.0 … 9999.0] 0.00

[1] [2] FTN.O6 Output value 6 <C.3.1.7≠0> [0.01 … 100.0] 1.00

[1] [2] FTN.I7 Input value 7 <C.3.1.7≠0> [–999.0 … 9999.0] 0.00

[1] [2] FTN.O7 Output value 7 <C.3.1.7≠0> [0.01 … 100.0] 1.00
C.3.1.8 Set operating point by set point C.3.1.8-0

[1] [2] -0 Off
[1] [2] -1 On
[1] [2] OP.I1 Input value 1 <C.3.1.6-1> [–999.0 ... 9999.0] 0.0

[1] [2] OP.O1 Output value 1 <C.3.1.6-1> [–10.0 ... 110.0 %] 0.0 %

[1] [2] OP.I2 Input value 2 <C.3.1.6-1> [–999.0 ... 9999.0] 0.0

[1] [2] OP.O2 Output value 2 <C.3.1.6-1> [–10.0 ... 110.0 %] 0.0 %

[1] [2] OP.I3 Input value 3 <C.3.1.6-1> [–999.0 ... 9999.0] 0.0

[1] [2] OP.O3 Output value 3 <C.3.1.6-1> [–10.0 ... 110.0 %] 0.0 %

[1] [2] OP.I4 Input value 4 <C.3.1.6-1> [–999.0 ... 9999.0] 0.0

[1] [2] OP.O4 Output value 4 <C.3.1.6-1> [–10.0 ... 110.0 %] 0.0 %

[1] [2] OP.I5 Input value 5 <C.3.1.6-1> [–999.0 ... 9999.0] 0.0

[1] [2] OP.O5 Output value 5 <C.3.1.6-1> [–10.0 ... 110.0 %] 0.0 %

[1] [2] OP.I6 Input value 6 <C.3.1.6-1> [–999.0 ... 9999.0] 0.0

[1] [2] OP.O6 Output value 6 <C.3.1.6-1> [–10.0 ... 110.0 %] 0.0 %

[1] [2] OP.I7 Input value 7 <C.3.1.6-1> [–999.0 ... 9999.0] 0.0

[1] [2] OP.O7 Output value 7 <C.3.1.6-1> [–10.0 ... 110.0 %] 0.0 %
C.3.1.9 Operating point 1 with DI C.3.1.9-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4
[1] [2] Y0.1 Operating point 1 <C3.1.9≠0> [–110.0 ... 110.0 %] 0.0 %
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Con-
troller

C.3.1 Control response Default 
setting

Setting
[1] [2]

C.3.1.10 Operating point 2 with DI C.3.1.10-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4
[1] [2] Y0.2 Operating point 2 

<C3.1.10≠0>
[–110.0 ... 110.0 %] 0.0 %

C.3.1.11 Internally controlled output limitation <M.1-4> C.3.1.11-1

[1] -1 Minimum selection
[1] -2 Maximum selection
[1] OC.K1 Limiting band master control-

ler
[0.1 ... 110.0 %] 5.0 %

[1] OC.K2 Limiting band override control-
ler [0.1 ... 110.0 %] 5.0 %

Con-
troller

C.3.2 Feedforward control Default 
setting

Setting
[1] [2]

C.3.2.1 Link input variable SPE C3.2.1-0

[1] [2] -0 Off
[1] [2] -1 To input variable PV
[1] [2] -2 To inputs DV, TR

M.1-2/-6 Controller [1]: To input TR
C.3.2.2 Valuate input variable SPE <C.3.2.1≠0> C.3.2.2-1

[1] [2] -1 Result pos./neg.
[1] [2] -2 Result>= 0
[1] [2] -3 Result <= 0
[1] [2] K3 Constant, formula:

SPE*K3+K4 [–100.00 ... 100.00] 1.00
[1] [2] K4 Constant, formula:

SPE*K3+K4 [–9999.0 ... 9999.0] 0.0
C.3.2.3 Link input variables DV, TR

M.1-2/-6 Controller [1]: Link input variable TR
C.3.2.3-0

[1] [2] -0 Off
[1] [2] -1 To input variable PV
[1] [2] -2 To set point SP
[1] [2] -3 To output YPID
[1] [2] -5 To input variable DV <M.1-2/-6>
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Con-
troller

C.3.2 Feedforward control Default 
setting

Setting
[1] [2]

C.3.2.4 Valuate input variable DV, TR <C.3.2.3≠0>
M.1-2: Link input variable TR

C.3.2.4-1

[1] [2] -1 Result pos./neg.
[1] [2] -2 Result>= 0
[1] [2] -3 Result <= 0
[1] [2] K5 Constant, formula:

(DV+TR*K5–K6)*K7+K8
M.1-2/-6 Controller [1]: without DV

[–100.0 ... 100.0] 0.00

[1] [2] K6 Constant, formula:
(DV+TR*K5–K6)*K7+K8
M.1-2/-6 Controller [1]: without DV

[–9999.0 ... 9999.0] 0.0

[1] [2] K7 Constant, formula:
(DV+TR*K5–K6)*K7+K8
M.1-2/-6 Controller [1]: without DV

[–100.0 ... 100.0] 1.00

[1] [2] K8 Constant, formula:
(DV+TR*K5–K6)*K7+K8
M.1-2/-6 Controller [1]: without DV

[–9999.0 ... 9999.0] 0.0

C.3.2.5 Transfer function for disturbance variables 
<C.3.2.3≠0>

C.3.2.5-1

[1] [2] -1 P behavior
[1] [2] -2 D behavior 1
[1] [2] -3 D behavior 2
[1] [2] -4 D behavior 3
[1] [2] -5 PD behavior
[1] [2] KP.PD Proportional-action coefficient [0.1 ...100.0] 1.0

[1] [2] TV.PD Derivative-action time 
<C.3.2.5≠1>

[0.1 ... 9999 s] 0.1 s

[1] [2] B.MIN Minimum output value [–9999.0 ... 9999.0] –9999.0 %

[1] [2] B.MAX Maximum output value [–9999.0 ... 9999.0] 9999.0 %
C.3.2.6 Arithmetic operation input variable PV C.3.2.6-0

[1] [2] -0 Off

[1] [2] -1 PV + A
<C.1.1.1-1/-2/-3/-4, C.3.2.1-1/C.3.2.3-1>

[1] [2] -2 PV – A
<C.1.1.1-1/-2/-3/-4, C.3.2.1-1/C.3.2.3-1>

[1] [2] -3 PV * A
<C.1.1.1-1/-2/-3/-4, C.3.2.1-1/C.3.2.3-1>

[1] [2] -4 PV / A
<C.1.1.1-1/-2/-3/-4, C.3.2.1-1/C.3.2.3-1>

[1] [2] -5 (PV + A) / 2
<C.1.1.1-1/-2/-3/-4, C.3.2.1-1/C.3.2.3-1>
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troller

C.3.2 Feedforward control Default 
setting

Setting
[1] [2]

[1] [2] -6 Min (PV, A)
<C.1.1.1-1/-2/-3/-4, C.3.2.1-1/C.3.2.3-1>

[1] [2] -7 Max (PV, A)
<C.1.1.1-1/-2/-3/-4, C.3.2.1-1/C.3.2.3-1>

[1] [2] -8 PV – SPE
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4>

[1] [2] -9 (PV + SPE) / 2
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4>

[1] [2] -10 Min (PV, SPE)
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4>

[1] [2] -11 Max (PV, SPE)
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4>

[1] [2] -12 PV – DV
<C.1.1.1-1/-2/-3/-4, C.1.3.1-1/-2/-3/-4>

[1] [2] -13 (PV – DV) / 2
<C.1.1.1-1/-2/-3/-4, C.1.3.1-1/-2/-3/-4>

[1] [2] -14 Min (PV, DV)
<C.1.1.1-1/-2/-3/-4, C.1.3.1-1/-2/-3/-4>

[1] [2] -15 Max (PV, DV)
<C.1.1.1-1/-2/-3/-4, C.1.3.1-1/-2/-3/-4>

[1] [2] -16 (PV + SPE + DV) / 3
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4, 
C.1.3.1-1/-2/-3/-4>

[1] [2] -17 Min (PV, SPE, DV)
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4, 
C.1.3.1-1/-2/-3/-4>

[1] [2] -18 Max (PV, SPE, DV)
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4, 
C.1.3.1-1/-2/-3/-4>

[1] [2] -19 (PV + SPE + DV + TR) / 4
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4, 
C.1.3.1-1/-2/-3/-4, C.1.4.1-1/-2/-3/-4>

[1] [2] -20 Min (PV, SPE, DV, TR)
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4, 
C.1.3.1-1/-2/-3/-4, C.1.4.1-1/-2/-3/-4>

[1] [2] -21 Max (PV, SPE, DV, TR)
<C.1.1.1-1/-2/-3/-4, C.1.2.1-1/-2/-3/-4, 
C.1.3.1-1/-2/-3/-4, C.1.4.1-1/-2/-3/-4>



16-32 	 EB 6495-2 EN

Annex A (configuration guide)

Con-
troller

C.3.2 Feedforward control Default 
setting

Setting
[1] [2]

C3.2.7 Arithmetic operation input variable DV <M.1-2/-
6, C.3.2.3-5>

C.3.2.7-0

[1] [2] -0 Off
[1] [2] -1 DV + B
[1] [2] -2 DV – B
[1] [2] -3 DV * B
[1] [2] -4 DV / B

C3.2.8 Arithmetic operation set point SP <C.3.2.3-2> C.3.2.8-0

[1] [2] -0 Off
[1] [2] -1 SP + B
[1] [2] -2 SP – B
[1] [2] -3 SP * B
[1] [2] -4 SP / B

C3.2.9 Arithmetic operation output YPID <C.3.2.3-3> C.3.2.9-0

[1] [2] -0 Off
[1] [2] -1 YPID + B
[1] [2] -2 YPID – B
[1] [2] -3 YPID * B
[1] [2] -4 YPID / B

Con-
troller

C.3.3 Additional control functions Default 
setting

Setting
[1] [2]

C.3.3.1 Change over to manual mode DI
M.1-3/-4: Controller [1] only

C.3.3.1-0

[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4

C.3.3.2 Hold output YPID with DI C.3.3.2-0
[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4
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Con-
troller

C.3.3 Additional control functions Default 
setting

Setting
[1] [2]

C.3.3.3 Output tracking <C.1.4.1-1/-2/-3/-4>
M.1-1/-2/-3/-5/-6; M.1-4: Controller [1] only

C.3.3.3-0

[1] [2] -0 Off
[1] [2] -1 With input TR, DI1
[1] [2] -2 With input TR, DI2
[1] [2] -3 With input TR, DI3
[1] [2] -4 With input TR, DI4

C.3.3.6 Increase/decrease actual value with DI C.3.3.6-0
[1] [2] -0 Off
[1] [2] -1 With digital input DI1
[1] [2] -2 With digital input DI2
[1] [2] -3 With digital input DI3
[1] [2] -4 With digital input DI4
[1] [2] K9 Constant to increase/decrease 

actual value [–999.0 … 9999.0] 0.0
C.3.3.7 Limit output in manual mode

M.1-3/-4: Controller [1] only
C.3.3.7-1

[1] [2] -0 Off
[1] [2] -1 On

C.3.3.8 Limit master controller output YM
<M.1-3>

C.3.3.8-0

[2] -0 Off
[2] -1 Min/Max value = constant
[2] -2 Minimum value = f(SP0)

[2] -3 Maximum value = f(SP0)
[2] -4 Min/Max value = f(SP0)
[2] YM.MIN Minimum value output master 

controller <C.3.3.8≠0> [–10.0 ... 110.0 %] 0.0 %
[2] YM.MAX Maximum value output master 

controller <C.3.3.8≠0> [–10.0 ... 110.0 %] 100.0 %
[2] YM.K1 Constant minimum value = 

SP – YM.K1 <C.3.3.8-2/-4> [0.0 ... 100.0 %] 100.0 %
[2] YM.K2 Constant maximum value = 

SP + YM.K2 <C.3.3.8-3/-4> [0.0 ... 100.0 %] 100.0 %
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Con-
troller

C.4 Restart conditions Default 
setting

Setting
[1] [2]

C.4.1 Operation mode after restart C.4.1-0

[1] [2] -0 Auto
[1] [2] -1 Auto, start AO1 = AO1.K1 <O.1.1-1/-2/-38/-39>

[1] [2] -2 Auto, start AO2 = AO2.K1 <O.2.1-1/-2/-38/-39>

[1] [2] -3 Auto, start AO3 = AO3.K1 <O.3.1-1/-2/-38/-39>

[1] [2] -4 Auto, start SO1 = SO1.K1 <O.4.1-1/-2/-38/-39>

[1] [2] -5 Auto, start SO2 = SO2.K1 <O.5.1-1/-2/-38/-39>

[1] [2] -6 Manual, start AO1 = AO1.K1 <O.1.1-1/-2/-38/-39>

[1] [2] -7 Manual, start AO2 = AO2.K1 <O.2.1-1/-2/-38/-39>

[1] [2] -8 Manual, start AO3 = AO3.K1 <O.3.1-1/-2/-38/-39>

[1] [2] -9 Manual, start SO1 = SO1.K1 <O.4.1-1/-2/-38/-39>

[1] [2] -10 Manual, start SO2 = SO2.K2 <O.5.1-1/-2/-38/-39>

[1] [2] -11 Auto, confirm. AO1 = AO1.K1 <O.1.1-1/-2/-38/-39>

[1] [2] -12 Auto, confirm. AO2 = AO2.K1 <O.2.1-1/-2/-38/-39>

[1] [2] -13 Auto, confirm. AO3 = AO3.K1 <O.3.1-1/-2/-38/-39>

[1] [2] -14 Auto, confirm. SO1 = SO1.K1 <O.4.1-1/-2/-38/-39>

[1] [2] -15 Auto, confirm. SO2 = SO2.K1 <O.5.1-1/-2/-38/-39>

[1] [2] AO1.K1 Constant output value at AO1
<C.4.1-1/-6/-11> [–10.0 ... 110.0 %]

[1] [2] AO2.K1 Constant output value at AO2
<C.4.1-2/-7/-12> [–10.0 ... 110.0 %]

[1] [2] AO3.K1 Constant output value at AO3
<C.4.1-3/-8/-13> [–10.0 ... 110.0 %]

[1] [2] SO1.K1 Constant output value at AO1
<C.4.1-4/-9/-14> [–10.0 ... 110.0 %]

[1] [2] SO2.K1 Constant output value at SO2
<C.4.1-5/-10/-15> [–10.0 ... 110.0 %]

Con-
troller

C.5 Controller display Default 
setting

Setting
[1] [2]

C.5.1 Row 1 C.5.1-1
Ratio con-

troller: 
C.5.1-4

[1] [2] -0 Off
[1] [2] -1 Actual value PV0 at comparator
[1] [2] -2 Input PV after function generation
[1] [2] -3 Input PV before filter
[1] -4 Actual ratio PVR <M.1-2/-6>

C.5.2 Row 2 C.5.2-1

[1] [2] -0 Off
[1] [2] -1 Error signal +/–e
[1] [2] -2 Abs. error signal |e|
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Con-
troller

C.5 Controller display Default 
setting

Setting
[1] [2]

C.5.3 Row 3 C.5.3-1
Ratio con-

troller: 
C.5.3-3

[1] [2] -0 Off
[1] [2] -1 SP1 … SP4, SPE, SPC · SPM with M.1-3 Controller [2]
[1] [2] -2 Set point SP0 at comparator
[1] -3 Set point ratio SPR <M.1-2/-6>

C.5.4 Row 4 C.5.4-1

[1] [2] -0 Off
[1] [2] -1 Output according to priority
[1] [2] -2 Output AO1 <O.1.1≠0>
[1] [2] -3 Output AO2 <O.2.1≠0>
[1] [2] -4 Output AO3 <O.3.1≠0>
[1] [2] -5 Output SO1 <O.4.1≠0>
[1] [2] -6 Output SO2 <O.5.1≠0>
[1] -7 Controller [1] output Y

[2] -8 Controller [2] output Y
[2] -10 Output master controller YM <M.1-3>

[1] [2] -11 Input PV before filter <C.1.1.1≠0>
[1] [2] -12 Input PV after function generation <C.1.1.1≠0>
[1] [2] -13 Actual value PV0 at comparator <C.1.1.1≠0>
[1] -14 Actual ratio PVR <M.1-2/-6>
[1] [2] -15 Input SPE before filter <C.1.2.1≠0>
[1] [2] -16 Input SPE after function generation <C.1.2.1≠0>
[1] [2] -17 Input DV before filter <C.1.3.1≠0>
[1] [2] -18 Input DV after function generation <C.1.3.1≠0>
[1] [2] -19 Input TR before filter <C.1.4.1≠0>
[1] [2] -20 Input TR after function generation <C.1.4.1≠0>
[1] [2] -22 Input FB before filter <C.1.5.1≠0>
[1] [2] -23 Input FB after filter <C.1.5.1≠0>
[1] [2] -24 Signal A <C.3.2.1≠0/C.3.2.3≠0>
[1] [2] -25 Signal B <C.3.2.3≠0>
[1] [2] -26 Set point SP1 <C.2.1.1-1/-2/-3/-4>
[1] [2] -27 Set point SP2 <C.2.1.1-2/-3/-4>
[1] [2] -28 Set point SP3 <C.2.1.1-3/-4>
[1] [2] -29 Set point SP4 <C.2.1.1-4>
[1] [2] -30 Set point SPI
[1] -31 Set point SPM <M.1-3>
[1] [2] -32 Set point SPC <C.2.1.2-2>
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Con-
troller

C.5 Controller display Default 
setting

Setting
[1] [2]

[1] [2] -33 Set point SP
[1] [2] -34 Set point SP0 at comparator
[1] -35 Set point ratio SPR <M.1-2/-6>
[1] [2] -36 Error signal +/–e
[1] [2] -37 Digital outputs DO1…4

<O.6.1≠0/O.7.1≠0/O.8.1≠0/O.9.1≠0>
[1] [2] -38 Digital outputs DO5…7
[1] [2] -39 Digital inputs DI1…4
[1] [2] -40 KP
[1] [2] -41 TN

C.5.5 Row 4 representation C.5.5-1
C.5.5-5, if 
C.5.4-5/-6
C.5.5-6, if 
C.5.4-37/ 
-38/-39

[1] [2] -1 Numerical
[1] [2] -2 Numerical, inverted
[1] [2] -3 Bar graph
[1] [2] -4 Bar graph, inverted
[1] [2] -5 Switching signal
[1] [2] -6 Digital signal

C.5.6 Row 5 C.5.6-0

[1] [2] -0 Off
[1] [2] -1 Output according to priority
[1] [2] -2 Output AO1 <O.1.1≠0>
[1] [2] -3 Output AO2 <O.2.1≠0>
[1] [2] -4 Output AO3 <O.3.1≠0>
[1] [2] -5 Output SO1 <O.4.1≠0>
[1] [2] -6 Output SO2 <O.5.1≠0>
[1] -7 Controller [1] output Y

[2] -8 Controller [2] output Y
[2] -10 Output master controller YM <M.1-3>

[1] [2] -11 Input PV before filter <C.1.1.1≠0>
[1] [2] -12 Input PV after function generation <C.1.1.1≠0>
[1] [2] -13 Actual value PV0 at comparator <C.1.1.1≠0>
[1] -14 Actual ratio PVR <M.1-2/-6>
[1] [2] -15 Input SPE before filter <C.1.2.1≠0>
[1] [2] -16 Input SPE after function generation <C.1.2.1≠0>
[1] [2] -17 Input DV before filter <C.1.3.1≠0>
[1] [2] -18 Input DV after function generation <C.1.3.1≠0>
[1] [2] -19 Input TR before filter <C.1.4.1≠0>
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Con-
troller

C.5 Controller display Default 
setting

Setting
[1] [2]

[1] [2] -20 Input TR after function generation <C.1.4.1≠0>
[1] [2] -22 Input FB before filter <C.1.5.1≠0>
[1] [2] -23 Input FB after filter <C.1.5.1≠0>
[1] [2] -24 Signal A <C.3.2.1≠0/C.3.2.3≠0>
[1] [2] -25 Signal B <C.3.2.3≠0>
[1] [2] -26 Set point SP1 <C.2.1.1-1/-2/-3/-4>
[1] [2] -27 Set point SP2 <C.2.1.1-2/-3/-4>
[1] [2] -28 Set point SP3 <C.2.1.1-3/-4>
[1] [2] -29 Set point SP4 <C.2.1.1-4>
[1] [2] -30 Set point SPI
[1] -31 Set point SPM <M.1-3>
[1] [2] -32 Set point SPC <C.2.1.2-2>
[1] [2] -33 Set point SP
[1] [2] -34 Set point SP0 at comparator
[1] -35 Set point ratio SPR <M.1-2/-6>
[1] [2] -36 Error signal +/–e
[1] [2] -37 Digital outputs DO1…4

<O.6.1≠0/O.7.1≠0/O.8.1≠0/O.9.1≠0>
[1] [2] -38 Digital outputs DO5…7
[1] [2] -39 Digital inputs DI1…4
[1] [2] -40 Effective KP
[1] [2] -41 Effective TN

C.5.7 Row 5 representation C.5.7-1
C.5.7-5, if 
C.5.6-5/-6
C.5.7-6, if 
C.5.6-37/ 
-38/-39

[1] [2] -1 Numerical
[1] [2] -2 Numerical, inverted
[1] [2] -3 Bar graph
[1] [2] -4 Bar graph, inverted
[1] [2] -5 Switching signal
[1] [2] -6 Digital signal

Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

C.6.1 Row 1 C.6.1-1

[1] [2] -0 Off
[1] [2] -1 Output according to priority
[1] [2] -2 Output AO1 <O.1.1≠0>
[1] [2] -3 Output AO2 <O.2.1≠0>
[1] [2] -4 Output AO3 <O.3.1≠0>
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Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

[1] [2] -5 Output SO1 <O.4.1≠0>
[1] [2] -6 Output SO2 <O.5.1≠0>
[1] -7 Controller [1] output Y

[2] -8 Controller [2] output Y
[2] -10 Output master controller YM <M.1-3>

[1] [2] -11 Input PV before filter <C.1.1.1≠0>
[1] [2] -12 Input PV after function generation <C.1.1.1≠0>
[1] [2] -13 Actual value PV0 at comparator <C.1.1.1≠0>
[1] -14 Actual ratio PVR <M.1-2/-6>
[1] [2] -15 Input SPE before filter <C.1.2.1≠0>
[1] [2] -16 Input SPE after function generation <C.1.2.1≠0>
[1] [2] -17 Input DV before filter <C.1.3.1≠0>
[1] [2] -18 Input DV after function generation <C.1.3.1≠0>
[1] [2] -19 Input TR before filter <C.1.4.1≠0>
[1] [2] -20 Input TR after function generation <C.1.4.1≠0>
[1] [2] -22 Input FB before filter <C.1.5.1≠0>
[1] [2] -23 Input FB after filter <C.1.5.1≠0>
[1] [2] -24 Signal A <C.3.2.1≠0/C.3.2.3≠0>
[1] [2] -25 Signal B <C.3.2.3≠0>
[1] [2] -26 Set point SP1 <C.2.1.1-1/-2/-3/-4>
[1] [2] -27 Set point SP2 <C.2.1.1-2/-3/-4>
[1] [2] -28 Set point SP3 <C.2.1.1-3/-4>
[1] [2] -29 Set point SP4 <C.2.1.1-4>
[1] [2] -30 Set point SPI
[1] -31 Set point SPM <M.1-3>
[1] [2] -32 Set point SPC <C.2.1.2-2>
[1] [2] -33 Set point SP
[1] [2] -34 Set point SP0 at comparator
[1] -35 Set point ratio SPR <M.1-2/-6>
[1] [2] -36 Error signal +/–e
[1] [2] -37 Digital outputs DO1…4

<O.6.1≠0/O.7.1≠0/O.8.1≠0/O.9.1≠0>
[1] [2] -38 Digital outputs DO5…7
[1] [2] -39 Digital inputs DI1…4
[1] [2] -40 Effective KP
[1] [2] -41 Effective TN
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Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

C.6.2 Row 1 representation <C.6.1≠0> C.6.2-1
C.6.2-5, if 
C.6.1-5/-6
C.6.2-6, if 
C.6.1-37/ 
-38/-39

[1] [2] -1 Numerical
[1] [2] -2 Numerical, inverted
[1] [2] -3 Bar graph
[1] [2] -4 Bar graph, inverted
[1] [2] -5 Switching signal
[1] [2] -6 Digital signal

C.6.3 Row 2 C.6.3-1

[1] [2] -0 Off
[1] [2] -1 Output according to priority
[1] [2] -2 Output AO1 <O.1.1≠0>
[1] [2] -3 Output AO2 <O.2.1≠0>
[1] [2] -4 Output AO3 <O.3.1≠0>
[1] [2] -5 Output SO1 <O.4.1≠0>
[1] [2] -6 Output SO2 <O.5.1≠0>
[1] -7 Controller [1] output Y

[2] -8 Controller [2] output Y
[2] -10 Output master controller YM <M.1-3>

[1] [2] -11 Input PV before filter <C.1.1.1≠0>
[1] [2] -12 Input PV after function generation <C.1.1.1≠0>
[1] [2] -13 Actual value PV0 at comparator <C.1.1.1≠0>
[1] -14 Actual ratio PVR <M.1-2/-6>
[1] [2] -15 Input SPE before filter <C.1.2.1≠0>
[1] [2] -16 Input SPE after function generation <C.1.2.1≠0>
[1] [2] -17 Input DV before filter <C.1.3.1≠0>
[1] [2] -18 Input DV after function generation <C.1.3.1≠0>
[1] [2] -19 Input TR before filter <C.1.4.1≠0>
[1] [2] -20 Input TR after function generation <C.1.4.1≠0>
[1] [2] -22 Input FB before filter <C.1.5.1≠0>
[1] [2] -23 Input FB after filter <C.1.5.1≠0>
[1] [2] -24 Signal A <C.3.2.1≠0/C.3.2.3≠0>
[1] [2] -25 Signal B <C.3.2.3≠0>
[1] [2] -26 Set point SP1 <C.2.1.1-1/-2/-3/-4>
[1] [2] -27 Set point SP2 <C.2.1.1-2/-3/-4>
[1] [2] -28 Set point SP3 <C.2.1.1-3/-4>
[1] [2] -29 Set point SP4 <C.2.1.1-4>
[1] [2] -30 Set point SPI
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Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

[1] -31 Set point SPM <M.1-3>
[1] [2] -32 Set point SPC <C.2.1.2-2>
[1] [2] -33 Set point SP
[1] [2] -34 Set point SP0 at comparator
[1] -35 Set point ratio SPR <M.1-2/-6>
[1] [2] -36 Error signal +/–e
[1]
[1]

[2] -37 Digital outputs DO1…4
<O.6.1≠0/O.7.1≠0/O.8.1≠0/O.9.1≠0>

[1] [2] -38 Digital outputs DO5…7
[2] -39 Digital inputs DI1…4

[1] [2] -40 Effective KP
[1] [2] -41 Effective TN

C.6.4 Row 2 representation <C.6.3≠0> C.6.4-1
C.6.4-5, if 
C.6.3-5/-6
C.6.4-6, if 
C.6.3-37/ 
-38/-39

[1] [2] -1 Numerical
[1] [2] -2 Numerical, inverted
[1] [2] -3 Bar graph
[1] [2] -4 Bar graph, inverted
[1] [2] -5 Switching signal
[1] [2] -6 Digital signal

C.6.5 Row 3 C.6.5-1

[1] [2] -0 Off
[1] [2] -1 Output according to priority
[1] [2] -2 Output AO1 <O.1.1≠0>
[1] [2] -3 Output AO2 <O.2.1≠0>
[1] [2] -4 Output AO3 <O.3.1≠0>
[1] [2] -5 Output SO1 <O.4.1≠0>
[1] [2] -6 Output SO2 <O.5.1≠0>
[1] -7 Controller [1] output Y

[2] -8 Controller [2] output Y
[2] -10 Output master controller YM <M.1-3>

[1] [2] -11 Input PV before filter <C.1.1.1≠0>
[1] [2] -12 Input PV after function generation <C.1.1.1≠0>
[1] [2] -13 Actual value PV0 at comparator <C.1.1.1≠0>
[1] -14 Actual ratio PVR <M.1-2/-6>
[1] [2] -15 Input SPE before filter <C.1.2.1≠0>
[1] [2] -16 Input SPE after function generation <C.1.2.1≠0>
[1] [2] -17 Input DV before filter <C.1.3.1≠0>
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Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

[1] [2] -18 Input DV after function generation <C.1.3.1≠0>
[1] [2] -19 Input TR before filter <C.1.4.1≠0>
[1] [2] -20 Input TR after function generation <C.1.4.1≠0>
[1] [2] -22 Input FB before filter <C.1.5.1≠0>
[1] [2] -23 Input FB after filter <C.1.5.1≠0>
[1] [2] -24 Signal A <C.3.2.1≠0/C.3.2.3≠0>
[1] [2] -25 Signal B <C.3.2.3≠0>
[1] [2] -26 Set point SP1 <C.2.1.1-1/-2/-3/-4>
[1] [2] -27 Set point SP2 <C.2.1.1-2/-3/-4>
[1] [2] -28 Set point SP3 <C.2.1.1-3/-4>
[1] [2] -29 Set point SP4 <C.2.1.1-4>
[1] [2] -30 Set point SPI
[1] -31 Set point SPM <M.1-3>
[1] [2] -32 Set point SPC <C.2.1.2-2>
[1] [2] -33 Set point SP
[1] [2] -34 Set point SP0 at comparator
[1] -35 Set point ratio SPR <M.1-2/-6>
[1] [2] -36 Error signal +/–e
[1] [2] -37 Digital outputs DO1…4

<O.6.1≠0/O.7.1≠0/O.8.1≠0/O.9.1≠0>
[1] [2] -38 Digital outputs DO5…7

[2] -39 Digital inputs DI1…4
[1] [2] -40 Effective KP
[1] [2] -41 Effective TN

C.6.6 Row 3 representation <C.6.5≠0> C.6.6-1
C.6.6-5, if 
C.6.5-5/-6
C.6.6-6, if 
C.6.5-37/ 
-38/-39

[1] [2] -1 Numerical
[1] [2] -2 Numerical, inverted
[1] [2] -3 Bar graph
[1] [2] -4 Bar graph, inverted
[1] [2] -5 Switching signal
[1] [2] -6 Digital signal

C.6.7 Row 4 C.6.7-1

[1] [2] -0 Off
[1] [2] -1 Output according to priority
[1] [2] -2 Output AO1 <O.1.1≠0>
[1] [2] -3 Output AO2 <O.2.1≠0>
[1] [2] -4 Output AO3 <O.3.1≠0>
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Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

[1] [2] -5 Output SO1 <O.4.1≠0>
[1] [2] -6 Output SO2 <O.5.1≠0>
[1] -7 Controller [1] output Y

[2] -8 Controller [2] output Y
[2] -10 Output master controller YM <M.1-3>

[1] [2] -11 Input PV before filter <C.1.1.1≠0>
[1] [2] -12 Input PV after function generation <C.1.1.1≠0>
[1] [2] -13 Actual value PV0 at comparator <C.1.1.1≠0>
[1] -14 Actual ratio PVR <M.1-2/-6>
[1] [2] -15 Input SPE before filter <C.1.2.1≠0>
[1] [2] -16 Input SPE after function generation <C.1.2.1≠0>
[1] [2] -17 Input DV before filter <C.1.3.1≠0>
[1] [2] -18 Input DV after function generation <C.1.3.1≠0>
[1] [2] -19 Input TR before filter <C.1.4.1≠0>
[1] [2] -20 Input TR after function generation <C.1.4.1≠0>
[1] [2] -22 Input FB before filter <C.1.5.1≠0>
[1] [2] -23 Input FB after filter <C.1.5.1≠0>
[1] [2] -24 Signal A <C.3.2.1≠0/C.3.2.3≠0>
[1] [2] -25 Signal B <C.3.2.3≠0>
[1] [2] -26 Set point SP1 <C.2.1.1-1/-2/-3/-4>
[1] [2] -27 Set point SP2 <C.2.1.1-2/-3/-4>
[1] [2] -28 Set point SP3 <C.2.1.1-3/-4>
[1] [2] -29 Set point SP4 <C.2.1.1-4>
[1] [2] -30 Set point SPI
[1] -31 Set point SPM <M.1-3>
[1] [2] -32 Set point SPC <C.2.1.2-2>
[1] [2] -33 Set point SP
[1] [2] -34 Set point SP0 at comparator
[1] -35 Set point ratio SPR <M.1-2/-6>
[1] [2] -36 Error signal +/–e
[1] [2] -37 Digital outputs DO1…4

<O.6.1≠0/O.7.1≠0/O.8.1≠0/O.9.1≠0>
[1] [2] -38 Digital outputs DO5…7

[2] -39 Digital inputs DI1…4
[1] [2] -40 Effective KP
[1] [2] -41 Effective TN
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Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

C.6.8 Row 4 representation <C.6.7≠0> C.6.8-1
C.6.8-5, if 
C.6.7-5/-6
C.6.8-6, if 
C.6.7-37/ 
-38/-39

[1] [2] -1 Numerical
[1] [2] -2 Numerical, inverted
[1] [2] -3 Bar graph
[1] [2] -4 Bar graph, inverted
[1] [2] -5 Switching signal
[1] [2] -6 Digital signal

C.6.9 Row 5 C.6.9-1

[1] [2] -0 Off
[1] [2] -1 Output according to priority
[1] [2] -2 Output AO1 <O.1.1≠0>
[1] [2] -3 Output AO2 <O.2.1≠0>
[1] [2] -4 Output AO3 <O.3.1≠0>
[1] [2] -5 Output SO1 <O.4.1≠0>
[1] [2] -6 Output SO2 <O.5.1≠0>
[1] -7 Controller [1] output Y

[2] -8 Controller [2] output Y
[2] -10 Output master controller YM <M.1-3>

[1] [2] -11 Input PV before filter <C.1.1.1≠0>
[1] [2] -12 Input PV after function generation <C.1.1.1≠0>
[1] [2] -13 Actual value PV0 at comparator <C.1.1.1≠0>
[1] -14 Actual ratio PVR <M.1-2/-6>
[1] [2] -15 Input SPE before filter <C.1.2.1≠0>
[1] [2] -16 Input SPE after function generation <C.1.2.1≠0>
[1] [2] -17 Input DV before filter <C.1.3.1≠0>
[1] [2] -18 Input DV after function generation <C.1.3.1≠0>
[1] [2] -19 Input TR before filter <C.1.4.1≠0>
[1] [2] -20 Input TR after function generation <C.1.4.1≠0>
[1] [2] -22 Input FB before filter <C.1.5.1≠0>
[1] [2] -23 Input FB after filter <C.1.5.1≠0>
[1] [2] -24 Signal A <C.3.2.1≠0/C.3.2.3≠0>
[1] [2] -25 Signal B <C.3.2.3≠0>
[1] [2] -26 Set point SP1 <C.2.1.1-1/-2/-3/-4>
[1] [2] -27 Set point SP2 <C.2.1.1-2/-3/-4>
[1] [2] -28 Set point SP3 <C.2.1.1-3/-4>
[1] [2] -29 Set point SP4 <C.2.1.1-4>
[1] [2] -30 Set point SPI
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Con-
troller

C.6 Additional display Default 
setting

Setting
[1] [2]

[1] -31 Set point SPM <M.1-3>
[1] [2] -32 Set point SPC <C.2.1.2-2>
[1] [2] -33 Set point SP
[1] [2] -34 Set point SP0 at comparator
[1] -35 Set point ratio SPR <M.1-2/-6>
[1] [2] -36 Error signal +/–e
[1] [2] -37 Digital outputs DO1…4

<O.6.1≠0/O.7.1≠0/O.8.1≠0/O.9.1≠0>
[1] [2] -38 Digital outputs DO5…7

[2] -39 Digital inputs DI1…4
[1] [2] -40 Effective KP
[1] [2] -41 Effective TN

C.6.10 Row 5 representation <C.6.9≠0> C.6.10-1
C.6.10-5, if 
C.6.9-5/-6
C.6.10-6, if 
C.6.9-37/ 
-38/-39

[1] [2] -1 Numerical
[1] [2] -2 Numerical, inverted
[1] [2] -3 Bar graph
[1] [2] -4 Bar graph, inverted
[1] [2] -5 Switching signal
[1] [2] -6 Digital signal

Con-
troller

C.7 Operating keys Default 
setting

Setting
[1] [2]

C.7.1 Invert manual output value C.7.1-0

[1] [2] -0 Off
[1] [2] -1 On

C.7.2 Lock manual/automatic key C.7.2-0

[1] [2] -0 Off
[1] [2] -1 On

C.7.3 Lock set point keys C.7.3-0

[1] [2] -0 Off
[1] [2] -1 On
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O Output
O.1 Analog output AO1 Default 

setting
Setting

O.1.1 Assign source O.1.1-1
-0 Off
-1 Controller [1] output Y
-2 Controller [2] output Y <M.1-3/-4/-5/-6>
-4 Constant positioning value
-5 [1] Input PV before filter <1C.1.1.1≠0>
-6 [1] Input PV after function generation <1C.1.1.1≠0>
-7 [1] Actual value PV0 <1C.1.1.1≠0>
-8 [1] Input SPE before filter <1C.1.2.1≠0>
-9 [1] Input SPE after function generation <1C.1.2.1≠0>

-10 [1] Input DV before filter <1C.1.3.1≠0>
-11 [1] Input DV after function generation <1C.1.3.1≠0>
-12 [1] Input TR before filter <1C.1.4.1≠0>
-13 [1] Input TR after function generation <1C.1.4.1≠0>
-14 [1] Input FB before filter <1C.1.5.1≠0>
-15 [1] Signal A <1C.3.2.1-1/1C.3.2.3-1>
-16 [1] Signal B <1C.3.2.3≠0>
-17 [1] Set point SP0
-18 [1] Error signal +/–e
-19 [1] Abs. error signal |e|
-20 [1] Set point ratio SPR <M.1-2/-6>
-21 [1] Actual ratio PVR <M.1-2/-6>
-22 [2] Input PV before filter <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-23 [2] Input PV after function generation <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-24 [2] Actual value PV0 <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-25 [2] Input SPE before filter <M.1-3/-4/-5/-6, 2C.1.2.1≠0>
-26 [2] Input SPE after function generation <M.1-3/-4/-5/-6, 2C.1.2.1≠0>
-27 [2] Input DV before filter <M.1-3/-4/-5/-6, 2C.1.3.1≠0>
-28 [2] Input DV after function generation <M.1-3/-4/-5/-6, 2C.1.3.1≠0>
-29 [2] Input TR before filter <M.1-3/-4/-5/-6, 2C.1.4.1≠0>
-30 [2] Input TR after function generation <M.1-3/-4/-5/-6, 2C.1.4.1≠0>
-31 [2] Input FB before filter <M.1-3/-4/-5/-6, 2C.1.5.1≠0>
-32 [2] Signal A <M.1-3/-4/-5/-6, 2C.3.2.1-1, 2C.3.2.3-1>
-33 [2] Signal B <M.1-3/-4/-5/-6, 2C.3.2.3≠0>
-34 [2] Set point SP0 <M.1-3/-4/-5/-6>
-35 [2] Error signal +/–e <M.1-3/-4/-5/-6>
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O.1 Analog output AO1 Default 
setting

Setting

-36 [2] Abs. error signal |e| <M.1-3/-4/-5/-6>
-37 Output master controller YM <M.1-3>
-38 Y1*Y2*AO1.KM/100 <M.1-5/-6>
-39 (100–Y1)*Y2*AO1.KM/100 <M.1-5/-6>

AO1.FX Constant output value <O.1.1-4> [–10.0 ... 110.0 %] 0.0 %
A01.KM Constant, mixing operation <O.1.1-38/-

39>
[0.0 … 100.0] 1.0

O.1.2 Output signal <O.1.1≠0> O.1.2-1
-1 4-20 mA
-2 0-20 mA
-3 0-10 V
-4 2-10 V

AO1.MIN Minimum output value [–10.0 ... 110.0 %] 0.0 %
AO1.MAX Maximum output value [–10.0 ... 110.0 %] 100.0 %
O.1.3 Operating direction <O.1.1≠0> O.1.3-1

-1 Increasing
-2 Decreasing

AO1.P1 Y value for AO1=AO1.MIN <O.1.3-1>
Y value for AO1=AO1.MAX <O.1.3-2>

[–10.0 ... 110.0 %] 0.0 %

The default value of AO1.P1 is the same as AO1.MIN.
If AO1.MIN is changed, AO1.P1 is set to AO1.MIN.

AO1.P2 Y value for AO1=AO1.MAX <O.1.3-1>
Y value for AO1=AO1.MIN <O.1.3-2>

[–10.0 ... 110.0 %] 100.0 %

The default value of AO1.P2 is the same as AO1.MAX.
If AO1.MAX is changed, AO1.P2 is set to AO1.MAX.

O.1.4 Output ramp <O.1.1≠0, O.1.5-0> O.1.4-1
-0 Off
-1 Start with DI1
-2 Start with DI2
-3 Start with DI3
-4 Start with DI4

AO1.GD Gradient <O.1.4≠0> [0.1 ... 100.0 %] 1.0 %
AO1.TB Time base <O.1.4≠0> [s, min, h] s
AO1.ST Initial value <O.1.4≠0> [–10.0 ... 110.0 %] 0.0 %
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O.1 Analog output AO1 Default 
setting

Setting

O.1.5 Limit output rate <O.1.1≠0, O.1.4-0> O.1.5-0
-0 Off
-1 Increasing, continuously active
-2 Decreasing, continuously active
-3 Increasing and decreasing
-4 Increasing. Start with DI1
-5 Increasing. Start with DI2
-6 Increasing. Start with DI3
-7 Increasing. Start with DI4
-8 Decreasing. Start with DI1
-9 Decreasing. Start with DI2

-10 Decreasing. Start with DI3
-11 Decreasing. Start with DI4

AO1.GD1 Gradient for increasing output signal
<O.1.5-1/-3/-4/-5/-6/-7>

[0.1 ... 100.0 %] 1.0 %

AO1.GD2 Gradient for decreasing output signal
<O.1.5-2/-3/-8/-9/-10/-11>

[0.1 ... 100.0 %] 1.0 %

AO1.TB2 Time base <O.1.5≠0> [s, min, h] s
O.1.6 Constant output value 1 with DI (auto mode) <O.1.1≠0> O.1.6-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

AO1.K1 Constant output value 1 <O.1.6≠0> [–10.0 ... 110.0 %] 0.0 %
O.1.7 Constant output value 2 with DI (man/auto) <O.1.1≠0> O.1.7-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

AO1.K2 Constant output value 2 <O.1.7≠0> [–10.0 ... 110.0 %] 0.0 %
O.1.8 Limit output by input TR <O.1.1≠0> O.1.8-0

-0 Off
-1 To minimum value
-2 To maximum value
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O.1 Analog output AO1 Default 
setting

Setting

O.1.9 Function generation <O.1.1≠0> O.1.9-0
-0 Off
-1 Setting as required
-2 Equal percentage
-3 Reverse equal percentage

AO1.I1 Input value 1 <O.1.9-1> [–9999.0 ... 9999.0] 0.0
AO1.O1 Output value 1 <O.1.9-1> [–10.0 ... 110.0 %] 0.0 %
AO1.I2 Input value 2 <O.1.9-1> [–9999.0 ... 9999.0] 0.0
AO1.O2 Output value 2 <O.1.9-1> [–10.0 ... 110.0 %] 0.0 %
AO1.I3 Input value 3 <O.1.9-1> [–9999.0 ... 9999.0] 0.0
AO1.O3 Output value 3 <O.1.9-1> [–10.0 ... 110.0 %] 0.0 %
AO1.I4 Input value 4 <O.1.9-1> [–9999.0 ... 9999.0] 0.0
AO1.O4 Output value 4 <O.1.9-1> [–10.0 ... 110.0 %] 0.0 %
AO1.I5 Input value 5 <O.1.9-1> [–9999.0 ... 9999.0] 0.0
AO1.O5 Output value 5 <O.1.9-1> [–10.0 ... 110.0 %] 0.0 %
AO1.I6 Input value 6 <O.1.9-1> [–9999.0 ... 9999.0] 0.0
AO1.O6 Output value 6 <O.1.9-1> [–10.0 ... 110.0 %] 0.0 %
AO1.I7 Input value 7 <O.1.9-1> [–9999.0 ... 9999.0] 100.0
AO1.O7 Output value 7 <O.1.9-1> [–10.0 ... 110.0 %] 100.0 %

O.2 Analog output AO2 Default 
setting

Setting

O.2.1 Assign source O.2.1-0
-0 Off
-1 Controller [1] output Y
-2 Controller [2] output Y <M.1-3/-4/-5/-6>
-4 Constant positioning value
-5 [1] Input PV before filter <1C.1.1.1≠0>
-6 [1] Input PV after function generation <1C.1.1.1≠0>
-7 [1] Actual value PV0 <1C.1.1.1≠0>
-8 [1] Input SPE before filter <1C.1.2.1≠0>
-9 [1] Input SPE after function generation <1C.1.2.1≠0>

-10 [1] Input DV before filter <1C.1.3.1≠0>
-11 [1] Input DV after function generation <1C.1.3.1≠0>
-12 [1] Input TR before filter <1C.1.4.1≠0>
-13 [1] Input TR after function generation <1C.1.4.1≠0>
-14 [1] Input FB before filter <1C.1.5.1≠0>
-15 [1] Signal A <1C.3.2.1≠0/1C.3.2.3≠0>
-16 [1] Signal B <1C.3.2.3≠0>
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O.2 Analog output AO2 Default 
setting

Setting

-17 [1] Set point SP0
-18 [1] Error signal +/–e
-19 [1] Abs. error signal |e|
-20 [1] Set point ratio SPR <M.1-2/-6>
-21 [1] Actual ratio PVR <M.1-2/-6>
-22 [2] Input PV before filter <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-23 [2] Input PV after function generation <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-24 [2] Actual value PV0 <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-25 [2] Input SPE before filter <M.1-3/-4/-5/-6, 2C.1.2.1≠0>
-26 [2] Input SPE after function generation <M.1-3/-4/-5/-6, 2C.1.2.1≠0>
-27 [2] Input DV before filter <M.1-3/-4/-5/-6, 2C.1.3.1≠0>
-28 [2] Input DV after function generation <M.1-3/-4/-5/-6, 2C.1.3.1≠0>
-29 [2] Input TR before filter <M.1-3/-4/-5/-6, 2C.1.4.1≠0>
-30 [2] Input TR after function generation <M.1-3/-4/-5/-6, 2C.1.4.1≠0>
-31 [2] Input FB before filter <M.1-3/-4/-5/-6, 2C.1.5.1≠0>
-32 [2] Signal A <M.1-3/-4/-5/-6, 2C.3.2.1≠0, 2C.3.2.3≠0>
-33 [2] Signal B <M.1-3/-4/-5/-6, 2C.3.2.3≠0>
-34 [2] Set point SP0 <M.1-3/-4/-5/-6>
-35 [2] Error signal +/–e <M.1-3/-4/-5/-6>
-36 [2] Abs. error signal |e| <M.1-3/-4/-5/-6>
-37 Output master controller YM <M.1-3>
-38 Y1*Y2*AO2.KM/100 <M.1-5/-6>
-39 (100–Y1)*Y2*AO2.KM/100 <M.1-5/-6>

AO2.FX Constant output value <O.2.1-4> [–10.0 ... 110.0 %] 0.0 %
A02.KM Constant, mixing operation <O.2.1-38/-

39>
[0.0 … 100.0] 1.0

O.2.2 Output signal <O.2.1≠0> O.2.2-1
-1 4-20 mA
-2 0-20 mA
-3 0-10 V
-4 2-10 V

AO2.MIN Minimum output value [–10.0 ... 110.0 %] 0.0 %
AO2.MAX Maximum output value [–10.0 ... 110.0 %] 100.0 %
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O.2 Analog output AO2 Default 
setting

Setting

O.2.3 Operating direction <O.2.1≠0> O.2.3-1
-1 Increasing
-2 Decreasing

AO2.P1 Y value for AO2=AO2.MIN <O.2.3-1>
Y value for AO2=AO2.MAX <O.2.3-2>

[–10.0 ... 110.0 %] 0.0 %

The default value of AO2.P1 is the same as AO2.MIN.
If AO2.MIN is changed, AO2.P1 is set to AO2.MIN.

AO2.P2 Y value for AO2=AO2.MAX <O.2.3-1>
Y value for AO2=AO2.MIN <O.2.3-2>

[–10.0 ... 110.0 %] 100.0 %

The default value of AO2.P2 is the same as AO2.MIN.
If AO2.MAX is changed, AO2.P2 is set to AO2.MAX.

O.2.4 Output ramp <O.2.1≠0, O.2.5-0> O.2.4-0
-0 Off
-1 Start with DI1
-2 Start with DI2
-3 Start with DI3
-4 Start with DI4

AO2.GD Gradient <O.2.4≠0> [0.1 ... 100.0 %] 1.0 %
AO2.TB Time base <O.2.4≠0> [s, min, h] s
AO2.ST Initial value <O.2.4≠0> [–10.0 ... 110.0 %] 0.0 %
O.2.5 Limit output rate <O.2.1≠0, O.2.4-0> O.2.5-0

-0 Off
-1 Increasing, continuously active
-2 Decreasing, continuously active
-3 Increasing and decreasing
-4 Increasing. Start with DI1
-5 Increasing. Start with DI2
-6 Increasing. Start with DI3
-7 Increasing. Start with DI4
-8 Decreasing. Start with DI1
-9 Decreasing. Start with DI2

-10 Decreasing. Start with DI3
-11 Decreasing. Start with DI4

AO2.GD1 Gradient for increasing output signal
<O.2.5-1/-3/-4/-5/-6/-7>

[0.1 ... 100.0 %] 1.0 %

AO2.GD2 Gradient for decreasing output signal
<O.2.5-2/-3/-8/-9/-10/-11>

[0.1 ... 100.0 %] 1.0 %

AO2.TB2 Time base <O.2.5≠0> [s, min, h] s
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O.2 Analog output AO2 Default 
setting

Setting

O.2.6 Constant output value 1 with DI (auto mode) <O.2.1≠0> O.2.6-0
-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

AO2.K1 Constant output value 1 <O.2.6≠0> [–10.0 ... 110.0 %] 0.0 %
O.2.7 Constant output value 2 with DI (man/auto) <O.2.1≠0> O.2.7-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

AO2.K2 Constant output value 2 <O.2.7≠0> [–10.0 ... 110.0 %] 0.0 %
O.2.8 Limit output by input TR <O.2.1≠0> O.2.8-0

-0 Off
-1 To minimum value
-2 To maximum value

O.2.9 Function generation <O.2.1≠0> O.2.9-0
-0 Off
-1 Setting as required
-2 Equal percentage
-3 Reverse equal percentage

AO2.I1 Input value 1 <O.2.9-1> [–9999.0 ... 9999.0] 0.0
AO2.O1 Output value 1 <O.2.9-1> [–10.0 ... 110.0 %] 0.0 %
AO2.I2 Input value 2 <O.2.9-1> [–9999.0 ... 9999.0] 0.0
AO2.O2 Output value 2 <O.2.9-1> [–10.0 ... 110.0 %] 0.0 %
AO2.I3 Input value 3 <O.2.9-1> [–9999.0 ... 9999.0] 0.0
AO2.O3 Output value 3 <O.2.9-1> [–10.0 ... 110.0 %] 0.0 %
AO2.I4 Input value 4 <O.2.9-1> [–9999.0 ... 9999.0] 0.0
AO2.O4 Output value 4 <O.2.9-1> [–10.0 ... 110.0 %] 0.0 %
AO2.I5 Input value 5 <O.2.9-1> [–9999.0 ... 9999.0] 0.0
AO2.O5 Output value 5 <O.2.9-1> [–10.0 ... 110.0 %] 0.0 %
AO2.I6 Input value 6 <O.2.9-1> [–9999.0 ... 9999.0] 0.0
AO2.O6 Output value 6 <O.2.9-1> [–10.0 ... 110.0 %] 0.0 %
AO2.I7 Input value 7 <O.2.9-1> [–9999.0 ... 9999.0] 100.0
AO2.O7 Output value 7 <O.2.9-1> [–10.0 ... 110.0 %] 100.0 %
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O.3 Analog output AO3 Default 
setting

Setting

O.3.1 Assign source O.3.1-1
-0 Off
-1 Controller [1] output Y
-2 Controller [2] output Y <M.1-3/-4/-5/-6>
-4 Constant positioning value
-5 [1] Input PV before filter <1C.1.1.1≠0>
-6 [1] Input PV after function generation <1C.1.1.1≠0>
-7 [1] Actual value PV0 <1C.1.1.1≠0>
-8 [1] Input SPE before filter <1C.1.2.1≠0>
-9 [1] Input SPE after function generation <1C.1.2.1≠0>

-10 [1] Input DV before filter <1C.1.3.1≠0>
-11 [1] Input DV after function generation <1C.1.3.1≠0>
-12 [1] Input TR before filter <1C.1.4.1≠0>
-13 [1] Input TR after function generation <1C.1.4.1≠0>
-14 [1] Input FB before filter <1C.1.5.1≠0>
-15 [1] Signal A <1C.3.2.1≠0/1C.3.2.3≠0>
-16 [1] Signal B <1C.3.2.3≠0>
-17 [1] Set point SP0
-18 [1] Error signal +/–e
-19 [1] Abs. error signal |e|
-20 [1] Set point ratio SPR <M.1-2/-6>
-21 [1] Actual ratio PVR <M.1-2/-6>
-22 [2] Input PV before filter <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-23 [2] Input PV after function generation <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-24 [2] Actual value PV0 <M.1-3/-4/-5/-6, 2C.1.1.1≠0>
-25 [2] Input SPE before filter <M.1-3/-4/-5/-6, 2C.1.2.1≠0>
-26 [2] Input SPE after function generation <M.1-3/-4/-5/-6, 2C.1.2.1≠0>
-27 [2] Input DV before filter <M.1-3/-4/-5/-6, 2C.1.3.1≠0>
-28 [2] Input DV after function generation <M.1-3/-4/-5/-6, 2C.1.3.1≠0>
-29 [2] Input TR before filter <M.1-3/-4/-5/-6, 2C.1.4.1≠0>
-30 [2] Input TR after function generation <M.1-3/-4/-5/-6, 2C.1.4.1≠0>
-31 [2] Input FB before filter <M.1-3/-4/-5/-6, 2C.1.5.1≠0>
-32 [2] Signal A <M.1-3/-4/-5/-6, 2C.3.2.1≠0, 2C.3.2.3≠0>
-33 [2] Signal B <M.1-3/-4/-5/-6, 2C.3.2.3≠0>
-34 [2] Set point SP0 <M.1-3/-4/-5/-6>
-35 [2] Error signal +/–e <M.1-3/-4/-5/-6>
-36 [2] Abs. error signal |e| <M.1-3/-4/-5/-6>



EB 6495-2 EN	  16-53

Annex A (configuration guide)

O.3 Analog output AO3 Default 
setting

Setting

-37 Output master controller YM <M.1-3>
-38 Y1*Y2*AO3.KM/100 <M.1-5/-6>
-39 (100–Y1)*Y2*AO3.KM/100 <M.1-5/-6>

AO3.FX Constant output value <O.3.1-4> [–10.0 ... 110.0 %] 0.0 %
A03.KM Constant, mixing operation <O.3.1-38/-

39>
[0.0 … 100.0] 1.0

O.3.2 Output signal <O.3.1≠0> O.3.2-1
-1 4-20 mA
-2 0-20 mA
-3 0-10 V
-4 2-10 V

AO3.MIN Minimum output value [–10.0 ... 110.0 %] 0.0 %
AO3.MAX Maximum output value [–10.0 ... 110.0 %] 100.0 %
O.3.3 Operating direction <O.3.1≠0> O.3.3-1

-1 Increasing
-2 Decreasing

AO3.P1 Y value for AO3=AO3.MIN <O.3.3-1>
Y value for AO3=AO3.MAX <O.3.3-2>

[–10.0 ... 110.0 %] 0.0 %

The default value of AO3.P1 is the same as AO3.MIN.
If AO3.MIN is changed, AO3.P1 is set to AO3.MIN.

AO3.P2 Y value for AO3=AO3.MAX <O.3.3-1>
Y value for AO3=AO3.MIN <O.3.3-2>

[–10.0 ... 110.0 %] 100.0 %

The default value of AO3.P2 is the same as AO3.MAX.
If AO3.MAX is changed, AO3.P2 is set to AO3.MAX.

O.3.4 Output ramp <O.3.3-1, O.3.5-0> O.3.4-0
-0 Off
-1 Increasing, start with DI1
-2 Increasing, start with DI2
-3 Increasing, start with DI3
-4 Increasing, start with DI4

AO3.GD Gradient <O.3.4≠0> [0.1 ... 100.0 %] 1.0 %
AO3.TB Time base <O.3.4≠0> [s, min, h] s
AO3.ST Initial value <O.3.4≠0> [–10.0 ... 110.0 %] 0.0 %
O.3.5 Limit output rate <O.3.1≠0, O.3.4-0> O.3.5-0

-0 Off
-1 Increasing, continuously active
-2 Decreasing, continuously active
-3 Increasing and decreasing
-4 Increasing. Start with DI1
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O.3 Analog output AO3 Default 
setting

Setting

-5 Increasing. Start with DI2
-6 Increasing. Start with DI3
-7 Increasing. Start with DI4
-8 Decreasing. Start with DI1
-9 Decreasing. Start with DI2

-10 Decreasing. Start with DI3
-11 Decreasing. Start with DI4

AO3.GD1 Gradient for increasing output signal
<O.3.5-1/-3/-4/-5/-6/-7>

[0.1 ... 100.0 %] 1.0 %

AO3.GD2 Gradient for decreasing output signal
<O.3.5-2/-3/-8/-9/-10/-11>

[0.1 ... 100.0 %] 1.0 %

AO3.TB2 Time base <O.3.5≠0> [s, min, h] s
O.3.6 Constant output value 1 with DI (auto mode) <O.3.1≠0> O.3.6-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

AO3.K1 Constant output value 1 <O.3.6≠0> [–10.0 ... 110.0 %] 0.0 %
O.3.7 Constant output value 2 with DI (man/auto) <O.3.1≠0> O.3.7-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

AO3.K2 Constant output value 2 <O.3.7≠0> [–10.0 ... 110.0 %] 0.0 %
O.3.8 Limit output by input TR <O.3.1≠0> O.3.8-0

-0 Off
-1 To minimum value
-2 To maximum value

O.3.9 Function generation <O.3.1≠0> O.3.9-0
-0 Off
-1 Setting as required
-2 Equal percentage
-3 Reverse equal percentage

AO3.I1 Input value 1 <O.3.9-1> [–9999.0 ... 9999.0] 0.0
AO3.O1 Output value 1 <O.3.9-1> [–10.0 ... 110.0 %] 0.0 %
AO3.I2 Input value 2 <O.3.9-1> [–9999.0 ... 9999.0] 0.0
AO3.O2 Output value 2 <O.3.9-1> [–10.0 ... 110.0 %] 0.0 %
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setting

Setting

AO3.I3 Input value 3 <O.3.9-1> [–9999.0 ... 9999.0] 0.0
AO3.O3 Output value 3 <O.3.9-1> [–10.0 ... 110.0 %] 0.0 %
AO3.I4 Input value 4 <O.3.9-1> [–9999.0 ... 9999.0] 0.0
AO3.O4 Output value 4 <O.3.9-1> [–10.0 ... 110.0 %] 0.0 %
AO3.I5 Input value 5 <O.3.9-1> [–9999.0 ... 9999.0] 0.0
AO3.O5 Output value 5 <O.3.9-1> [–10.0 ... 110.0 %] 0.0 %
AO3.I6 Input value 6 <O.3.9-1> [–9999.0 ... 9999.0] 0.0
AO3.O6 Output value 6 <O.3.9-1> [–10.0 ... 110.0 %] 0.0 %
AO3.I7 Input value 7 <O.3.9-1> [–9999.0 ... 9999.0] 100.0
AO3.O7 Output value 7 <O.3.9-1> [–10.0 ... 110.0 %] 100.0 %

O.4 Switching output SO1 Default 
setting

Setting

O.4.1 Assign source O.4.1-0
-0 Off
-1 Controller [1] output Y
-2 Controller [2] output Y <M.1-3/-4/-5/-6>

-38 Y1*Y2*SO1.KM/100 <M.1-5/-6>
-39 (100–Y1)*Y2*SO1.KM/100 <M.1-5/-6>

SO1.KM Constant, mixing operation <O.4.1-38/-
39>

[0.0 … 100.0] 1.0

O.4.2 Output signal DO1/DO2 <O.4.1≠0> O.4.2-0
-0 Off
-1 Three-step
-2 Three-step with external feedback
-3 On-off PWM "+" display
-4 On-off PWM "–" display
-5 Three-step PWM with internal feedback
-6 Three-step PWM with external feedback

SO1.TY Transit time <O.4.2-1/-5> [10 ... 1000 s] 60 s
SO1.TZ Dead band <O.4.2≠0> [0.1 ... 100.0 %] 2.0 %
SO1.SW Increment <O.4.2-1/-2> [1 ... 4] 1
SO1.P+ Duty cycle (+) signal 

<O.4.2-3/-4/-5/-6>
[1.0 ... 1000.0 s] 10.0 s

SO1.P– Duty cycle (–) signal <O.4.2-5/-6> [1.0 ... 1000.0 s] 10.0 s

SO1.
TMIN+

Minimum on-time (+) signal <O.4.2-3/-
4/-5/-6>

[0.1 ... 100.0 %] 1.0 %

SO1.
TMIN–

Minimum on-time (–) signal <O.4.2-5/-
6>

[0.1 ... 100.0 %] 1.0 %
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O.4 Switching output SO1 Default 
setting

Setting

SO1.
TMAX+

Maximum on-time (+) signal
<O.4.2-3/-4/-5/-6>

[0.1 ... 100.0 %]

SO1.
TMAX–

Maximum on-time (–) signal
<O.4.2-5/-6>

[0.1 ... 100.0 %]

SO1.MIN Minimum output value <O.4.2≠0> [0.0 ... 100.0 %] 0.0 %
SO1.MAX Maximum output value <O.4.2≠0> [0.0 ... 100.0 %] 100.0 %
O.4.3 Operating direction <O.4.1≠0> O.4.3-1

-1 Increasing
-2 Decreasing

SO1.P1 Y value for SO1=SO1.MIN <O.4.3-1>
Y value for SO1=SO1.MAX <O.4.3-2>

[0.0 ... 100.0 %] 0.0 %

The default value of SO1.P1 is the same as SO1.MIN.
If SO1.MIN is changed, SO1.P1 is set to SO1.MIN.

SO1.P2 Y value for SO1=SO1.MAX <O.4.3-1>
Y value for SO1=SO1.MIN <O.4.3-2>

[0.0 ... 100.0 %] 100.0 %

The default value of SO1.P2 is the same as SO1.MAX.
If SO1.MAX is changed, SO1.P2 is set to SO1.MAX.

O.4.4 Output ramp <O.4.1≠0> O.4.4-0
-0 Off
-1 Start with DI1
-2 Start with DI2
-3 Start with DI3
-4 Start with DI4

SO1.GD Gradient <O.4.4≠0> [0.1 ... 100.0 %] 1.0 %
SO1.TB Time base <O.4.4≠0> [s, min, h] s
SO1.ST Initial value <O.4.4≠0> [–10.0 ... 110.0 %] 0.0 %
O.4.6 Constant output value 1 with DI (auto mode) <O.4.1≠0> O.4.6-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

SO1.K1 Constant output value 1 <O.4.6≠0> [–10.0 ... 110.0 %] 0.0 %
O.4.7 Constant output value 2 with DI (man/auto) <O.4.1≠0> O.4.7-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
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setting

Setting

-4 With digital input DI4
SO1.K2 Constant output value 2 <O.4.7≠0> [–10.0 ... 110.0 %] 0.0 %
O.4.8 Limit output by input TR <O.4.1≠0> O.4.8-0

-0 Off
-1 To minimum value
-2 To maximum value

O.4.9 Function generation <O.4.1≠0> O.4.9-0
-0 Off
-1 Setting as required
-2 Equal percentage
-3 Reverse equal percentage

SO1.I1 Input value 1 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.O1 Output value 1 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.I2 Input value 2 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.O2 Output value 2 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.I3 Input value 3 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.O3 Output value 3 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.I4 Input value 4 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.O4 Output value 4 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.I5 Input value 5 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.O5 Output value 5 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.I6 Input value 6 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.O6 Output value 6 <O.4.9-1> [–10.0 ... 110.0 %] 0.0 %
SO1.I7 Input value 7 <O.4.9-1> [–10.0 ... 110.0 %] 100.0 %
SO1.O7 Output value 7 <O.4.9-1> [–10.0 ... 110.0 %] 100.0 %

O.5 Switching output SO2 Default 
setting

Setting

O.4.1 Assign source O.5.1-0
-0 Off
-1 Controller [1] output Y
-2 Controller [2] output Y <M.1-3/-4/-5/-6>

-38 Y1 * Y2 * SO2.KM/100 <M.1-5/-6>
-39 (100 – Y1) * Y2 * SO2.KM/100 <M.1-5/-6>

SO2.KM Constant, mixing operation <O.5.1-38/-
39>

[0.0 … 100.0] 1.0
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O.5 Switching output SO2 Default 
setting

Setting

O.5.2 Output signal DO3/DO4 <O.5.1≠0> O.5.2-0
-0 Off
-1 Three-step
-2 Three-step with external feedback
-3 On-off PWM "+" display
-4 On-off PWM "–" display
-5 Three-step PWM with internal feedback
-6 Three-step PWM with external feedback

SO2.TY Transit time <O.5.2-1/-5> [10 ... 1000 s] 60 s
SO2.TZ Dead band <O.5.2≠0> [0.1 ... 100.0 %] 2.0 %
SO2.SW Increment <O.5.2-1/-2> [1 ... 4] 1
SO2.P+ Duty cycle (+) signal 

<O.5.2-3/-4/-5/-6>
[1.0 ... 1000.0 s] 10.0 s

SO2.P– Duty cycle (–) signal <O.5.2-5/-6> [1.0 ... 1000.0 s] 10.0 s

SO2.
TMIN+

Minimum on-time (+) signal <O.5.2-3/-
4/-5/-6>

[0.1 ... 100.0 %] 1.0 %

SO2.
TMIN–

Minimum on-time (–) signal <O.5.2-5/-
6>

[0.1 ... 100.0 %] 1.0 %

SO2.
TMAX+

Maximum on-time (+) signal
<O.5.2-3/-4/-5/-6>

[0.1 ... 100.0 %]

SO2.
TMAX–

Maximum on-time (–) signal
<O.5.2-5/-6>

[0.1 ... 100.0 %]

SO2.MIN Minimum output value <O.5.2≠0> [0.0 ... 100.0 %] 0.0 %
SO2.MAX Maximum output value <O.5.2≠0> [0.0 ... 100.0 %] 100.0 %
O.5.3 Operating direction <O.5.1≠0> O.5.3-1

-1 Increasing
-2 Decreasing

SO2.P1 Y value for SO2=SO2.MIN <O.5.3-1>
Y value for SO2=SO2.MAX <O.5.3-2>

[0.0 ... 100.0 %] 0.0 %

The default value of SO2.P1 is the same as SO2.MIN.
If SO2.MIN is changed, SO2.P1 is set to SO2.MIN.

SO2.P2 Y value for SO2=SO2.MAX <O.5.3-1>
Y value for SO2=SO2.MIN <O.5.3-2>

[0.0 ... 100.0 %] 100.0 %

The default value of SO2.P2 is the same as SO2.MAX.
If SO2.MAX is changed, SO2.P2 is set to SO2.MAX.
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O.5 Switching output SO2 Default 
setting

Setting

O.5.4 Output ramp <O.5.1≠0> O.5.4-0
-0 Off
-1 Start with DI1
-2 Start with DI2
-3 Start with DI3
-4 Start with DI4

SO2.GD Gradient <O.5.4≠0> [0.1 ... 100.0 %] 1.0 %
SO2.TB Time base <O.5.4≠0> [s, min, h] s
SO2.ST Initial value <O.5.4≠0> [–10.0 ... 110.0 %] 0.0 %
O.5.6 Constant output value 1 with DI (auto mode) <O.5.1≠0> O.5.6-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

SO2.K1 Constant output value 1 <O.5.6≠0> [–10.0 ... 110.0 %] 0.0 %
O.5.7 Constant output value 2 with DI (man/auto) <O.5.1≠0> O.5.7-0

-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

SO2.K2 Constant output value 2 <O.5.7≠0> [–10.0 ... 110.0 %] 0.0 %
O.5.8 Limit output by input TR <O.5.1≠0> O.5.8-0

-0 Off
-1 To minimum value
-2 To maximum value

O.5.9 Function generation <O.5.1≠0> O.5.9-0
-0 Off
-1 Setting as required
-2 Equal percentage
-3 Reverse equal percentage

SO2.I1 Input value 1 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.O1 Output value 1 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.I2 Input value 2 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.O2 Output value 2 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.I3 Input value 3 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.O3 Output value 3 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
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O.5 Switching output SO2 Default 
setting

Setting

SO2.I4 Input value 4 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.O4 Output value 4 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.I5 Input value 5 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.O5 Output value 5 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.I6 Input value 6 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.O6 Output value 6 <O.5.9-1> [–10.0 ... 110.0 %] 0.0 %
SO2.I7 Input value 7 <O.5.9-1> [–10.0 ... 110.0 %] 100.0 %
SO2.O7 Output value 7 <O.5.9-1> [–10.0 ... 110.0 %] 100.0 %

O.6 Digital output DO1 <O.4.2-0> Default 
setting

Setting

O.6.1 Assign function O.6.1.-0
-0 Off
-1 Limit relay Controller [1]
-2 Limit relay Controller [2] <M.1-3/-4/-5/-6>
-3 With digital input DI1
-4 With digital input DI2
-5 With digital input DI3
-6 With digital input DI4
-7 With digital output DO5 <O.10.1≥5>
-8 With digital output DO6 <O.11.1≥5>

O.6.2 Assign signal <O.6.1≠0> O.6.2-0
-0 Off
-1 Input PV <C.1.1.1≠0>
-2 Input SPE <C.1.2.1≠0>
-3 Input DV <C.1.3.1≠0>
-4 Input TR <C.1.4.1≠0>
-5 Input FB <C.1.5.1≠0>
-6 Actual value PV0 <C.1.1.1≠0>
-7 Difference PV – SPE <C.1.1.1≠0, C.1.2.1≠0>
-8 Difference PV – DV <C.1.1.1≠0, C.1.3.1≠0>
-9 Difference SPE – DV <C.1.2.1≠0, C.1.3.1≠0>

-10 Error signal e
-11 Abs. error signal |e|
-12 Output AO1 <O.1.1≠0>
-13 Output AO2 <O.2.1≠0>
-14 Output AO3 <O.3.1≠0>
-15 Output SO1 <O.4.1≠0>
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O.6 Digital output DO1 <O.4.2-0> Default 
setting

Setting

-16 Output SO2 <O.5.1≠0>
-17 Actual ratio PVR <M.1-2/-6 Controller [1], O.6.1-1>
-18 Difference PV[1] – PV[2] <M.1-3/-4/-5/-6, C.1.1.1≠0, O.6.1-1/-2>

O.6.3 Switching function <O.6.2≠0> O.6.3-0
-0 Off
-1 Signal under limit
-2 Signal above limit

DO1.LIM Limit <O.6.3≠0> 0.00
<O.6.2-1/-2/-3/-4/-5/-6/-17>: [–999.00 ... 9999.00]

<O.6.2-7/-8/-9/-18>: [–9999.00 … 9999.00]
<O.6.2-10>: [–110.00 ... 110.00 %]
<O.6.2-11>: [0.00 ... 110.00 %]

<O.6.2-12/-13/-14/-15/-16>: [–10.00 ...110.00 %]
DO1.HYS Hysteresis [0.00 ... 9999.00] 0.50

<O.6.2-10/-11/-12/-13/-14/-15/-16>: [0.00 ... 110.00 %]
O.6.4 Inverting <O.6.1≠0> O.6.4-0

-0 Off
-1 On

O.6.5 Storage <O.6.1≠0> O.6.5-0
-0 Off
-1 Reset with DI1
-2 Reset with DI2
-3 Reset with DI3
-4 Reset with DI4

O.7 Digital output DO2 <O.4.2-0> Default 
setting

Setting

O.7.1 Assign function O.7.1.-0
-0 Off
-1 Limit relay Controller [1]
-2 Limit relay Controller [2] <M.1-3/-4/-5/-6>
-3 With digital input DI1
-4 With digital input DI2
-5 With digital input DI3
-6 With digital input DI4
-7 With digital output DO5 <O.10.1≥5>
-8 With digital output DO6 <O.11.1≥5>
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O.7 Digital output DO2 <O.4.2-0> Default 
setting

Setting

O.7.2 Assign signal <O.7.1≠0> O.7.2-0
-0 Off
-1 Input PV <C.1.1.1≠0>
-2 Input SPE <C.1.2.1≠0>
-3 Input DV <C.1.3.1≠0>
-4 Input TR <C.1.4.1≠0>
-5 Input FB <C.1.5.1≠0>
-6 Actual value PV0 <C.1.1.1≠0>
-7 Difference PV – SPE <C.1.1.1≠0, C.1.2.1≠0>
-8 Difference PV – DV <C.1.1.1≠0, C.1.3.1≠0>
-9 Difference SPE – DV <C.1.2.1≠0, C.1.3.1≠0>

-10 Error signal e
-11 Abs. error signal |e|
-12 Output AO1 <O.1.1≠0>
-13 Output AO2 <O.2.1≠0>
-14 Output AO3 <O.3.1≠0>
-15 Output SO1 <O.4.1≠0>
-16 Output SO2 <O.5.1≠0>
-17 Actual ratio PVR <M.1-2/-6 Controller [1], O.7.1-1/-2>
-18 Difference PV[1] – PV[2] <M.1-3/-4/-5/-6, C.1.1.1≠0, O.7.1-1/-2>

O.7.3 Switching function <O.7.2≠0> O.7.3-0
-0 Off
-1 Signal under limit
-2 Signal above limit

DO2.LIM Limit <O.7.3≠0> 0.00
<O.7.2-1/-2/-3/-4/-5/-6/-17>: [–999.00 ... 9999.00]

<O.7.2-7/-8/-9/-18>: [–9999.00 … 9999.00]
<O.7.2-10>: [–110.00 ... 110.00 %]
<O.7.2-11>: [0.00 ... 110.00 %]

<O.7.2-12/-13/-14/-15/-16>: [–10.00 ...110.00 %]
DO2.HYS Hysteresis [0.00 ... 9999.00] 0.50

<O.7.2-10/-11/-12/-13/-14/-15/-16>: [0.00 ... 110.00 %]
O.7.4 Inverting <O.7.1≠0> O.7.4-0

-0 Off
-1 On
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O.7 Digital output DO2 <O.4.2-0> Default 
setting

Setting

O.7.5 Storage <O.7.1≠0> O.7.5-0
-0 Off
-1 Reset with DI1
-2 Reset with DI2
-3 Reset with DI3
-4 Reset with DI4

O.8 Digital output DO3 <O.5.2-0> Default 
setting

Setting

O.8.1 Assign function O.8.1.-0
-0 Off
-1 Limit relay Controller [1]
-2 Limit relay Controller [2] <M.1-3/-4/-5/-6>
-3 With digital input DI1
-4 With digital input DI2
-5 With digital input DI3
-6 With digital input DI4
-7 With digital output DO5 <O.10.1≥5>
-8 With digital output DO6 <O.11.1≥5>

O.8.2 Assign signal <O.8.1≠0> O.8.2-0
-0 Off
-1 Input PV <C.1.1.1≠0>
-2 Input SPE <C.1.2.1≠0>
-3 Input DV <C.1.3.1≠0>
-4 Input TR <C.1.4.1≠0>
-5 Input FB <C.1.5.1≠0>
-6 Actual value PV0 <C.1.1.1≠0>
-7 Difference PV – SPE <C.1.1.1≠0, C.1.2.1≠0>
-8 Difference PV – DV <C.1.1.1≠0, C.1.3.1≠0>
-9 Difference SPE – DV <C.1.2.1≠0, C.1.3.1≠0>

-10 Error signal e
-11 Abs. error signal |e|
-12 Output AO1 <O.1.1≠0>
-13 Output AO2 <O.2.1≠0>
-14 Output AO3 <O.3.1≠0>
-15 Output SO1 <O.4.1≠0>
-16 Output SO2 <O.5.1≠0>
-17 Actual ratio PVR <M.1-2/-6 Controller [1], O.8.1-1/-2>
-18 Difference PV[1] – PV[2] <M.1-3/-4/-5/-6, C.1.1.1≠0, O.8.1-1/-2>
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O.8 Digital output DO3 <O.5.2-0> Default 
setting

Setting

O.8.3 Switching function <O.8.2≠0> O.8.3-0
-0 Off
-1 Signal under limit
-2 Signal above limit

DO3.LIM Limit <O.8.3≠0> 0.00
<O.8.2-1/-2/-3/-4/-5/-6/-17>: [–999.00 ... 9999.00]

<O.8.2-7/-8/-9/-18>: [–9999.00 … 9999.00]
<O.8.2-10>: [–110.00 ... 110.00 %]
<O.8.2-11>: [0.00 ... 110.00 %]

<O.8.2-12/-13/-14/-15/-16>: [–10.00 ...110.00 %]
DO3.HYS Hysteresis [0.00 ... 9999.00] 0.50

<O.8.2-10/-11/-12/-13/-14/-15/-16>: [0.00 ... 110.00 %]
O.8.4 Inverting <O.8.1≠0> O.8.4-0

-0 Off
-1 On

O.8.5 Storage <O.8.1≠0> O.8.5-0
-0 Off
-1 Reset with DI1
-2 Reset with DI2
-3 Reset with DI3
-4 Reset with DI4

O.9 Digital output DO4 <O.5.2-0> Default 
setting

Setting

O.9.1 Assign function O.9.1.-0
-0 Off
-1 Limit relay Controller [1]
-2 Limit relay Controller [2] <M.1-3/-4/-5/-6>
-3 With digital input DI1
-4 With digital input DI2
-5 With digital input DI3
-6 With digital input DI4
-7 With digital output DO5 <O.10.1≥5>
-8 With digital output DO6 <O.11.1≥5>

O.9.2 Assign signal <O.9.1≠0> O.9.2-0
-0 Off
-1 Input PV <C.1.1.1≠0>
-2 Input SPE <C.1.2.1≠0>
-3 Input DV <C.1.3.1≠0>
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O.9 Digital output DO4 <O.5.2-0> Default 
setting

Setting

-4 Input TR <C.1.4.1≠0>
-5 Input FB <C.1.5.1≠0>
-6 Actual value PV0 <C.1.1.1≠0>
-7 Difference PV – SPE <C.1.1.1≠0, C.1.2.1≠0>
-8 Difference PV – DV <C.1.1.1≠0, C.1.3.1≠0>
-9 Difference SPE – DV <C.1.2.1≠0, C.1.3.1≠0>

-10 Error signal e
-11 Abs. error signal |e|
-12 Output AO1 <O.1.1≠0>
-13 Output AO2 <O.2.1≠0>
-14 Output AO3 <O.3.1≠0>
-15 Output SO1 <O.4.1≠0>
-16 Output SO2 <O.5.1≠0>
-17 Actual ratio PVR <M.1-2/-6 Controller [1], O.9.1-1>
-18 Difference PV[1] – PV[2] <M.1-3/-4/-5/-6, C.1.1.1≠0, O.9.1-1/-2>

O.9.3 Switching function <O.9.2≠0> O.9.3-0
-0 Off
-1 Signal under limit
-2 Signal above limit

DO4.LIM Limit <O.9.3≠0> 0.00
<O.9.2-1/-2/-3/-4/-5/-6/-17>: [–999.00 ... 9999.00]

<O.9.2-7/-8/-9/-18>: [–9999.00 … 9999.00]
<O.9.2-10>: [–110.00 ... 110.00 %]
<O.9.2-11>: [0.00 ... 110.00 %]

<O.9.2-12/-13/-14/-15/-16>: [–10.00 ...110.00 %]
DO4.HYS Hysteresis [0.00 ... 9999.00] 0.50

<O.9.2-10/-11/-12/-13/-14/-15/-16>: [0.00 ... 110.00 %]
O.9.4 Inverting <O.9.1≠0> O.9.4-0

-0 Off
-1 On

O.9.5 Storage <O.9.1≠0> O.9.5-0
-0 Off
-1 Reset with DI1
-2 Reset with DI2
-3 Reset with DI3
-4 Reset with DI4
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O.10 Digital output DO5 Default 
setting

Setting

O.10.1 Assign function O.10.1.-0
-0 Off
-1 Digital input DI1 active
-2 Digital input DI2 active
-3 Digital input DI3 active
-4 Digital input DI4 active
-5 Sensor/signal error <I.1.5≠0/I.2.5≠0/I.3.5≠0/I.4.5≠0>
-6 Communication failure <D.1.1-1>
-7 Cascade opened <M.1-3>
-8 [1] Automatic mode
-9 [1] Manual mode

-10 [1] External set point active <1C.2.1.2≠0>
-11 [1] External output value active <1C.3.3.3≠0>
-12 [2] Automatic mode <M.1-3/-4/-5/-6>
-13 [2] Manual mode <M.1-3/-4/-5/-6>
-14 [2] External set point active <M.1-3/-4/-5/-6, 2C.2.1.2≠0>
-15 [2] External output value active <M.1-3/-4/-5/-6, 2C.3.3.3≠0>
-16 Three-step SO1+ instead of DO1 <O.4.1-1/-2/-5/-6>
-17 Three-step SO2+ instead of DO3 <O.5.1-1/-2/-5/-6>
-18 On-off SO1+ instead of DO1 <O.4.1-3/-4>

O.10.2 Inverting O.10.2-0
-0 Off
-1 On

O.11 Digital output DO6 Default 
setting

Setting

O.11.1 Assign function O.11.1.-0
-0 Off
-1 Digital input DI1 active
-2 Digital input DI2 active
-3 Digital input DI3 active
-4 Digital input DI4 active
-5 Sensor/signal error <I.1.5≠0/I.2.5≠0/I.3.5≠0/I.4.5≠0>
-6 Communication failure <D.1.1-1>
-7 Cascade opened <M.1-3>
-8 [1] Automatic mode
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O.11 Digital output DO6 Default 
setting

Setting

-9 [1] Manual mode
-10 [1] External set point active <1C.2.1.2≠0>
-11 [1] External output value active <1C.3.3.3≠0>
-12 [2] Automatic mode <M.1-3/-4/-5/-6>
-13 [2] Manual mode <M.1-3/-4/-5/-6>
-14 [2] External set point active <M.1-3/-4/-5/-6, 2C.2.1.2≠0>
-15 [2] External output value active <M.1-3/-4/-5/-6, 2C.3.3.3≠0>
-16 Three-step SO1– instead of DO2 <O.4.1-1/-2/-5/-6>
-17 Three-step SO2– instead of DO4 <O.5.1-1/-2/-5/-6>
-18 On-off SO1+ instead of DO3 <O.4.1-3/-4>

O.11.2 Inverting O.11.2-0
-0 Off
-1 On

O.12 Digital output DO7 Default 
setting

Setting

O.12.2 Inverting O.12.2.-0
-0 Off
-1 On
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D Communication

No function due to missing interface board.
The settings of D.2.1 and D.3.1 configuration items are only effective with the corresponding 
interface board.

	Î Select the interface board (see the 'Operation' section).

D.1 General settings Default 
setting

Setting

D1.1 Communication monitoring D.1.1-0
-0 Off
-1 On

QRY.TOUT Query timeout <D.1.1-1> [1 … 9999 s] 60 s

D.2 RS-232 interface Default 
setting

Setting

D.2.1 Protocol D.2.1-1
-0 Off
-1 Automatic (9600, 8, N, 1)
-2 SSP (9600, 8, N, 1)
-3 Modbus RTU

STN Station number <D.2.1.-3> [1 … 255] 1
BITRATE Transmission rate <D.2.1-3> [300, 600, 1200, 2400, 

4800, 9600, 19200, 
38400, 57600, 115200 

bit/s]

9600 
bit/s

PARITY Parity <D.2.1-3> [0 = none, 1 = even,
2 = odd]

0

STOPBIT Stop bit <D.2.1-3> 1, 2 1
RSP.TOUT Response timeout <D.2.1-3> 0.1 … 100.0 s 10.0 s

D.3 RS-485 interface Default 
setting

Setting

D.3.1 Protocol D.3.1-1
-0 Off
-1 Automatic (9600, 8, N, 1)
-2 SSP (9600, 8, N, 1)
-3 Modbus RTU

STN Station number <D.3.1.-3> [1 … 255] 1

NOTICE!
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D.3 RS-485 interface Default 
setting

Setting

BITRATE Transmission rate <D.3.1-3> [300, 600, 1200, 2400, 
4800, 9600, 19200, 

38400, 57600, 115200 
bit/s]

9600 
bit/s

PARITY Parity <D.3.1-3> [0 = none, 1 = even,
2 = odd]

0

STOPBIT Stop bit <D.3.1-3> 1, 2 1
RSP.TOUT Response timeout <D.3.1-3> 0.1 … 100.0 s 10.0 s

A General settings
A.1 Sprache/Language Default 

setting
Setting

A.1.1 Auswahl/Selection
-1 German
-2 English
-3 Français

A.2 Status reading Default 
setting

Setting

A.2.1 Left display A.2.1-1
-0 Off <A.2.2≠0>
-1 Controller [1]
-2 Controller [1] additional display
-3 Controller [2] <M.1-3/-4/-5/-6>
-4 Controller [2] additional display <M.1-3/-4/-5/-6>

A.2.2 Right display A.2.2-0
-0 Off <A.2.1≠0>
-1 Controller [1]
-2 Controller [1] additional display
-3 Controller [2] <M.1-3/-4/-5/-6>
-4 Controller [2] additional display <M.1-3/-4/-5/-6>

A.2.3 Contrast
CTRST Contrast [0 ... 100] 50
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A.3 Operating keys Default 
setting

Setting

A.3.1 Lock all keys A.3.1-0
-0 Off
-1 With digital input DI1
-2 With digital input DI2
-3 With digital input DI3
-4 With digital input DI4

A.3.2 Manual/automatic dialog A.3.2-0
-0 Off
-1 On

A.4 Key number Default 
setting

Setting

A.4.1 Key number operation A.4.1-0
-0 Off
-1 On

CODE Key number <A.4.1-1> [0 ... 9999] 0

A.5 Power line frequency Default 
setting

Setting

A.5.1 Ripple filter for AI A.5.1-1
-1 50 Hz
-2 60 Hz

A.20 User calibration Default 
setting

Setting

A.20.1 Analog input AI1
A.20.1.1 Current zero (4 mA) <I.1.1-1>
A.20.1.2 Current end (20 mA) <I.1.1-1>
A.20.1.3 Current zero (0 mA) <I.1.1-2>
A.20.1.4 Current end (20 mA) <I.1.1-2>
A.20.1.5 Voltage zero (0 V) <I.1.1-3>
A.20.1.6 Voltage end (10 V) <I.1.1-3>
A.20.1.7 Voltage zero (2 V) <I.1.1-4>
A.20.1.8 Voltage end (10 V) <I.1.1-4>
A.20.1.9 Pt 100 zero (0 °C) <I.1.1-6>
A.20.1.10 Pt 100 end (300 °C) <I.1.1-6>
A.20.1.11 Pt 1000 zero (0 °C) <I.1.1-7>
A.20.1.12 Pt 1000 end (300 °C) <I.1.1-7>
A20.2 Analog input AI2
A.20.2.1 Current zero (4 mA) <I.2.1-1>



EB 6495-2 EN	  16-71

Annex A (configuration guide)

A.20 User calibration Default 
setting

Setting

A.20.2.2 Current end (20 mA) <I.2.1-1>
A.20.2.3 Current zero (0 mA) <I.2.1-2>
A.20.2.4 Current end (20 mA) <I.2.1-2>
A.20.2.5 Voltage zero (0 V) <I.2.1-3>
A.20.2.6 Voltage end (10 V) <I.2.1-3>
A.20.2.7 Voltage zero (2 V) <I.2.1-4>
A.20.2.8 Voltage end (10 V) <I.2.1-4>
A.20.2.9 Pt 100 zero (0 °C) <I.2.1-6>
A.20.2.10 Pt 100 end (300 °C) <I.2.1-6>
A.20.2.11 Pt 1000 zero (0 °C) <I.2.1-7>
A.20.2.12 Pt 1000 end (300 °C) <I.2.1-7>
A.20.2.13 Potentiometer zero <I.2.1-8/-9/-10/-11>
A.20.2.14 Potentiometer end <I.2.1-8/-9/-10/-11>
A20.3 Analog input AI3
A.20.3.1 Current zero (4 mA) <I.3.1-1>
A.20.3.2 Current end (20 mA) <I.3.1-1>
A.20.3.3 Current zero (0 mA) <I.3.1-2>
A.20.3.4 Current end (20 mA) <I.3.1-2>
A.20.3.5 Voltage zero (0 V) <I.3.1-3>
A.20.3.6 Voltage end (10 V) <I.3.1-3>
A.20.3.7 Voltage zero (2 V) <I.3.1-4>
A.20.3.8 Voltage end (10 V) <I.3.1-4>
A.20.3.9 Pt 100 zero (0 °C) <I.3.1-6>
A.20.3.10 Pt 100 end (300 °C) <I.3.1-6>
A.20.3.11 Pt 1000 zero (0 °C) <I.3.1-7>
A.20.3.12 Pt 1000 end (300 °C) <I.3.1-7>
A20.4 Analog input AI4
A.20.4.1 Current zero (4 mA) <I.4.1-1>
A.20.4.2 Current end (20 mA) <I.4.1-1>
A.20.4.3 Current zero (0 mA) <I.4.1-2>
A.20.4.4 Current end (20 mA) <I.4.1-2>
A.20.4.5 Voltage zero (0 V) <I.4.1-3>
A.20.4.6 Voltage end (10 V) <I.4.1-3>
A.20.4.7 Voltage zero (2 V) <I.4.1-4>
A.20.4.8 Voltage end (10 V) <I.4.1-4>
A.20.4.9 Pt 100 zero (0 °C) <I.4.1-6>
A.20.4.10 Pt 100 end (300 °C) <I.4.1-6>
A.20.4.11 Pt 1000 zero (0 °C) <I.4.1-7>
A.20.4.12 Pt 1000 end (300 °C) <I.4.1-7>
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A.20 User calibration Default 
setting

Setting

A20.5 Analog output AO1
A.20.5.1 Current zero (0 mA) <O.1.2-2> · (4 mA) <O.1.2-1>
A.20.5.2 Current end (20 mA) <O.1.2-1/-2>
A.20.5.3 Voltage zero (0 V) <O.1.2-3> · (2 V) <O.1.2-4>
A.20.5.4 Voltage end (10 V) <O.1.2-3/-4>
A20.6 Analog output AO2
A.20.6.1 Current zero (0 mA) <O.2.2-2> · (4 mA) <O.2.2-1>
A.20.6.2 Current end (20 mA) <O.2.2-1/-2>
A.20.6.3 Voltage zero (0 V) <O.2.2-3> · (2 V) <O.2.2-4>
A.20.6.4 Voltage end (10 V) <O.2.2-3/-4>
A20.7 Analog output AO3
A.20.7.1 Current zero (0 mA) <O.3.2-2> · (4 mA) <O.3.2-1>
A.20.7.2 Current end (20 mA) <O.3.2-1/-2>
A.20.7.3 Voltage zero (0 V) <O.3.2-3> · (2 V) <O.3.2-4>
A.20.7.4 Voltage end (10 V) <O.3.2-3/-4>

A.21 Default setting Default 
setting

Setting

A.21.1 Reset controller A.21.1-0
-0 Off
-1 All except calibration
-2 Only user calibration
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17.1	Accessories
Infrared adapter (RS-232) Order no. 8864-0900

Fixture for infrared adapter Order no. 1400-9769

USB to RS232 adapter Order no. 8812-2001

Driver for USB to RS-232 adapter
u www.samsongroup.com > SERVICE & SUPPORT > 
Download > TROVIS-VIEW > USB/RS-232 adapter 
(8812-2001)

TROVIS-VIEW software (free of charge) u www.samsongroup.com > SERVICE & SUPPORT > 
Downloads > TROVIS-VIEW

RS-232/USB interface board Order no. 1400-9917

RS-485/USB interface board Order no. 1400-9918

USB cable (2 m) with type A and 5-pin 
mini-B connectors Order no. 8801-7301

Connecting cable 
RJ-12/D-sub, 9 pin (RS-232) Order no. 1400-7699

Memory pen-64, RJ-12 connector (1170-
3163) Order no. 1400-9753

Modular adapter D-sub 9-pin/RJ-12 for 
memory pen-64 Order no. 1400-7698

Hardware package consisting of memory 
pen-64, modular adapter and connecting 
cable

Order no. 1400-9998

https://www.samsongroup.com/fileadmin/user_upload/service/software/TROVIS-VIEW/usb-rs232-adapter_8812-2001_v2-12-6.zip
https://www.samsongroup.com/fileadmin/user_upload/service/software/TROVIS-VIEW/usb-rs232-adapter_8812-2001_v2-12-6.zip
https://www.samsongroup.com/en/service-support/downloads/trovis-view/
https://www.samsongroup.com/en/service-support/downloads/trovis-view/


17-2 	 EB 6495-2

Annex B

17.2	After-sales service
Contact SAMSON's After-sales Service for 
support concerning service or repair work or 
when malfunctions or errors arise.
E-mail contact
You can reach our after-sales service at 
aftersalesservice@samsongroup.com.

Addresses of SAMSON AG and its subsid-
iaries
The addresses of SAMSON, its subsidiaries, 
representatives and service facilities 
worldwide can be found on our website 
(u www.samsongroup.com) or in all 
SAMSON product catalogs.

Required specifications
Please submit the following details:
	− Model number
	− Configuration ID
	− Serial number
	− Firmware version

mailto:aftersalesservice%40samsongroup.com?subject=
https://www.samsongroup.com/de/
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